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Additional discussion(if needed):
Proposed changes:

*** First Change ***
[bookmark: _Toc85734056][bookmark: _Toc89431355][bookmark: _Toc97042147][bookmark: _Toc97045291][bookmark: _Toc97155036][bookmark: _Toc101521186][bookmark: _Toc129169380]5.1	Introduction
The table 5.1-1 lists the Edge Enabler Server APIs below the service name. A service description clause for each API gives a general description of the related API.
Table 5.1-1: List of EES Service APIs
	Service Name
	Service Operations
	Operation Semantics
	Consumer(s)

	Eees_EASRegistration
	Request
	Request/Response
	EAS

	
	Update
	Request/Response
	EAS

	
	Deregister
	Request/Response
	EAS

	Eees_UELocation
	Get
	Request/Response
	EAS

	
	Subscribe
	Subscribe/Notify
	EAS

	
	Notify
	
	

	
	UpdateSubscription
	
	

	
	Unsubscribe
	
	

	Eees_UEIdentifier
	Get
	Request/Response
	EAS, EEC

	Eees_AppClientInformation
	Subscribe
	Subscribe/Notify
	EAS

	
	Notify
	
	

	
	UpdateSubscription
	
	

	
	Unsubscribe
	
	

	Eees_SessionWithQoS
	Create
	Request/Response
	EAS

	
	Update
	Request/Response
	EAS

	
	Revoke
	Request/Response
	EAS

	
	Notify
	Subscribe/Notify
	EAS

	Eees_EASDiscovery
	TEasDiscRequest
	Request/Response
	EAS, EES

	Eees_ACRManagementEvent
	Subscribe
	Subscribe/Notify
	EAS

	
	Notify
	
	

	
	UpdateSubscription
	
	

	
	Unsubscribe
	
	

	Eees_EECContextRelocation
	Push
	Request/Response
	EES

	
	Pull
	Request/Response
	EES

	Eees_EELManagedACR
	Request
	Request/Response
	EAS

	
	Subscribe
	Subscribe/Notify
	EAS

	
	Notify
	
	

	Eees_ACRStatusUpdate
	Request
	Request/Response
	EAS

	Eees_AppContextRelocation
	ACRDetermination_Request
	Request/Response
	EAS

	
	SelectedTargetEAS_Declare
	Request/Response
	EAS



Table 5.1-2 summarizes the corresponding Edge Enabler Server APIs defined in this specification. 
Table 5.1-2: API Descriptions
	Service Name
	Clause
	Description
	OpenAPI Specification File
	apiName
	Annex

	Eees_EASRegistration
	5.2
	EAS registration service
	TS29558_Eees_EASRegistration.yaml
	eees-easregistration
	A.2

	Eees_UELocation
	5.3
	Service for fetching UE location information
	TS29558_Eees_UELocation.yaml
	eees-uelocation
	A.3

	Eees_UEIdentifier
	5.4
	Service for fetching UE identifier.
	TS29558_Eees_UEIdentifier.yaml
	eees-ueidentifier
	A.4

	Eees_AppClientInformation
	5.5
	Service to obtain the capabilities of the ACs.
	TS29558_Eees_AppClientInformation.yaml
	eees-appclientinformation
	A.5

	Eees_SessionWithQoS
	5.6
	Service to setup data session between AC and EAS with specific QoS.
	TS29558_Eees_SessionWithQoS.yaml
	eees-session-with-qos
	A.6

	Eees_ACRManagementEvent
	5.8
	Service to receive notification related to ACR management events.
	TS29558_Eees_ACRManagementEvent.yaml
	eees-acrmgmtevent
	A.7

	Eees_EECContextRelocation
	5.10
	Service to push or pull EEC context information.
	TS29558_Eees_EECContextRelocation.yaml
	eees-eeccontextreloc
	A.8

	Eees_EELManagedACR
	5.11
	Service to request for handling of ACR related operations and receive ACT notifications.
	TS29558_Eees_EELManagedACR.yaml
	eees-eel-acr
	A.9

	Eees_ACRStatusUpdate
	5.12
	Service to update the status of ACR.
	TS29558_Eees_ACRStatusUpdate.yaml
	eees-acrstatus-update
	A.10



*** Next Change ***
[bookmark: _Toc85734216][bookmark: _Toc89431515][bookmark: _Toc97042323][bookmark: _Toc97045467][bookmark: _Toc97155212][bookmark: _Toc101521349][bookmark: _Toc129169548]7.3	Usage of HTTP
For all the APIs in this document, the usage of HTTP shall be as specified in clause 5.2.2 of 3GPP TS 29.122 [6], with the clarification that SCA/AS is the functional entity invoking an EDGEAPP API.
For all the APIs, to provide the interface protection over EDGE-3/6/9/10 interfaces, HTTP over TLS shall be used as specified in 3GPP TS 33.558 [20].
*** End of Changes ***

