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* * * * Start of changes * * * *
[bookmark: _Toc24868660][bookmark: _Toc34154122][bookmark: _Toc36041066][bookmark: _Toc36041379][bookmark: _Toc43196636][bookmark: _Toc43481406][bookmark: _Toc45134683][bookmark: _Toc51189215][bookmark: _Toc51763891][bookmark: _Toc57206123][bookmark: _Toc59019464][bookmark: _Toc68170137][bookmark: _Toc83234178][bookmark: _Toc90661574][bookmark: _Toc129193384]7.4.1.3.1	General
Table 7.4.1.3.1-1: Notifications overview
	Notification
	Callback URI
	HTTP method or custom operation
	Description
(service operation)

	Notify_UP_Delivery_Mode
	{notifUri}

(NOTE)
	POST
	Report User Plane notificationdelivery mode.

	NOTE: 	This notification is used for both multicast resource management for EPS and multicast/broadcast resource management for 5GS. The "notifUri" is hence either provided via the Request_Multicast_Resource service operation for the former case, or the CreateMBSResource/UpdateMBSResource service operation for the latter case.
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7.4.1.3.2.2	Notification definition
Callback URI: {notifUri}
This method shall support the URI query parameters specified in table 7.4.1.3.2.2-1.
Table 7.4.1.3.2.2-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 7.4.1.3.2.2-2 and the response data structures and response codes specified in table 7.4.1.3.2.2-3.
Table 7.4.1.3.2.2-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	UserPlaneNotification
	M
	1
	Represents the content of the user plane delivery mode notification.



Table 7.4.1.3.2.2-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	The receipt of the Notification is acknowledged.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection, during notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative notification destination where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection, during notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative notification destination where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [22] also apply.



Table 7.4.1.3.2.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative notification destination towards which the notification should be redirected.



Table 7.4.1.3.2.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative notification destination towards which the notification should be redirected.



* * * * End of changes * * * *
