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	Reason for change:
	TS 29.514 introduces one wrong instance of the attribute used to indicate that direct notification is required for QoS monitoring reporting from the UPF.
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Additionally the default value when this attribute is not present is not specified.

	
	

	Summary of change:
	diretNotifInd is replaced with directNotifInd within EventSubscReqData data type.
The default value for this attribute is set to false.
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Additional discussion(if needed):
Proposed changes:
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Table 5.6.2.6-1: Definition of type EventsSubscReqData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	events
	array(AfEventSubscription)
	M
	1..N
	Subscribed Events.
	

	notifUri
	Uri
	O
	0..1
	Notification URI.
	

	reqQosMonParams
	array(RequestedQosMonitoringParameter)
	O
	1..N
	Indicates the UL packet delay, DL packet delay and/or round trip packet delay between the UE and the UPF is to be monitored when the QoS Monitoring for URLLC is enabled for the service data flow.
	QoSMonitoring

	qosMon
	QosMonitoringInformation
	O
	0..1
	Qos Monitoring information. It can be present when the event "QOS_MONITORING" is subscribed.
	QoSMonitoring

	reqAnis
	array(RequiredAccessInfo)
	C
	1..N
	Represents the required access network information. It shall be present when the event "ANI_REPORT" is subscribed.
	NetLoc

	usgThres
	UsageThreshold
	O
	0..1
	Includes the volume and/or time thresholds for sponsored data connectivity.
	SponsoredConnectivity

	notifCorreId
	string
	O
	0..1
	It is used to set the value of Notification Correlation ID in the corresponding notification.
	EnhancedSubscriptionToNotification

	afAppIds
	array(AfAppId)
	O
	1..N
	AF application identifier(s). It shall be present when the event "APP_DETECTION" is subscribed.
	ApplicationDetectionEvents

	directNotifInd
	boolean
	OC
	0..1
	Indicates that the event notification of QoS Monitoring data is sent by the UPF to Local NEF or AF if it is included and set to true. It may be present when the event "QOS_MONITORING" is subscribed.
The default value "false" shall apply, if the attribute is not present.
	ExposureToEAS
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