

	
[bookmark: _Toc28012219][bookmark: _Toc34123072][bookmark: _Toc36038022][bookmark: _Toc38875404][bookmark: _Toc43191885][bookmark: _Toc45133280][bookmark: _Toc51316784][bookmark: _Toc51761964][bookmark: _Toc56674951][bookmark: _Toc56675342][bookmark: _Toc59016328][bookmark: _Toc63167926][bookmark: _Toc66262436][bookmark: _Toc68166942][bookmark: _Toc73538060][bookmark: _Toc75351936][bookmark: _Toc83231746][bookmark: _Toc85535051][bookmark: _Toc88559514][bookmark: _Toc114210144][bookmark: _Toc129246495][bookmark: _Toc129247062][bookmark: _GoBack]3GPP TSG-CT3 Meeting #128	C3-232398
Bratislava, Slovakia 22nd – 26th May 2023								was C3-231587 was C3-231250
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	29.257
	CR
	0010
	rev
	2
	Current version:
	18.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Definition of the API resources and notifications of the UAE_ChangeUSSManagement API

	
	

	Source to WG:
	Huawei

	Source to TSG:
	CT3

	
	

	Work item code:
	UASAPP_Ph2
	
	Date:
	2023-05-15

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	[bookmark: _Toc113363351]As specified in clauses 7.6 and 8.2.4 of TS 23.255, in order to support the functionality of USS change during flight, the UAE_ChangeUSSManagement Service API is being defined and has reached a level that enables the corresponding stage 3 work to start.

The stage 3 definition of this API in this specification needs hence to be started.

	
	

	Summary of change:
	This CR proposes to:
· Define the API resources, custom operations, notifications and API general clauses of the new UAE_ChangeUSSManagement Service API.

	
	

	Consequences if not approved:
	· Stage 2 requirements for USS change during flight are not fully defined/supported in stage 3.

	
	

	Clauses affected:
	6.3 (new clause), 6.3.1 (new clause), 6.3.2 (new clause), 6.3.3 (new clause), 6.3.4 (new clause), 6.3.5 (new clause), 6.3.7 (new clause), 6.3.8 (new clause), 6.3.9 (new clause)

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This CR does not impact the OpenAPI descriptions defined in this specification.

	
	

	This CR's revision history:
	Rev 2 (CT3#128):
· Correction of the new API name in the title of Figure 6.3.4.1-1 and the normative text below it.
· Correction of the description of the USS Change Policy Configuration Status Notification in clause 6.3.5.




Page 1






* * * * Start of changes * * * *
[bookmark: _Toc129252532][bookmark: _Toc67903522][bookmark: _Toc96843414][bookmark: _Toc96844389][bookmark: _Toc100739962][bookmark: _Toc129252535]6.3	UAE_ChangeUSSManagement Service API
[bookmark: _Toc96843412][bookmark: _Toc96844387][bookmark: _Toc100739960][bookmark: _Toc129252533]6.3.1	Introduction
The UAE_ChangeUSSManagement service shall use the UAE_ChangeUSSManagement API.
The API URI of the UAE_ChangeUSSManagement API shall be:
{apiRoot}/<apiName>/<apiVersion>
The request URIs used in HTTP requests shall have the Resource URI structure defined in clause 5.2.4 of 3GPP TS 29.122 [2], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificSuffixes>
with the following components:
-	The {apiRoot} shall be set as described in clause 5.2.4 of 3GPP TS 29.122 [2].
-	The <apiName> shall be "uae-usschange-mngt".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificSuffixes> shall be set as described in clause 5.2.4 of 3GPP TS 29.122 [2].
[bookmark: _Toc96843413][bookmark: _Toc96844388][bookmark: _Toc100739961]NOTE:	When 3GPP TS 29.122 [2] is referenced for the common protocol and interface aspects for API definition in the clauses under clause 6.3, the UAE Server takes the role of the SCEF and the UASS takes the role of the SCS/AS.
[bookmark: _Toc129252534]* * * * Next changes * * * *
6.3.2	Usage of HTTP
The provisions of clause 5.2.2 of 3GPP TS 29.122 [2] shall apply for the UAE_ChangeUSSManagement API.
* * * * Next changes * * * *
6.3.3	Resources
[bookmark: _Toc67903523][bookmark: _Toc96843415][bookmark: _Toc96844390][bookmark: _Toc100739963][bookmark: _Toc129252536]6.3.3.1	Overview
This clause describes the structure for the Resource URIs and the resources and methods used for the service.
Figure 6.3.3.1-1 depicts the resource URIs structure for the UAE_ChangeUSSManagement API.


Figure 6.3.3.1-1: Resource URIs structure of the UAE_ChangeUSSManagement API
Table 6.3.3.1-1 provides an overview of the resources and applicable HTTP methods for the UAE_ChangeUSSManagement API.
Table 6.3.3.1-1: Resources and methods overview
	Resource name
	Resource URI
	HTTP method or custom operation
	Description

	USS Change Policies
	/policies
	GET
	Retrieve all the active USS Change Policies managed by the UAE Server.

	
	
	POST
	Request the creation of a USS Change Policy.

	Individual USS Change Policy
	/policies/{policyId}
	GET
	Retrieve an existing "Individual USS Change Policy".

	
	
	PUT
	Request the update of an existing "Individual USS Change Policy".

	
	
	PATCH
	Request the modification of an existing "Individual USS Change Policy".

	
	
	DELETE
	Request the deletion of an existing "Individual USS Change Policy".



[bookmark: _Toc510696609][bookmark: _Toc35971400][bookmark: _Toc67903524][bookmark: _Toc96843416][bookmark: _Toc96844391][bookmark: _Toc100739964][bookmark: _Toc129252537]6.3.3.2	Resource: USS Change Policies
[bookmark: _Toc510696610][bookmark: _Toc35971401][bookmark: _Toc67903525][bookmark: _Toc96843417][bookmark: _Toc96844392][bookmark: _Toc100739965][bookmark: _Toc129252538]6.3.3.2.1	Description
This resource represents the collection of USS Change Policies managed by the UAE Server.
[bookmark: _Toc35971402][bookmark: _Toc67903526][bookmark: _Toc96843418][bookmark: _Toc96844393][bookmark: _Toc100739966][bookmark: _Toc129252539][bookmark: _Toc510696612]6.3.3.2.2	Resource Definition
Resource URI: {apiRoot}/uae-usschange-mngt/<apiVersion>/policies
This resource shall support the resource URI variables defined in table 6.3.3.2.2-1.
Table 6.3.3.2.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 5.2.4 of 3GPP TS 29.122 [2].



[bookmark: _Toc35971403][bookmark: _Toc67903527][bookmark: _Toc96843419][bookmark: _Toc96844394][bookmark: _Toc100739967][bookmark: _Toc129252540]6.3.3.2.3	Resource Standard Methods
[bookmark: _Toc510696613][bookmark: _Toc35971404][bookmark: _Toc96843420][bookmark: _Toc96844395][bookmark: _Toc100739968][bookmark: _Toc129252541]6.3.3.2.3.1	GET
The HTTP GET method allows a UASS to retrieve all the active USS Change Policies managed by the UAE Server.
This method shall support the URI query parameters specified in table 6.3.3.2.3.1-1.
Table 6.3.3.2.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.3.3.2.3.1-2 and the response data structures and response codes specified in table 6.3.3.2.3.1-3.
Table 6.3.3.2.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.3.3.2.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	array(USSChangePolicy)
	M
	1..N
	200 OK
	Successful case. All the active USS Change Policies managed by the UAE Server shall be returned.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative UAE Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative UAE Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	NOTE:	The mandatory HTTP error status code for the HTTP GET method listed in table 5.2.6-1 of 3GPP TS 29.122 [2] shall also apply.



Table 6.3.3.2.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative UAE Server.



Table 6.3.3.2.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative UAE Server.



[bookmark: _Toc96843421][bookmark: _Toc96844396][bookmark: _Toc100739969][bookmark: _Toc129252542]6.3.3.2.3.2	POST
[bookmark: _Toc510696615][bookmark: _Toc35971406][bookmark: _Toc67903528]The HTTP POST method allows a UASS to request the creation of a USS Change Policy at the UAE Server.
This method shall support the URI query parameters specified in table 6.3.3.2.3.2-1.
Table 6.3.3.2.3.2-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.3.3.2.3.2-2 and the response data structures and response codes specified in table 6.3.3.2.3.2-3.
Table 6.3.3.2.3.2-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	USSChangePolReq
	M
	1
	Represents the parameters to request the creation of a USS Change Policy.



Table 6.3.3.2.3.2-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	USSChangePolResp
	M
	1
	201 Created
	Successful case. The USS Change Policy is successfully created and a representation of the created "Individual USS Change Policy" resource shall be returned.

An HTTP "Location" header that contains the resource URI of the created resource shall also be included.

	NOTE:	The mandatory HTTP error status code for the HTTP POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [2] shall also apply.



Table 6.3.3.2.3.2-4: Headers supported by the 201 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure:
{apiRoot}/uae-usschange-mngt/<apiVersion>/policies/{policyId}



[bookmark: _Toc96843422][bookmark: _Toc96844397][bookmark: _Toc100739970][bookmark: _Toc129252543]6.3.3.2.4	Resource Custom Operations
There are no resource custom operations defined for this resource in this release of the specification.
[bookmark: _Toc510696621][bookmark: _Toc35971412][bookmark: _Toc67903529][bookmark: _Toc96843423][bookmark: _Toc96844398][bookmark: _Toc100739971][bookmark: _Toc129252544]6.3.3.3	Resource: Individual USS Change Policy
[bookmark: _Toc96843424][bookmark: _Toc96844399][bookmark: _Toc100739972][bookmark: _Toc129252545]6.3.3.3.1	Description
This resource represents a USS Change Policy managed by the UAE Server.
[bookmark: _Toc96843425][bookmark: _Toc96844400][bookmark: _Toc100739973][bookmark: _Toc129252546]6.3.3.3.2	Resource Definition
Resource URI: {apiRoot}/uae-usschange-mngt/<apiVersion>/policies/{policyId}
This resource shall support the resource URI variables defined in table 6.3.3.3.2-1.
Table 6.3.3.3.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 5.2.4 of 3GPP TS 29.122 [2].

	policyId
	string
	Represents the identifier of the "Individual USS Change Policy".



[bookmark: _Toc96843426][bookmark: _Toc96844401][bookmark: _Toc100739974][bookmark: _Toc129252547]6.3.3.3.3	Resource Standard Methods
[bookmark: _Toc96843427][bookmark: _Toc96844402][bookmark: _Toc100739975][bookmark: _Toc129252548]6.3.3.3.3.1	GET
The HTTP GET method allows a UASS to retrieve an existing "Individual USS Change Policy" resource at the UAE Server.
This method shall support the URI query parameters specified in table 6.3.3.3.3.1-1.
Table 6.3.3.3.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.3.3.3.3.1-2 and the response data structures and response codes specified in table 6.3.3.3.3.1-3.
Table 6.3.3.3.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.3.3.3.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	USSChangePolicy
	M
	1
	200 OK
	Successful case. The requested "Individual USS Change Policy" resource shall be returned.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative UAE Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative UAE Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	NOTE:	The mandatory HTTP error status code for the HTTP GET method listed in table 5.2.6-1 of 3GPP TS 29.122 [2] shall also apply.



Table 6.3.3.3.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative UAE Server.



Table 6.3.3.3.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative UAE Server.



[bookmark: _Toc96843428][bookmark: _Toc96844403][bookmark: _Toc100739976][bookmark: _Toc129252549]6.3.3.3.3.2	PUT
The HTTP PUT method allows a UASS to request the update of an existing "Individual USS Change Policy" resource at the UAE Server.
This method shall support the URI query parameters specified in table 6.3.3.3.3.2-1.
Table 6.3.3.3.3.2-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.3.3.3.3.2-2 and the response data structures and response codes specified in table 6.3.3.3.3.2-3.
Table 6.3.3.3.3.2-2: Data structures supported by the PUT Request Body on this resource
	Data type
	P
	Cardinality
	Description

	USSChangePolicy
	M
	1
	Represents the updated representation of the "Individual USS Change Policy" resource.



Table 6.3.3.3.3.2-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	USSChangePolicy
	M
	1
	200 OK
	Successful case. The "Individual USS Change Policy" resource is successfully updated and a representation of the updated resource shall be returned in the response body.

	n/a
	
	
	204 No Content
	Successful case. The "Individual USS Change Policy" resource is successfully updated and no content is returned in the response body.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative UAE Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative UAE Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	NOTE:	The mandatory HTTP error status code for the HTTP PUT method listed in table 5.2.6-1 of 3GPP TS 29.122 [2] shall also apply.



Table 6.3.3.3.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative UAE Server.



Table 6.3.3.3.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative UAE Server.



[bookmark: _Toc96843429][bookmark: _Toc96844404][bookmark: _Toc100739977][bookmark: _Toc129252550]6.3.3.3.3.2	PATCH
The HTTP PATCH method allows a UASS to request the modification of an existing "Individual USS Change Policy" resource at the UAE Server.
This method shall support the URI query parameters specified in table 6.3.3.3.3.2-1.
Table 6.3.3.3.3.2-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.3.3.3.3.2-2 and the response data structures and response codes specified in table 6.3.3.3.3.2-3.
Table 6.3.3.3.3.2-2: Data structures supported by the PATCH Request Body on this resource
	Data type
	P
	Cardinality
	Description

	USSChangePolicyPatch
	M
	1
	Represents the parameters to request the modification of the "Individual USS Change Policy" resource.



Table 6.3.3.3.3.2-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	USSChangePolicy
	M
	1
	200 OK
	Successful case. The "Individual USS Change Policy" resource is successfully modified and a representation of the updated resource shall be returned in the response body.

	n/a
	
	
	204 No Content
	Successful case. The "Individual USS Change Policy" resource is successfully modified and no content is returned in the response body.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative UAE Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative UAE Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	NOTE:	The mandatory HTTP error status code for the HTTP PATCH method listed in table 5.2.6-1 of 3GPP TS 29.122 [2] shall also apply.



Table 6.3.3.3.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative UAE Server.



Table 6.3.3.3.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative UAE Server.



6.3.3.3.3.4	DELETE
The HTTP DELETE method allows a UASS to request the deletion of an existing "Individual USS Change Policy" resource at the UAE Server.
This method shall support the URI query parameters specified in table 6.3.3.3.3.4-1.
Table 6.3.3.3.3.4-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.3.3.3.3.4-2 and the response data structures and response codes specified in table 6.3.3.3.3.4-3.
Table 6.3.3.3.3.4-2: Data structures supported by the DELETE Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.3.3.3.3.4-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Successful case. The "Individual USS Change Policy" resource is successfully deleted.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative UAE Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative UAE Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	NOTE:	The mandatory HTTP error status code for the HTTP DELETE method listed in table 5.2.6-1 of 3GPP TS 29.122 [2] shall also apply.



Table 6.3.3.3.3.4-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative UAE Server.



Table 6.3.3.3.3.4-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative UAE Server.



[bookmark: _Toc96843430][bookmark: _Toc96844405][bookmark: _Toc100739978][bookmark: _Toc129252551]6.3.3.3.4	Resource Custom Operations
There are no resource custom operations defined for this resource in this release of the specification.
[bookmark: _Toc93679383][bookmark: _Toc96843431][bookmark: _Toc96844406][bookmark: _Toc100739979][bookmark: _Toc129252552]* * * * Next changes * * * *
6.3.4	Custom Operations without associated resources
[bookmark: _Toc510696623][bookmark: _Toc35971414][bookmark: _Toc96843360][bookmark: _Toc96844335][bookmark: _Toc100739908][bookmark: _Toc129252481][bookmark: _Toc96843432][bookmark: _Toc96844407][bookmark: _Toc100739980][bookmark: _Toc129252553]6.3.4.1	Overview
The structure of the custom operation URIs of the UAE_ChangeUSSManagement API is shown in Figure 6.3.4.1-1.


Figure 6.3.4.1-1: Custom operation URI structure of the UAE_ChangeUSSManagement API
Table 6.3.4.1-1 provides an overview of the custom operations and applicable HTTP methods defined for the UAE_ChangeUSSManagement API.
Table 6.3.4.1-1: Custom operations without associated resources
	Operation name
	Custom operation URI
	Mapped HTTP method
	Description

	RequestUssChange
	/request-usschange
	POST
	Enables a UASS to request USS change to the UAE Server.



[bookmark: _Toc510696624][bookmark: _Toc35971415][bookmark: _Toc96843361][bookmark: _Toc96844336][bookmark: _Toc100739909][bookmark: _Toc129252482]6.3.4.2	Operation: RequestUssChange
[bookmark: _Toc510696625][bookmark: _Toc35971416][bookmark: _Toc96843362][bookmark: _Toc96844337][bookmark: _Toc100739910][bookmark: _Toc129252483]6.3.4.2.1	Description
[bookmark: _Toc510696626][bookmark: _Toc35971417]The custom operation enables a UASS to request USS change to the UAE Server.
[bookmark: _Toc96843363][bookmark: _Toc96844338][bookmark: _Toc100739911][bookmark: _Toc129252484]6.3.4.2.2	Operation Definition
This operation shall support the request data structures and the response data structures and response codes specified in tables 6.3.4.2.2-1 and 6.3.4.2.2-2.
Table 6.3.4.2.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	USSChangeReq
	M
	1
	Contains the parameters to request USS change.



Table 6.3.4.2.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Successful case. The USS change request is successfully received.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative target URI located in an alternative UAE Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative target URI located in an alternative UAE Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2]

	NOTE:	The mandatory HTTP error status code for the HTTP POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [2] shall also apply.



[bookmark: _Toc510696627][bookmark: _Toc35971418]Table 6.3.4.2.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative target URI located in an alternative UAE Server.



Table 6.3.4.2.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative target URI located in an alternative UAE Server.



* * * * Next changes * * * *
6.3.5	Notifications
[bookmark: _Toc96843433][bookmark: _Toc96844408][bookmark: _Toc100739981][bookmark: _Toc129252554]6.3.5.1	General
Notifications shall comply to clause 5.2.5 of 3GPP TS 29.122 [2].
Table 6.3.5.1-1: Notifications overview
	Notification
	Callback URI
	HTTP method or custom operation
	Description
(service operation)

	USS Change Policy Configuration Status Notification
	{notifUri}/usschange-policy
	usschange-policy (POST)
	This service operation enables a UAE Server to notify a previously subscribed UASS on the status of USS Change Policy configuration.

	USS Change Notification
	{notifUri}/usschange
	usschange (POST)
	This service operation enables a UAE Server to notify a previously subscribed UASS that a USS change was performed.

	USS Change Trigger Notification
	{notifUri}/usschange-trigger
	usschange-trigger (POST)
	This service operation enables a UAE Server to notify a previously subscribed UASS that a USS change should be triggered.



[bookmark: _Toc96843434][bookmark: _Toc96844409][bookmark: _Toc100739982][bookmark: _Toc129252555]6.3.5.2	USS Change Policy Configuration Status Notification
[bookmark: _Toc96843435][bookmark: _Toc96844410][bookmark: _Toc100739983][bookmark: _Toc129252556]6.3.5.2.1	Description
The USS Change Policy Configuration Status Notification is used by a UAE Server to notify a previously subscribed UASS on the status of USS Change Policy configuration status.
[bookmark: _Toc96843436][bookmark: _Toc96844411][bookmark: _Toc100739984][bookmark: _Toc129252557]6.3.5.2.2	Target URI
The Callback URI "{notifUri}/usschange-policy" shall be used with the callback URI variables defined in table 6.3.5.2.2-1.
Table 6.3.5.2.2-1: Callback URI variables
	Name
	Data type
	Definition

	notifUri
	Uri
	String formatted as a URI containing the Callback URI.

The notification URI is provided as part of the USS Change Policy creation/update/modification request as defined in clause 6.3.3.



[bookmark: _Toc96843437][bookmark: _Toc96844412][bookmark: _Toc100739985][bookmark: _Toc129252558]6.3.5.2.3	Standard Methods
[bookmark: _Toc96843438][bookmark: _Toc96844413][bookmark: _Toc100739986][bookmark: _Toc129252559]6.3.5.2.3.1	POST
This method shall support the request data structures specified in table 6.3.5.2.3.1-1 and the response data structures and response codes specified in table 6.3.5.2.3.1-2.
Table 6.3.5.2.3.1-1: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	USSChangePolConfigNotif
	M
	1
	Represents a USS Change Policy Configuration Status notification.



Table 6.3.5.2.3.1-2: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	Successful case. The USS Change Policy Configuration Status notification is successfully received and acknowledged.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI representing the end point of an alternative UASS where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI representing the end point of an alternative UASS where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	NOTE:	The mandatory HTTP error status codes for the HTTP POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [2] shall also apply.



Table 6.3.5.2.3.1-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative UASS towards which the notification should be redirected.



Table 6.3.5.2.3.1-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative UASS towards which the notification should be redirected.



[bookmark: _Toc96843439][bookmark: _Toc96844414][bookmark: _Toc100739987][bookmark: _Toc129252560][bookmark: _Toc67903500]6.3.5.3	USS Change Notification
6.3.5.3.1	Description
The USS Change Notification is used by a UAE Server to notify a previously subscribed UASS that a USS change was performed.
6.3.5.3.2	Target URI
The Callback URI "{notifUri}/usschange" shall be used with the callback URI variables defined in table 6.3.5.3.2-1.
Table 6.3.5.3.2-1: Callback URI variables
	Name
	Data type
	Definition

	notifUri
	Uri
	String formatted as a URI containing the Callback URI.

The notification URI is provided as part of the USS Change Policy creation/update/modification request as defined in clause 6.3.3.



6.3.5.3.3	Standard Methods
6.3.5.3.3.1	POST
This method shall support the request data structures specified in table 6.3.5.3.3.1-1 and the response data structures and response codes specified in table 6.3.5.3.3.1-2.
Table 6.3.5.3.3.1-1: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	USSChangeNotif
	M
	1
	Represents a USS Change notification.



Table 6.3.5.3.3.1-2: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	Successful case. The USS Change notification is successfully received and acknowledged.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI representing the end point of an alternative UASS where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI representing the end point of an alternative UASS where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	NOTE:	The mandatory HTTP error status codes for the HTTP POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [2] shall also apply.



Table 6.3.5.3.3.1-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative UASS towards which the notification should be redirected.



Table 6.3.5.3.3.1-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative UASS towards which the notification should be redirected.



6.3.5.4	USS Change Trigger Notification
6.3.5.4.1	Description
The USS Change Trigger Notification is used by a UAE Server to notify a previously subscribed UASS that a USS change should be triggered.
6.3.5.4.2	Target URI
The Callback URI "{notifUri}/usschange-trigger" shall be used with the callback URI variables defined in table 6.3.5.4.2-1.
Table 6.3.5.4.2-1: Callback URI variables
	Name
	Data type
	Definition

	notifUri
	Uri
	String formatted as a URI containing the Callback URI.

The notification URI is provided as part of the USS Change Policy creation/update/modification request as defined in clause 6.3.3.



6.3.5.4.3	Standard Methods
6.3.5.4.3.1	POST
This method shall support the request data structures specified in table 6.3.5.4.3.1-1 and the response data structures and response codes specified in table 6.3.5.4.3.1-2.
Table 6.3.5.4.3.1-1: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	USSChangeTriggerNotif
	M
	1
	Represents a USS Change Trigger notification.



Table 6.3.5.4.3.1-2: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	Successful case. The USS Change Trigger notification is successfully received and acknowledged.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI representing the end point of an alternative UASS where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI representing the end point of an alternative UASS where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	NOTE:	The mandatory HTTP error status codes for the HTTP POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [2] shall also apply.



Table 6.3.5.4.3.1-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative UASS towards which the notification should be redirected.



Table 6.3.5.4.3.1-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative UASS towards which the notification should be redirected.



[bookmark: _Toc96843453][bookmark: _Toc96844428][bookmark: _Toc100740001][bookmark: _Toc129252574]* * * * Next changes * * * *
6.3.7	Error Handling
[bookmark: _Toc96843454][bookmark: _Toc96844429][bookmark: _Toc100740002][bookmark: _Toc129252575]6.3.7.1	General
For the UAE_ChangeUSSManagement API, HTTP error responses shall be supported as specified in clause 5.2.6 of 3GPP TS 29.122 [2]. Protocol errors and application errors specified in clause 5.2.6 of 3GPP TS 29.122 [2] shall be supported for the HTTP status codes specified in table 5.2.6-1 of 3GPP TS 29.122 [2].
In addition, the requirements in the following clauses are applicable for the UAE_ChangeUSSManagement API.
[bookmark: _Toc96843455][bookmark: _Toc96844430][bookmark: _Toc100740003][bookmark: _Toc129252576]6.3.7.2	Protocol Errors
No specific protocol errors for the UAE_ChangeUSSManagement API are specified.
[bookmark: _Toc96843456][bookmark: _Toc96844431][bookmark: _Toc100740004][bookmark: _Toc129252577]6.3.7.3	Application Errors
The application errors defined for the UAE_ChangeUSSManagement API are listed in Table 6.3.7.3-1.
Table 6.3.7.3-1: Application errors
	Application Error
	HTTP status code
	Description

	
	
	



[bookmark: _Toc96843457][bookmark: _Toc96844432][bookmark: _Toc100740005][bookmark: _Toc129252578]* * * * Next changes * * * *
6.3.8	Feature negotiation
The optional features listed in table 6.3.8-1 are defined for the UAE_ChangeUSSManagement API. They shall be negotiated using the extensibility mechanism defined in clause 5.2.7 of 3GPP TS 29.122 [2].
Table 6.3.8-1: Supported Features
	Feature number
	Feature Name
	Description

	
	
	



[bookmark: _Toc96843458][bookmark: _Toc96844433][bookmark: _Toc100740006][bookmark: _Toc129252579]* * * * Next changes * * * *
6.3.9	Security
The provisions of clause 6 of 3GPP TS 29.122 [2] shall apply for the UAE_ChangeUSSManagement API.
* * * * End of changes * * * *
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