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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc120652762][bookmark: _Toc129205548][bookmark: _Toc129244367][bookmark: _Toc130549829][bookmark: _Toc28012219][bookmark: _Toc34123072][bookmark: _Toc36038022][bookmark: _Toc38875404][bookmark: _Toc43191885][bookmark: _Toc45133280][bookmark: _Toc51316784][bookmark: _Toc51761964][bookmark: _Toc56674951][bookmark: _Toc56675342][bookmark: _Toc59016328][bookmark: _Toc63167926][bookmark: _Toc66262436][bookmark: _Toc68166942][bookmark: _Toc73538060][bookmark: _Toc75351936][bookmark: _Toc83231746][bookmark: _Toc85535051][bookmark: _Toc88559514][bookmark: _Toc114210144][bookmark: _Toc129246495][bookmark: _Toc129247062]4.2.2.2.2	UE Access Network discovery and selection policies (ANDSP)
UE Access Network discovery and selection policies are used by the UE to select non-3GPP accesses and to decide how to route traffic between the selected 3GPP and non 3GPP accesses.
In this release of the specification, the Access Network Discovery & Selection policy shall contain only rules that aid the UE in selecting a WLAN access network. Rules for selecting other types of non-3GPP access networks are not specified.
The WLAN access network selected by the UE with the use of Access Network Discovery & Selection policy may be used for direct traffic offload (i.e. sending traffic to the WLAN outside of a PDU Session) and for registering to 5GC using the non-3GPP access network selection information.
The Access Network Discovery & Selection policy shall contain one or more WLAN Selection Policy (WLANSP) rules and and may contain Non-3GPP access network (N3AN) node selection information and configuration information.
N3AN node selection information and configuration information is used to control UE behaviour related to selection of either N3IWF, or ePDG for accessing 5GC via untrusted non-3GPP access, or to support TNGF selection based on the S-NSSAI(s) needed by the UE for accessing 5GC via trusted 3GPP access.
UE Access Network discovery and selection policies are encoded as defined in 3GPP TS 24.526 [16].
UE Access Network discovery and selection policies may be provided by a V-PCF and/or a H-PCF.
If the UE has indicated in the "UE STATE INDICATION" message it does not support ANDSP, i.e. the UE does not support non-3GPP access, the PCF shall not send any Access Network discovery and selection policies to the UE.


*** End of Changes ***
