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	The name of the feature defined in last meeting (CT3#126) for the support of GNSS Assistance Data Information Collection does enable to tie this new functionality to the work item / scope under which it is defined/needed.

	
	

	Summary of change:
	This CR proposes to:
· Update the feature name to "eLCS3_GNSSAssistData" to clearly indicate that it is related to eLCS and is under the phase 3 of eLCS related enhancements.
· Update the description of the feature as well to reflect the above.
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* * * * Start of changes * * * *
[bookmark: _Toc34228248][bookmark: _Toc36041651][bookmark: _Toc36041807][bookmark: _Toc44680244][bookmark: _Toc45134841][bookmark: _Toc49583726][bookmark: _Toc51764163][bookmark: _Toc58838838][bookmark: _Toc59020153][bookmark: _Toc59020240][bookmark: _Toc68170904][bookmark: _Toc129250080][bookmark: _Toc532198076][bookmark: _Toc34123832][bookmark: _Toc36038576][bookmark: _Toc36038664][bookmark: _Toc36038855][bookmark: _Toc44680796][bookmark: _Toc45133708][bookmark: _Toc45133799][bookmark: _Toc49417497][bookmark: _Toc51762464][bookmark: _Toc58838180][bookmark: _Toc59017193][bookmark: _Toc68168339][bookmark: _Toc122114082]5.1.8	Feature negotiation
The optional features in table 5.1.8-1 are defined for the Nnef_EventExposure API. They shall be negotiated using the extensibility mechanism defined in clause 6.6 of 3GPP TS 29.500 [4].
Table 5.1.8-1: Supported Features
	Feature number
	Feature Name
	Description

	1
	ServiceExperience
	This feature indicates support for the "SVC_EXPERIENCE" event.

	2
	UeMobility
	This feature indicates support for the "UE_MOBILITY" event.

	3
	UeCommunication
	This feature indicates support for the "UE_COMM" event.

	4
	Exceptions
	This feature indicates support for the "EXCEPTIONS" event.

	5
	ES3XX
	Extended Support for 3xx redirections. This feature indicates the support of redirection for any service operation, according to Stateless NF procedures as specified in clauses 6.5.3.2 and 6.5.3.3 of 3GPP TS 29.500 [4] and according to HTTP redirection principles for indirect communication, as specified in clause 6.10.9 of 3GPP TS 29.500 [4]. 

	6
	EneNA
	This feature indicates support for the enhancements of network data analytics requirements.

	7
	UserDataCongestion
	This feature indicates support for the event related to User Data Congestion Analytics related information.

	8
	PerformanceData
	This feature indicates support for the event related to performance data information.

	9
	Dispersion
	This feature indicates support for the event related to Dispersion Analytics related information.

	10
	CollectiveBehaviour
	This feature indicates support of collective behaviour information associated with the UEs and its applications.

	11
	MSQoeMetrics
	This feature indicates support for the event related to Media Streaming QoE metrics for UE Application collected via the Data Collection AF.

	12
	MSConsumption
	This feature indicates support for the event related to Media Streaming Consumption reports for UE Application collected via the Data Collection AF.

	13
	MSNetAssInvocation
	This feature indicates support for the event related to Media Streaming Network Assistance invocation for UE Application collected via the Data Collection AF.

	14
	MSDynPolicyInvocation
	This feature indicates support for the event related to Media Streaming Dynamic Policy invocation for UE Application collected via the Data Collection AF.

	15
	MSAccessActivity
	This feature indicates support for the event related to Media Streaming access activity for UE Application collected via the Data Collection AF.

	16
	DataAccProfileId
	This feature indicates support for Data Access Profile Identifier.

	17
	GNSSAssistData
	This feature indicates the support of the GNSS Assistance Data Collection functionality. for 5G LCS.

This feature is part of the phase 3 of the enhancements to 5G LCS.

	18
	UeMobility_Ext
	This feature indicates support for further extensions to the event related to UE mobility supporting AIML including support of list of application service area collection. Supporting this feature also requires the support of feature UeMobility.
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