

	
[bookmark: _GoBack]3GPP TSG-CT WG3 Meeting #127e	C3-231653
E-meeting, 17th – 21st, April, 2023													 (revision of C3-231435)
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	29.549
	CR
	0158
	rev
	1
	Current version:
	18.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Support of ADAE

	
	

	Source to WG:
	Huawei

	Source to TSG:
	CT3

	
	

	Work item code:
	ADAES
	
	Date:
	2023-03-20

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	Based on TS 23.434, clause 19, SEAL also supports the application data analytics enablement (ADAE)

	
	

	Summary of change:
	Introduce the support of ADAE to SEAL architecture.

	
	

	Consequences if not approved:
	Not support of the ADAE to SEAL architecture

	
	

	Clauses affected:
	3.2, 4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	The CR does not impact any OpenAPI file.

	
	

	This CR's revision history:
	



Page 1


Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc24868393][bookmark: _Toc34153883][bookmark: _Toc36040827][bookmark: _Toc36041140][bookmark: _Toc43196413][bookmark: _Toc43481183][bookmark: _Toc45134460][bookmark: _Toc51188992][bookmark: _Toc51763668][bookmark: _Toc57205900][bookmark: _Toc59019241][bookmark: _Toc68169914][bookmark: _Toc83233955][bookmark: _Toc90661309][bookmark: _Toc129193048][bookmark: _Toc28012219][bookmark: _Toc34123072][bookmark: _Toc36038022][bookmark: _Toc38875404][bookmark: _Toc43191885][bookmark: _Toc45133280][bookmark: _Toc51316784][bookmark: _Toc51761964][bookmark: _Toc56674951][bookmark: _Toc56675342][bookmark: _Toc59016328][bookmark: _Toc63167926][bookmark: _Toc66262436][bookmark: _Toc68166942][bookmark: _Toc73538060][bookmark: _Toc75351936][bookmark: _Toc83231746][bookmark: _Toc85535051][bookmark: _Toc88559514][bookmark: _Toc114210144][bookmark: _Toc129246495][bookmark: _Toc129247062]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
5GS	5G System
ADAE	Application Data Analytics Enablement
AEF	API Exposing Function
API	Application Programming Interface
DS-TT	Device-Side TSN Translator
JSON	JavaScript Object Notation
NDS	Network Domain Security
NDS/IP	NDS for IP based protocols
NRM	Network Resource Management
NSCE	Network Slice Capability Enablement
PLMN	Public Land Mobile Network
REST	Representational State Transfer
SCEF	Service Capability Exposure Function
SCS	Service Capability Server
SEAL	Service Enabler Architecture Layer for Verticals
TMGI	Temporary Mobile Group Identity
TSC	Time Sensitive Communication
TSN	Time Sensitive Networking
UE	User Equipment
VAL	Vertical Application Layer

*** Next Change ***
[bookmark: _Toc24868394][bookmark: _Toc34153884][bookmark: _Toc36040828][bookmark: _Toc36041141][bookmark: _Toc43196414][bookmark: _Toc43481184][bookmark: _Toc45134461][bookmark: _Toc51188993][bookmark: _Toc51763669][bookmark: _Toc57205901][bookmark: _Toc59019242][bookmark: _Toc68169915][bookmark: _Toc83233956][bookmark: _Toc90661310][bookmark: _Toc129193049]4	Overview
3GPP has considered in 3GPP TS 23.434 [2] the development of Service enabler architecture layer for verticals (SEAL) over 3GPP networks to support vertical applications (e.g. V2X applications). It specifies the functional architecture for SEAL and the procedures, information flows and APIs for each service within SEAL in order to support vertical applications over the 3GPP systems. To ensure efficient use and deployment of vertical applications over 3GPP systems, SEAL services includes, group management, configuration management, location management, identity management, key management and, network resource management, and application data analytics enablement (ADAE).
3GPP TS 23.434 [2], clause 6 specifies the functional entities and domains of the functional model, reference points descriptions and SEAL APIs for SEAL services.
The present document specifies the APIs needed to support SEAL.

*** End of Changes ***
