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	Reason for change:
	It is obeserved that the term “PRU UE” has been proposed to be used in CT1 specifications, but the term definition is missing. Note that “PRU UE” is just the combination of two abbreviations “PRU” and “UE”, and there is an inclusion relationship between with them. Because it is only used in some specific cases that UE can work as PRU, as per defined in TS 38.305.

For UE side, the UE needs to support PRU capability and can operate as PRU. For example, if UE accesses to network via NR satellite access, it can not work as a PRU. For network side, UE need to subsribe to support PRU capability.

Therefore, from technical perspective, a standard terminology is needed to describe the case that “UE work as PRU”. According to the definition of PRU, “UE operating as PRU” is proposed to be added into TS to cover the “UE work as PRU” cases.


	
	

	Summary of change:
	It proposes to add the definition of UE operating as PRU.

	
	

	Consequences if not approved:
	The used term “PRU UE” is not so clear as the term definition is missing.
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For the purposes of the present document, the terms given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
UE operating as PRU: From the UE perspective, a UE which supports PRU functionality and operates as PRU. From the network perspective, the UE allowed to operate as a PRU based on the UE subscription data.
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