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* * * First Change * * * *
[bookmark: _Toc43195273][bookmark: _Toc45264027][bookmark: _Toc92299369][bookmark: _Toc131183930][bookmark: _Toc20233212][bookmark: _Toc27747336][bookmark: _Toc36213527][bookmark: _Toc36657704][bookmark: _Toc45287379][bookmark: _Toc51948654][bookmark: _Toc51949746][bookmark: _Toc131396812][bookmark: _Toc20232391][bookmark: _Toc27746477][bookmark: _Toc36212657][bookmark: _Toc36656834][bookmark: _Toc45286495][bookmark: _Toc51947762][bookmark: _Toc51948854][bookmark: _Toc131395768][bookmark: _Toc131395819][bookmark: _Toc517469172][bookmark: _Toc26193014][bookmark: _Toc26193086][bookmark: _Toc35266489][bookmark: _Toc43195248][bookmark: _Toc45264002][bookmark: _Toc92299344][bookmark: _Toc123630306][bookmark: _Toc114484699][bookmark: _Hlk114581580][bookmark: _Toc20232683][bookmark: _Toc27746785][bookmark: _Toc36212967][bookmark: _Toc36657144][bookmark: _Toc45286808][bookmark: _Toc51948077][bookmark: _Toc51949169][bookmark: _Toc114476338][bookmark: _Toc114485497][bookmark: _Toc68203531][bookmark: _Toc20217977][bookmark: _Toc27743862][bookmark: _Toc35959433][bookmark: _Toc45202865][bookmark: _Toc45700241][bookmark: _Toc51919977][bookmark: _Toc68251037][bookmark: _Toc114844022]5.2.2.5.2	Normal operation
The UE invokes a Location Privacy Setting procedure by sending a REGISTER message containing an LocationPrivacySetting message as defined in 3GPP TS 24.080 [5]. UE's Location Privacy Indication information is included in LocationPrivacySetting message. 
The AMF shall transfers the UE Location Privacy Indication information in LocationPrivacySetting message to UDM and response a supplementary services acknowledgement of LocationPrivacySetting message.
The AMF shall then return a RELEASE COMPLETE message containing a LocationPrivacySetting Acknowledgement component (see figure 5.2.2.5.2-1) if it can handle this LocationPrivacySetting message correctly.
If the AMF is unable to process the request received from the UE or can not identify that provisioning the parameters of UE Location Privacy Setting information to UDM is executed successfully, it shall return an error indication by sending a RELEASE COMPLETE message containing a return error component. Error values are specified in 3GPP TS 24.080 [5].


[bookmark: _MCCTEMPBM_CRPT35270009___4]
UE	Network
REGISTER
------------------------------------------------------------------------------------------------------------------------>
Facility (Invoke = LCS-LocationPrivacySetting (locationPrivacyIndication, validTimePeriod, eventReportExpectedAreaPowerSavingArea, areaUsageIndication)
	
[bookmark: _MCCTEMPBM_CRPT35270010___4]RELEASE COMPLETE
<------------------------------------------------------------------------------------------------------------------------
Facility (Return result = LCS-LocationPrivacySetting Acknowledgement)
	
[bookmark: _MCCTEMPBM_CRPT35270011___4]RELEASE COMPLETE
<-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -
Facility (Return error (Error))

RELEASE COMPLETE
<-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -
Facility (Reject (Invoke_problem))

RELEASE COMPLETE
-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  ->

Figure 5.2.2.5.2-1: LocationPrivacySetting
NOTE:	Only the following IEs defined in LocationPrivacySetting operations in 3GPP TS 24.080 [5] are used for NG-RAN LCS:
-	locationPrivacyIndication
-	validTimePeriod
[bookmark: OLE_LINK2][bookmark: OLE_LINK5]-	eventReportExpectedAreaPowerSavingArea
-	areaUsageIndication
[bookmark: OLE_LINK3][bookmark: OLE_LINK4]Editor's note:	It is FFS whether to use PowerSavingArea as the IE name for supporting tracking UE location in a pre-defined area.
* * * End of Changes * * * *

