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	Reason for change:
	In clause 8.2.11 of TS 23.554, it has defined the bulk de-registration via the MSGin5G Gateway UE. Thus the behaviors of the Contrained UE, the MSGin5G Gateway UE and the MSGin5G server should be specified in stage3. This contribution proposes to define the behaviors of Constrained UE for registration via the MSGin5G Gateway UE.
In SA6 #54e, S6-231645 and S6-231646 were agreed to re-define the communication over MSGin5G-5 and MSGin5G-6 interfaces. The “MSGin5G Proxy UE” defined in the current stage2 specification(v18.3.1) will be replaced by “MSGin5G Gateway UE” in May meeting.
To make stage3 specification more exactly, we use “MSGin5G Gateway” directly.

	
	

	Summary of change:
	Upon reception of the de-registration Request from Constrained UE, MSGin5G Gateway UE decides wether to cache the request for bulk de-registration and returns a CoAP response to Constrained UE.
Clarify how to start a timer for trigger the bulk de-registration.
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* * * First Change * * * *
6.3.x.b.4	Reception of the De-registration Request from Constrained UE
Upon reception of the CoAP POST request containing MSGin5G service identifier indicating that the received request is for MSGin5G service and Message Type indicating that the received request is for de-registration, the MSGin5G Gateway UE shall check the value of the "Registration urgent degree" element included in the CoAP POST request as:
a)	if the "de-registration urgent degree" element with a"true" value is included, the MSGin5G Gateway UE shall forwards the CoAP POST request to the MSGin5G Server without any change.
b)	if the "De-registration urgent degree" element with a "false" value is included, the MSGin5G Gateway UE:
1)	shall store or cache the whole CoAP POST request;
2)		shall generate a CoAP 2.04 (Change) response including:
i)	the CoAP "Message ID" element and the "Token" element with the same values with those in the CoAP POST request for registration;
ii)	the "Content-Format" element with "50" to indicate the format of the CoAP payload is "application/json" and the CoAP payload encoded in JSON format as specified in clause 7.3.3.a including the "UE Service ID" element to indicate the MSGin5G UE initiating de-registration procedure and optionally the "Expected registration time" element to indicate the expected time when the De-registration Response can be received; and
3)	may start a timer associated with the "UE Service ID". If the "De-registration request expiration time" element is included in the CoAP request from the Constrained UE, the expiration of the timer is set to the value of the "de-registration request expiration time" element. Else, the MSGin5G Gateway UE detertimes whether to start a timer and the value of the timer based on implementation.
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