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* * * First Change * * * *
[bookmark: _Toc123566867]6.2.1.9.1	Message definition
The PMFP PLR REPORT REQUEST message is sent by either UE or UPF to request the report of the counting result.
See table 6.2.1.9.1-1.
Message type:	PMFP PLR REPORT REQUEST
Significance:	dual
Direction:	both
Table 6.2.1.9.1-1: PMFP PLR REPORT REQUEST message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	PMFP PLR report request message identity
	Message type
6.2.2.1
	M
	V
	1

	
	EPTI
	Extended procedure transaction identity
6.2.2.2
	M
	V
	2

	A-
	Additional measurement indication
	Additional measurement indication
6.2.2.9
	O
	TV
	1



* * * Next Change * * * *
[bookmark: _Toc123566870]6.2.1.10.1	Message definition
The PMFP PLR REPORT RESPONSE message is sent by either UE or the UPF to respond the PMFP PLR REPORT REQUEST message and report the counting result.
See table 6.2.1.10.1-1.
Message type:	PMFP PLR REPORT RESPONSE
Significance:	dual
Direction:	both 
Table 6.2.1.10.1-1: PMFP PLR REPORT RESPONSE message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	PMFP PLR report response message identity
	Message type
6.2.2.1
	M
	V
	1

	
	EPTI
	Extended procedure transaction identity
6.2.2.2
	M
	V
	2

	
	Counting result
	Counting result
6.2.2.10
	M
	V
	4

	A-
	Additional measurement indication
	Additional measurement indication
6.2.2.9
	O
	TV
	1



* * * End of Changes * * * *

