	
3GPP TSG-CT1 Meeting #142	C1-233594
Bratislava, Slovakia, 22nd May 2023 - 26th May 2023
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	24.501
	CR
	5270
	rev
	1
	Current version:
	18.2.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Updation of DEREGISTERED LIMITED service state for CAG

	
	

	Source to WG:
	 Huawei, HiSilicon

	Source to TSG:
	C1

	
	

	Work item code:
	TEI18
	
	Date:
	2023-04-03

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
...
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18) 
Rel-19	(Release 19)

	
	

	Reason for change:
	23.122 defines the LIMITED SERVICE state for CAG as below 

[bookmark: _GoBack]i)	MS supporting CAG is camped on a CAG cell belonging to a PLMN, the CAG-ID of the CAG cell is not manually selected by the user and none of the CAG-ID(s) of the CAG cell are present in the "Allowed CAG list" associated with that PLMN in the "CAG information list";
j)	MS supporting CAG is camped on a non-CAG cell belonging to a PLMN, the PLMN ID of the non-CAG cell without a CAG-ID is not manually selected by the user and the UE is configured with "indication that the MS is only allowed to access 5GS via CAG cells" for that PLMN in the "CAG information list"; and
k)	MS supporting CAG is camped on a CAG cell belonging to a PLMN, the CAG-ID of the CAG cell is not manually selected by the user and the "CAG information list" does not contain an entry for the PLMN (e.g. because the UE is not (pre-)configured with a "CAG information list").


In 24.501, we have defined corresponding 5GMM substate in 5.1.3.2.1.3.3 and the case k) is not considered.


	
	

	Summary of change:
	Definition for 5GMM-DEREGISTERED.LIMITED-SERVICE is update to consider the case when the UE is camped on a CAG cell belonging tot a PLMN and the ‘CAG Information list’ does not contain an entry for the PLMN

	
	

	Consequences if not approved:
	Incomplete definition of substate
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	This CR's revision history:
	Rev 0 was postponed in CT1 141-e meeting due to cover sheet WID issue. Its corrected now.








































* * * First Change * * * *

[bookmark: _Toc20232498][bookmark: _Toc27746588][bookmark: _Toc36212769][bookmark: _Toc36656946][bookmark: _Toc45286607][bookmark: _Toc51947874][bookmark: _Toc51948966][bookmark: _Toc131395906]5.1.3.2.1.3.3	5GMM-DEREGISTERED.LIMITED-SERVICE
The substate 5GMM-DEREGISTERED.LIMITED-SERVICE is chosen in the UE, when it is known that a selected cell for 3GPP access or TA for non-3GPP access is unable to provide normal service (e.g. the selected cell over 3GPP access is in a forbidden PLMN or SNPN or is in a forbidden tracking area or TA for non-3GPP access is forbidden) or the selected cell is a CAG cell for which none of CAG-ID(s) is authorized based on the "Allowed CAG list" in the entry of the "CAG information list" for the PLMN, or the selected cell is a non-CAG cell in a PLMN for which there exists an "indication that the UE is only allowed to access 5GS via CAG cells" in the entry of the "CAG information list" for the PLMN, or the selected cell is a CAG cell belonging to a PLMN and the "CAG information list" does not contain an entry for the PLMN.
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