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*** first change ***

[bookmark: _Toc131293739]7.2.8	N3IWF selection for onboarding SNPN
In order to access SNPN for onboarding services via untrused non-3GPP access network, an SNPN enabled UE shall determine if it is located in the same country as the configured N3IWF for onboarding, called home country, and proceed as follows:
a)	If the UE determines that it is in the home country, the UE shall use the pre-configured N3IWF FQDN for onboarding services in SNPN to select an N3IWF supporting onboarding services in SNPN; and 
b)	If the UE determines that it is in not in the home country the UE shall consider itself as located in a visited country and perform a NAPTR DNS query using the Visited Country FQDN for N3IWF supporting Onboarding, as specified in 3GPP TS 23.003 [8]. Depending on the DNS response, the UE shall proceed as follows:
i)	If no response is received, the UE shall stop the N3IWF selection for onboarding services in SNPN;
ii)	If the response is received but contains no records, the UE determines that the visited country does not mandate the selection of an N3IWF in the same country and perform actions specified under the home country scenario in bullet a); and
iii)	Otherwise, the UE shall select one SNPN ID in implementation specific way from the record(s) received in the response and construct the Visited Country FQDN for SNPN N3IWF supporting Onboarding based on the selected SNPN ID, as specified in 3GPP TS 23.003 [8]. If the N3IWF selection for onboarding services in SNPN using the selected SNPN ID fails, the UE shall select another SNPN ID from the record(s) received in the response, if any, and re-attempt N3IWF selection. After the UE has unsuccessfully tried all the SNPN ID(s) from the record(s) received in the response, the UE shall stop the N3IWF selection for onboarding services in SNPN. 

*** no more changes ***
