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[bookmark: _Toc99178846][bookmark: _Toc99178850][bookmark: _Toc101529354][bookmark: _Toc114864185][bookmark: _Toc124423791]* * * First Change * * * *
6.3.1.2.2.1	Send Message (With Ack/Response expected)
When SLM-C sends a SEAL Off-network Location Management message for which response or acknowledgement from the target UE is expected, the SLM-C:
a)	shall set counter C101 to the value 1;
b)	shall start the timer T101 (waiting for ack/resp);
c)	shall send the message to the target UE; and 
d)	shall enter the state "Waiting for Ack/Resp".
Editor's note: The definition of the timer T101 (waiting for ack/resp) and the counter C101 is FFS.
* * * Next Change * * * *
[bookmark: _Toc45281917][bookmark: _Toc51933147][bookmark: _Toc123645099][bookmark: _Toc45210495][bookmark: _Toc51861322][bookmark: _Toc59212646][bookmark: _Toc123645089]A.3	Off-network timers
The table A.3-1 provides a description of the off-network timers used in this specification, specifies the timer values, describes the reason for starting of the timer, normal stop and the action on expiry.
Table A.3-1: Off-network timers
	Timer
	Timer value
	Cause of start
	Normal stop
	On expiry

	T101 (waiting for ack/resp)
	Default value: 150 milliseconds

Maximum value: 10 seconds
	The SLM-C sends a SEAL off-network location management message for which response or acknowledgement from the target UE is expected.
	Reception of an expected response or acknowledgement to a SEAL off-network location management message.
	Send again the SEAL off-network location management message.
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Annex C (normative):
Counters
[bookmark: _Toc20156559][bookmark: _Toc27501755][bookmark: _Toc45281916][bookmark: _Toc51933146][bookmark: _Toc123645098]C.1	General
This clause provides a brief description of the counters used in this specification.
[bookmark: _Toc20156478][bookmark: _Toc27501669][bookmark: _Toc36049800][bookmark: _Toc45210570][bookmark: _Toc51861397][bookmark: _Toc131393116]C.2	Off-network counters
The table C.2-1 lists the counters used by off-network procedures, their default upper limits and the action to take upon reaching the upper limit. The counters start at 1.
Table C.2-1: Off-network counters
	Counter
	Upper Limit
	Associated timer
	Upon reaching the upper limit

	C101
(waiting for ack/resp)
	Default value: 5

Maximum value: implementation dependent
	T101
	Stop timer T101.
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