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**** 1st change ****
7.5.4.4	IANA registration
Editor's note: [eWebRTCi_CT, CR#5474] Subclause 7.5.4.4 forms the basis for an IANA registration of the new SDP attributes. The registration should be performed by MCC when Release 13 is declared 100% complete.
[bookmark: _Toc20148134][bookmark: _Toc27490010][bookmark: _Toc27492016][bookmark: _Toc35958702][bookmark: _Toc45205251][bookmark: _Toc51926022][bookmark: _Toc123571970]7.5.4.4.1	tra-contact
Contact Name: 3GPP Specifications Manager, 3gppContact@etsi.org, +33 (0)492944200
Attribute Name: tra-contact
Long Form: tra-contact
Type of Attribute: session and media level
Charset Considerations: The attribute is not subject to the charset attribute.
Purpose: This attribute is used in networks supporting WebRTC-IMS interworking. This attribute is used to encapsulate contact information received from gateways in the SDP offers and SDP answers when setting up a session that supports media plane optimization feature as specified in 3GPP TS 23.228 and 3GPP TS 24.371.
Appropriate Values: See table 7.5.4.3-1.
[bookmark: _Toc20148135][bookmark: _Toc27490011][bookmark: _Toc27492017][bookmark: _Toc35958703][bookmark: _Toc45205252][bookmark: _Toc51926023][bookmark: _Toc123571971]7.5.4.4.2	tra-m-line
Contact Name: 3GPP Specifications Manager, 3gppContact@etsi.org, +33 (0)492944200
Attribute Name: tra-m-line
Long Form: tra-m-line
Type of Attribute: media level
Charset Considerations: The attribute is not subject to the charset attribute.
Purpose: This attribute is used in networks supporting WebRTC-IMS interworking. This attribute is used to encapsulate an m-line received in an SDP offer or SDP answer into an attribute in an outgoing SDP offer or SDP answer when setting up a session that supports media plane optimization feature as specified in 3GPP TS 23.228 and 3GPP TS 24.371.
Appropriate Values: See table 7.5.4.3-1.
[bookmark: _Toc20148136][bookmark: _Toc27490012][bookmark: _Toc27492018][bookmark: _Toc35958704][bookmark: _Toc45205253][bookmark: _Toc51926024][bookmark: _Toc123571972]7.5.4.4.3	tra-att
Contact Name: 3GPP Specifications Manager, 3gppContact@etsi.org, +33 (0)492944200
Attribute Name: tra-att
Long Form: tra-att
Type of Attribute: session and media level
Charset Considerations: The attribute is not subject to the charset attribute.
Purpose: This attribute is used in networks supporting WebRTC-IMS interworking. This attribute is used to encapsulate an attribute received in an SDP offer or SDP answer into an attribute in an outgoing SDP offer or SDP answer when setting up a session that supports media plane optimization feature as specified in 3GPP TS 23.228 and 3GPP TS 24.371.
Appropriate Values: See table 7.5.4.3-1.
[bookmark: _Toc20148137][bookmark: _Toc27490013][bookmark: _Toc27492019][bookmark: _Toc35958705][bookmark: _Toc45205254][bookmark: _Toc51926025][bookmark: _Toc123571973]7.5.4.4.4	tra-bw
Contact Name: 3GPP Specifications Manager, 3gppContact@etsi.org, +33 (0)492944200
Attribute Name: tra-bw
Long Form: tra-bw
Type of Attribute: session and media level
Charset Considerations: The attribute is not subject to the charset attribute.
Purpose: This attribute is used in networks supporting WebRTC-IMS interworking. This attribute is used to encapsulate bandwidth information received in the SDP offers and SDP answers when setting up a session that supports media plane optimization feature as specified in 3GPP TS 23.228 and 3GPP TS 24.371.
Appropriate Values: See table 7.5.4.3-1.
[bookmark: _Toc20148138][bookmark: _Toc27490014][bookmark: _Toc27492020][bookmark: _Toc35958706][bookmark: _Toc45205255][bookmark: _Toc51926026][bookmark: _Toc123571974]7.5.4.4.5	tra-SCTP-association
Contact Name: 3GPP Specifications Manager, 3gppContact@etsi.org, +33 (0)492944200
Attribute Name: tra-SCTP-association
Long Form: tra-SCTP-association
Type of Attribute: media level
Charset Considerations: The attribute is not subject to the charset attribute.
Purpose: This attribute is used in networks supporting WebRTC-IMS interworking. This attribute is used to indicate that a media line relates to an SCTP association received in the SDP offers and SDP answers when setting up a session that supports media plane optimization feature as specified in 3GPP TS 23.228 and 3GPP TS 24.371.
Appropriate Values: See table 7.5.4.3-1.
[bookmark: _Toc20148139][bookmark: _Toc27490015][bookmark: _Toc27492021][bookmark: _Toc35958707][bookmark: _Toc45205256][bookmark: _Toc51926027][bookmark: _Toc123571975]7.5.4.4.6	tra- media-line-number
Contact Name: 3GPP Specifications Manager, 3gppContact@etsi.org, +33 (0)492944200
Attribute Name: tra-media-line-number
Long Form: tra-media-line-number
Type of Attribute: session level
Charset Considerations: The attribute is not subject to the charset attribute.
Purpose: This attribute is used in networks supporting WebRTC-IMS interworking. This attribute is used to encapsulate the total number  of media lines in the SDP, excluding any media lines with port zero, to detect a removal or dissabling of media lines by intermediate nodes when setting up a session that supports media plane optimization feature as specified in 3GPP TS 23.228 and 3GPP TS 24.371.
Appropriate Values: See table 7.5.4.3-1.
**** end of change ****
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