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* * * 1st Change * * * *
[bookmark: _Toc20209010][bookmark: _Toc36045121][bookmark: _Toc45216607][bookmark: _Toc131184588]11.1.4	Timers in the participating MCVideo function
The table 11.1.4-1 recommends timer values, describes the reason for starting the timer, normal stop and the action on expiry.
Table 11.1.4-1 shows the timers used in the participating MCVideo function for MBMS channel control.
Table 11.1.4-1: Timers in the participating MCVideo function for MBMS channel control.
	TIMER
	TIMER VALUE
	CAUSE OF START
	NORMAL STOP
	ON EXPIRY

	T300 (Transmission)
	Default value:
30 seconds.

Configurable.
	Transmission of Map Group To Bearer message.
Restarted when an RTP packet or a transmission control message is sent.
	Release of the call.
	Send Unmap Group To Bearer message.

	T301 (Map Group To Bearer)
	Default value:
500 milliseconds.

Configurable.

	Transmission of Map Group To Bearer message.
	Release of the call (or MBMS Subchannel).
	Send Map Group To Bearer message.

	T303 (Unmap Group To Bearer)
	Default value:
200 milliseconds.

Configurable.
	Transmission of Unmap Group To Bearer message.
	Release of the call.
	Send Unmap Group To Bearer message.



The table 11.1.4-2 recommends timer values, describes the reason for starting the timer, normal stop and the action on expiry.
Table 11.1.4-2 shows the timers used in the participating MCVideo function for MBS channel control.
Table 11.1.4-2: Timers in the participating MCVideo function for MBS channel control.
	TIMER
	TIMER VALUE
	CAUSE OF START
	NORMAL STOP
	ON EXPIRY

	T310 (Transmission)
	Default value:
30 seconds.

Configurable.
	Transmission of Map Group To Session Stream message.
Restarted when an RTP packet or a transmission control message is sent.
	Release of the call.
	Send Unmap Group From Session Stream message.

	T311 (Map Group To Session Stream)
	Default value:
500 milliseconds.

Configurable.

	Transmission of Map Group To Session Stream message.
	Release of the call (or MBS Subchannel).
	Send Map Group To Session Stream message.

	T312 (Unmap Group From Session Stream)
	Default value:
200 milliseconds.

Configurable.
	Transmission of Unmap Group From Session Stream message.
	Release of the call.
	Send Unmap Group From Session Stream message.



* * * 2nd Change * * * *
[bookmark: _Toc20209015][bookmark: _Toc36045126][bookmark: _Toc45216612][bookmark: _Toc131184593]11.2.4	Counters in the participating MCVideo function
The table 11.2.4-1 enlists counters, their limits and the action on expiry for the 'Participating MCVideo function MBMS subchannel control state machine'.
Table 11.2.4-12: Counters used in the 'Participating MCVideo function MBMS subchannel control state machine'
	Counter
	Limit
	Associated timer
	On reaching the limit

	C302
(Unmap Group To Bearer)
	Default value: 3.

Configurable.
	T302 (Unmap Group To Bearer)
	The Unmap Group To Bearer message is no more re-sent.



[bookmark: _GoBack]The table 11.2.4-2 shows counters, their limits and the action on expiry for the 'Participating MCVideo function MBS subchannel control state machine'.
Table 11.2.4-2: Counters used in the 'Participating MCVideo function MBS subchannel control state machine'
	Counter
	Limit
	Associated timer
	On reaching the limit

	C312
(Unmap Group From Session Stream)
	Default value: 3.

Configurable.
	T312 (Unmap Group From Session Stream)
	The Unmap Group From Session Stream message is no more re-sent.



* * * End Change* * *

