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* * * Start of Changes * * * *
[bookmark: _Toc85734444][bookmark: _Toc89431743][bookmark: _Toc97042555][bookmark: _Toc97045699][bookmark: _Toc97155444][bookmark: _Toc101521584][bookmark: _Toc129169779]8.6.5.1	General
This clause specifies the application data model supported by the API. Data types listed in clause 7.2 apply to this API
Table 8.6.5.1-1 specifies the data types defined specifically for the Eees_ACRManagementEvent API service.
Table 8.6.5.1-1: Eees_ACRManagementEvent API specific Data Types
	Data type
	Section defined
	Description
	Applicability

	AcrMgntEventFailureCode
	8.6.5.3.6
	Represents the reason for ACR Management subscription failure for an event.
	

	AcrMgntEventFilter
	8.6.5.3.4
	Represents the ACR Management Event filter.
	

	AcrMgntEventsSubscription
	8.6.5.2.2
	
	

	AcrMgntEventSubsc
	8.6.5.2.3
	
	

	AcrMgntEventsSubscriptionPatch
	8.6.5.2.4
	
	

	AcrMgntEventsNotification
	8.65.2.5
	
	

	AcrMgntEventReport
	8.6.5.2.6
	
	

	ActStatus
	8.6.5.3.5
	Represents ACT status, i.e. ACT start or stop.
	

	AvailabilityNotif
	8.6.5.2.11
	Represents the availability information of user plane path management events monitoring via the 3GPP 5GC network.
	

	AvailabilityStatus
	8.6.5.3.7
	Represents the availability status.
	

	FailureAcrMgntEventInfo
	8.6.5.2.7
	
	

	AcrMgntEvent
	8.6.5.3.3
	
	

	IndtUeIdentification
	8.6.5.2.10
	Contains individual UE identification information.
	

	SelectedACRScenarios
	8.6.5.2.12
	Contains the selected ACR scenarios applicable for a given AC and UE identifiers.
	EdgeApp_2

	TargetUeIdentification
	8.6.5.2.8
	Contains target UE(s) identification information.
	

	UpPathChangeInfo
	8.6.5.2.9
	Contains user plane path change information.
	



Editor's Note:	The definition of the SelectedACRScenarios data type is FFS and pending stage 2 progress.
Table 8.6.5.1-2 specifies data types re-used by the Eees_ACRManagementEvent API service. 
Table 8.6.5.1-2: Re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	ACRScenario
	9.1.5.3.3
	To represent the selected ACR scenarios in ACR_SELECTION event.
	EdgeApp_2

	EasCharacteristics
	3GPP TS 24.558 [14]
	Represents the EAS characteristics.
	

	DateTime
	3GPP TS 29.122 [6]
	
	

	Dnai
	3GPP TS 29.571 [8]
	Identifies a DNAI.
	

	DnaiChangeType
	3GPP TS 29.571 [8]
	
	

	DnaiChangeTypeRm
	3GPP TS 29.571 [8]
	
	

	Endpoint
	Clause 8.1.5.2.5
	Represents the endpoint information.
	

	ExternalGroupId
	3GPP TS 29.571 [8]
	Represents an external group of UEs.
	

	ExternalId
	3GPP TS 29.122 [6]
	Represents an external identifier of a UE.
	

	Gpsi
	3GPP TS 29.571 [8]
	
	

	GroupId
	3GPP TS 29.571 [8]
	Represents an internal group of UEs.
	

	IpAddr
	3GPP TS 29.571 [8]
	
	

	Ipv4Addr
	3GPP TS 29.122 [6]
	Identifying the IPv4 address of the UE.
	

	Ipv6Prefix
	3GPP TS 29.571 [8]
	Identifies an IPv6 Prefix.
	

	ReportingInformation
	3GPP TS 29.523 [13]
	
	

	RouteToLocation
	3GPP TS 29.571 [8]
	Describes the traffic routes to the locations of the application.
	

	SupportedFeatures
	3GPP TS 29.571 [8]
	Used to negotiate the applicability of optional features.
	

	TestNotification
	3GPP TS 29.122 [6]
	This type represents a notification that can be sent to test whether a chosen notification mechanism works
	

	Uri
	3GPP TS 29.122 [6]
	
	

	WebsockNotifConfig
	3GPP TS 29.122 [6]
	This type represents configuration for the delivery of notifications over Websockets.
	



Editor's Note:	Whether the ACRScenario data type needs to be added to the above table is FFS and pending stage 2 progress.
* * * Next Change * * * *
[bookmark: _Toc85734448][bookmark: _Toc89431747][bookmark: _Toc97042559][bookmark: _Toc97045703][bookmark: _Toc97155448][bookmark: _Toc101521588][bookmark: _Toc129169783]8.6.5.2.3	Type: AcrMgntEventSubsc
Table 8.6.5.2.3-1: Definition of type AcrMgntEventSubsc
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	event
	AcrMgntEvent
	M
	1
	Indicates the subscribed ACR management event.
	

	eventFilter
	AcrMgntEventFilter
	O
	0..1
	Represents the event filter for the subscribed ACR management event.

This attribute may be provided only if the "event" attribute is set to "ACR_MONITORING".
	

	evtReq
	ReportingInformation
	O
	0..1
	Indicates the event reporting requirements (e.g. reporting periodicity, immediate reporting indication, etc).

(NOTE)
	

	tgtUeId
	TargetUeIdentification
	C
	0..1
	Contains the UE identification information.

This attribute shall be provided only if the "event" attribute is set to either "UP_PATH_CHG", "ACR_MONITORING" or "ACR_FACILITATION".
	

	dnaiChgType
	DnaiChangeType
	O
	0..1
	Identifies a type of notification regarding UP path management event.

This attribute may be provided only if the "event" attribute is set to "UP_PATH_CHG".
	

	easAckInd
	boolean
	O
	0..1
	Identifies whether EAS acknowledgement of UP path change event notifications is to be expected.
Set to "true" if the EAS acknowledgement is expected. 
Default value is "false".

This attribute may be provided only if the "event" attribute is set to "UP_PATH_CHG".
	

	easChars
	array(EasCharacteristics)
	O
	1..N
	Represents a list of EAS characteristics.

This attribute may be provided only if the "event" attribute is set to either "ACR_MONITORING" or "ACR_FACILITATION".
	

	acIds
	array(string)
	O
	1..N
	List of identifiers of the ACs for which the list of selected ACR scenarios are to be notified.

This attribute may be provided only if the "event" attribute is set to "ACR_SELECTION"
	EdgeApp_2

	NOTE:	The "evtReq" takes precedence over the "evtReq" attribute of the AcrMgntEventsSubscription data structure when both are present.



Editor's Note:	The definition and encoding of the "acIds" attribute and whether it is needed or not is FFS and pending stage 2 progress.
* * * Next Change * * * *
[bookmark: _Toc85734451][bookmark: _Toc89431750][bookmark: _Toc97042562][bookmark: _Toc97045706][bookmark: _Toc97155451][bookmark: _Toc101521591][bookmark: _Toc129169786]8.6.5.2.6	Type: AcrMgntEventReport
Table 8.6.5.2.6-1: Definition of type AcrMgntEventReport
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	event
	AcrMgntEvent
	M
	1
	Indicates the subscribed ACR management event.
	

	timeStamp
	DateTime
	O
	0..1
	Represents the time stamp of the detected event.
	

	easEndPoint
	EndPoint
	C
	0..1
	Represents the endpoint information of the EAS.
This attribute shall be provided either:
-	when the "event" attribute is set to either "ACR_MONITORING" or "ACR_FACILITATION". In such case, it shall contain the endpoint information of the T-EAS; or
-	when the "event" attribute is set to "ACT_START_STOP". In such case, it shall contain the endpoint information of the S-EAS towards/from which the ACT needs to be started/stopped.
	

	teasEndPoint
	EndPoint
	C
	0..1
	Represents the endpoint information of the T-EAS towards which the ACT needs to be started/stopped.

This attribute shall be provided when the "event" attribute is set to "ACT_START_STOP".
	EdgeApp_2

	actStatus
	ActStatus
	C
	0..1
	Represents the reported ACT status, i.e. ACT start or ACT stop.

This attribute shall be provided only when the "event" attribute is set to "ACT_START_STOP".
	

	gpsi
	Gpsi
	C
	0..1
	Represents external UE identifier.

This attribute shall be provided only when the "event" attribute is set to "ACT_START_STOP".
	EdgeApp_2

	selACRScen
	array(SelectedACRScenarios)
	C
	1..N
	Represents the selected ACR scenarios for a given AC identifier and UE identifier.

This attribute shall be provided only when the "event" attribute is set to "ACR_SELECTION".
	EdgeApp_2

	upPathChgInfo
	UpPathChangeInfo
	C
	0..1
	Represents the UP Path change information.
This attribute shall be provided when the "event" attribute is set to "UP_PATH_CHG".
	



Editor's Note:	The definition and encoding of the "teasEndPoint", "gpsi" and "selACRScen" attributes and whether they are needed or not is FFS and pending stage 2 progress.
* * * Next Change * * * *
8.6.5.2.12	Type: SelectedACRScenarios
Table 8.6.5.2.12-1: Definition of type SelectedACRScenarios
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	acrList
	array(ACRScenario)
	M
	1..N
	Indicates the list of selected ACR scenarios for a given AC identifier and the UE Identifier.
	

	acId
	string
	M
	1
	The identifier of the AC.
	

	gpsi
	Gpsi
	M
	1
	Represents external UE identifier.
	



Editor's Note:	The definition and content of the SelectedACRScenarios data type is FFS and pending stage 2 progress.
* * * Next Change * * * *
[bookmark: _Toc28012837][bookmark: _Toc34266319][bookmark: _Toc36102490][bookmark: _Toc43563534][bookmark: _Toc45134077][bookmark: _Toc50032009][bookmark: _Toc51762929][bookmark: _Toc56640997][bookmark: _Toc59017965][bookmark: _Toc66231833][bookmark: _Toc68168994][bookmark: _Toc70550661][bookmark: _Toc73564475][bookmark: _Toc85734457][bookmark: _Toc89431756][bookmark: _Toc97042568][bookmark: _Toc97045712][bookmark: _Toc97155457][bookmark: _Toc101521597][bookmark: _Toc129169795]8.6.5.3.3	Enumeration: AcrMgntEvent
Table 8.6.5.3.3-1: Enumeration AcrMgntEvent
	Enumeration value
	Description
	Applicability

	UP_PATH_CHG
	The subscribed ACR Management Event is user plane path change.
	

	ACR_MONITORING
	The subscribed ACR Management Event is ACR monitoring.
	

	ACR_FACILITATION
	The subscribed ACR Management Event is ACR facilitation.
	

	ACT_START_STOP
	The subscribed ACR Management Event is ACT start/stop.
	

	ACR_SELECTION
	The subscribed ACR Management Event is ACR selection, to notify the EAS of the selected ACR scenario list applicable to the ACs using the EAS.
	EdgeApp_2



Editor's Note:	The definition the ACR_SELECTION event is FFS and pending stage 2 progress.
* * * Next Change * * * *
[bookmark: _Toc85734459][bookmark: _Toc89431758][bookmark: _Toc97042570][bookmark: _Toc97045714][bookmark: _Toc97155459][bookmark: _Toc101521601][bookmark: _Toc129169801]8.6.7	Feature negotiation
General feature negotiation procedures are defined in clause 7.8. Table 8.6.7-1 lists the supported features for Eees_ACRManagementEvent API.
Table 8.6.7-1: Supported Features
	Feature number
	Feature Name
	Description

	1
	Notification_test_event
	Testing of notification connection is supported according to clause 7.6.

	2
	Notification_websocket
	The delivery of notifications over Websocket is supported according to clause 7.6. This feature requires that the Notification_test_event feature is also supported.

	3
	EdgeApp_2
	This feature indicates the support of the enhancements to the Edge Applications. Within this feature the following enhacements are covered:
-	Support of ACR selection event reporting.
-	Support of additional ACT start/stop event related information.



* * * End of Changes * * * *

