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* * * * First change * * * *
[bookmark: _Toc70550582][bookmark: _Toc83233019][bookmark: _Toc85552916][bookmark: _Toc85557015][bookmark: _Toc88667517][bookmark: _Toc90655802][bookmark: _Toc94064185][bookmark: _Toc98233570][bookmark: _Toc101244346][bookmark: _Toc104538939][bookmark: _Toc112951061][bookmark: _Toc113031601][bookmark: _Toc114133740][bookmark: _Toc120702240][bookmark: _Toc129332879][bookmark: _Hlk131970851][bookmark: _Toc83233028][bookmark: _Toc85552925][bookmark: _Toc85557024][bookmark: _Toc88667526][bookmark: _Toc90655811][bookmark: _Toc94064194][bookmark: _Toc98233579][bookmark: _Toc101244355][bookmark: _Toc104538948][bookmark: _Toc112951070][bookmark: _Toc113031610][bookmark: _Toc114133749][bookmark: _Toc120702249][bookmark: _Toc129332888][bookmark: _Toc28012777][bookmark: _Toc34266247][bookmark: _Toc36102418][bookmark: _Toc43563460][bookmark: _Toc45134003][bookmark: _Toc50031933][bookmark: _Toc51762853][bookmark: _Toc56640920][bookmark: _Toc59017888][bookmark: _Toc66231756][bookmark: _Toc68168917][bookmark: _Toc70550563][bookmark: _Toc83233000][bookmark: _Toc85552894][bookmark: _Toc85556993][bookmark: _Toc88667495][bookmark: _Toc90655780][bookmark: _Toc94064161][bookmark: _Toc98233541][bookmark: _Toc101244317][bookmark: _Toc104538906][bookmark: _Toc112951028][bookmark: _Toc113031568][bookmark: _Toc114133707][bookmark: _Toc120702207][bookmark: _Toc129332846]4.5.1.1	Overview
The Nnwdaf_MLModelProvision service as defined in 3GPP TS 23.501 [2] and 3GPP TS 23.288 [17], is provided by the Network Data Analytics Function (NWDAF) containing Model Training Logical Function (MTLF).
This service:
-	allows the NF service consumers to subscribe to and unsubscribe from different ML model analytics events; and
-	notifies the NF service consumers with a corresponding subscription about ML model information.
The types of analytics events include:
-	Slice load level information;
-	Network slice instance load level information;
-	Service experience;
-	NF load;
-	Network performance;
-	Abnormal behaviour;
-	UE mobility;
-	UE communication;
-	Abnormal behaviour;
-	User data congestion; 
-	QoS sustainability;
-	Dispersion;
-	SM congestion control experience;
-	Redundant transmission experience;
-	WLAN performance; and
-	DN performence.
-	E2E data volume transfer time.
[bookmark: _Hlk72429672]NOTE:	ML model provisioning is limited to a single vendor environment in this release of current specification.
* * * * End of changes * * * *
