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* * * First Change * * * *
[bookmark: _Toc145926003]6.1.6.2.4	Type: PushInfoRequest
Table 6.1.6.2.4-1: Definition of type PushInfoRequest
	Attribute name
	Data type
	P
	Cardinality
	Description

	ueId
	UeId
	M
	1
	User Identity.

	ueIdType
	UeIdType
	M
	1
	Type of UE identity (public or private).

	uiccAppLabel
	UiccAppLabel
	M
	1
	UICC Application Label.

	nafId
	NafId
	M
	1
	NAF Identifier.

	ptId
	PtId
	M
	1
	P-TID (NAF SA Identifier).

	uiccOrMe
	UiccOrMe
	M
	1
	Indicates whether GBA_ME or GBA_U is to be used for GBA push.

	requestedLifeTime
	DateTime
	M
	1
	Requested key lifetime for the NAF keys.

	privateIdRequest
	boolean
	O
	0..1
	Indicates to the BSF whether the UE private identity shall be returned to the NAF in the response message.

true: the private identity is requested by the NAF, and it shall be returned by the BSF.

false (default) or absent: the private identity is not requested by the NAF.

	gbaUAware
	boolean
	O
	0..1
	GBA-U Awareness Indicator.

true: The sending node is GBA_U aware
[bookmark: _GoBack]
false (default) or absent: The sending node is not GBA_U aware.

	gsIds
	array(GsId)
	O
	1..N
	GBA Service Identifiers.

	auts
	Auts
	O
	0..1
	AUTS in UMTS AKA.

	rand
	Rand
	O
	0..1
	RAND in UMTS AKA.

	securityFeaturesRequest
	array(SecFeature)
	O
	1..N
	Security Features supported by the NAF.



* * * Next Change * * * *

[bookmark: _Toc67906254][bookmark: _Toc145926026]A.2	Nbsp_GBA API
openapi: 3.0.0

info:
  version: '1.1.0-alpha.1'
  title: 'GBA BSF Nbsp_GBA Service'
  description: |
    GBA BSF Nbsp_GBA Service.  
    © 2023, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.
[…]
    PushInfoRequest:
      description: Request body of the HTTP POST operation for resource /push-info-request
      type: object
      required:
        - ueId
        - ueIdType
        - uiccAppLabel
        - nafId
        - ptId
        - uiccOrMe
        - requestedLifeTime
      properties:
        ueId:
          $ref: '#/components/schemas/UeId'
        ueIdType:
          $ref: '#/components/schemas/UeIdType'
        uiccAppLabel:
          $ref: '#/components/schemas/UiccAppLabel'
        nafId:
          $ref: '#/components/schemas/NafId'
        ptId:
          $ref: '#/components/schemas/PtId'
        uiccOrMe:
          $ref: '#/components/schemas/UiccOrMe'
        requestedLifeTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        privateIdRequest:
          type: boolean
          default: false
        gbaUAware:
          type: boolean
          default: false
        gsIds:
          type: array
          items:
            $ref: '#/components/schemas/GsId'
          minItems: 1
        auts:
          $ref: '#/components/schemas/Auts'
        rand:
          $ref: '#/components/schemas/Rand'
        securityFeaturesRequest:
          type: array
          items:
            $ref: '#/components/schemas/SecFeature'
          minItems: 1
[…]
* * * End of Changes * * * *

