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* * * First Change * * * *
6.1.3.8.3.1	GET
This method shall support the URI query parameters specified in table 6.1.3.8.3.1-1.
Table 6.1.3.8.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6

	single-nssai
	Snssai
	O
	0..1
	When present without Slice Differentiator (sd), all slices identified by the given Slice/Service Type (sst) and any sd value (if any) shall be considered matching the query parameter.
When present with the reserved sd value of FFFFFF (see 3GPP TS 23.003 [8] clause 28.4.2) only the slice identified by the given sst value and absent sd value shall be considered matching the query parameter.

	dnn
	Dnn
	O
	0..1
	The DNN shall be the DNN Network Identifier only.

	plmn-id
	PlmnId
	O
	0..1
	PLMN identity of the PLMN serving the UE

	disaster-roaming-ind
	boolean
	O
	0..1
	Disaster Roaming Indicator (see 3GPP TS 23.502 [3]).
When present, this IE shall be set as follows:
-	true: Disaster Roaming service is applied;
-	false (default): Disaster Roaming service is not applied.



JSON objects (such as Snssai, PlmnId…) shall be included directly as part of the URI query parameters by specifying in the OpenAPI file that the "Content-Type" of such parameters is "application/json".
If "single-nNssai" is not included, and "dnn" is not included, UDM shall return all DNN configurations for all network slice(s).
If "single-nNssai" is included, and "dnn" is not included, UDM shall return all DNN configurations for the requested network slice identified by "singleNssai".
If "single-nNssai" is not included, and "dnn" is included, UDM shall return all DNN configurations identified by "dnn" for all network slices where such DNN is available.
If "single-nNssai" is included, and "dnn" is included, UDM shall return the DNN configuration identified by "dnn", if such DNN is available in the network slice identified by "singleNssai".
For all the combinations about the inclusion of "dnn" and "singleNssai" as URI query parameters, if "plmn-id" is included, UDM shall return the configurations for the DNN and network slices associated to the PLMN identified by "plmn-id". Otherwise (i.e. if "plmn-id" is not included), UDM shall return the configurations for the DNN and network slices associated to the HPLMN.
This method shall support the request data structures specified in table 6.1.3.8.3.1-2 and the response data structures and response codes specified in table 6.1.3.8.3.1-3.
Table 6.1.3.8.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.1.3.8.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	SmSubsData
	M
	1
	200 OK
	Upon success, a response body containing the Session Management Subscription data shall be returned.

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

	NOTE:	In addition common data structures as listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] are supported.



Table 6.1.3.8.3.1-4: Headers supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	If-None-Match
	string
	O
	0..1
	Validator for conditional requests, as described in IETF RFC 7232 [25], clause 3.2

	If-Modified-Since
	string
	O
	0..1
	Validator for conditional requests, as described in IETF RFC 7232 [25], clause 3.3



Table 6.1.3.8.3.1-5: Headers supported by the 200 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Cache-Control
	string
	O
	0..1
	Cache-Control containing max-age, as described in IETF RFC 7234 [26], clause 5.2

	ETag
	string
	O
	0..1
	Entity Tag, containing a strong validator, as described in IETF RFC 7232 [25], clause 2.3

	Last-Modified
	string
	O
	0..1
	Timestamp for last modification of the resource, as described in IETF RFC 7232 [25], clause 2.2
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This method shall support the URI query parameters specified in table 6.1.3.11.3.1-1.
NOTE:	The retrieval of these data sets can also be achieved by sending individual GET requests to the corresponding sub-resources under the {supi} resource. When multiple data sets need to be retrieved by the NF Service consumer, it is recommended to use a single GET request with query parameters rather than issuing multiple GET requests.
Table 6.1.3.11.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	dataset-names
	DatasetNames
	M
	1
	Contains names of the data sets that are required to retrieve.

	plmn-id
	PlmnIdNid
	C
	0..1
	If absent, H-PLMN ID is used as default.
This IE is only used for data sets whose DataSetNames are listed below:
"AM"
"SMF_SEL"
"SMS_SUB"
"SM"
"TRACE"
"SMS_MNG"

	adjacent-plmns
	array(PlmnId)
	O
	1..N
	PLMN identities of PLMNs adjacent to the PLMN serving the UE. If present the GET response may contain adjacentPlmnRestrictions for the indicated PLMNs.
May be present if Access And Mobility Subscription Data is included in DatasetNames.

	disaster-roaming-ind
	boolean
	O
	0..1
	Disaster Roaming Indicator (see 3GPP TS 23.502 [3]).
When present, this IE shall be set as follows:
-	true: Disaster Roaming service is applied;
-	false (default): Disaster Roaming service is not applied.
May be present if Access And Mobility Subscription Data and/or SMF Selection Subscription Data is included in DatasetNames.

	single-nssai
	Snssai
	O
	0..1
	When present without Slice Differentiator (sd), all slices identified by the given Slice/Service Type (sst) and any sd value (if any) shall be considered matching the query parameter. 
When present with the reserved sd value of FFFFFF (see 3GPP TS 23.003 [8] clause 28.4.2) only the slice identified by the given sst value and absent sd value shall be considered matching the query parameter.
May be present if Session Management Subscription Data is included in DatasetNames.

	dnn
	Dnn
	O
	0..1
	The DNN shall be the DNN Network Identifier only.
May be present if Session Management Subscription Data is included in DatasetNames.

	uc-purpose
	UcPurpose
	O
	0..1
	Contains a user consent purpose. 
See clause 6.1.6.3.20.
May be present if User Consent Data is included in DatasetNames.

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6



This method shall support the request data structures specified in table 6.1.3.11.3.1-2 and the response data structures and response codes specified in table 6.1.3.11.3.1-3.
Table 6.1.3.11.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.1.3.11.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	SubscriptionDataSets
	M
	1
	200 OK
	Upon success, a response body containing the requested data sets shall be returned.

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

	NOTE:	The manadatory HTTP error status code for the GET method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



Table 6.1.3.11.3.1-4: Headers supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	If-None-Match
	string
	O
	0..1
	Validator for conditional requests, as described in IETF RFC 7232 [25], clause 3.2

	If-Modified-Since
	string
	O
	0..1
	Validator for conditional requests, as described in IETF RFC 7232 [25], clause 3.3



Table 6.1.3.11.3.1-5: Headers supported by the 200 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Cache-Control
	string
	O
	0..1
	Cache-Control containing max-age, as described in IETF RFC 7234 [26], clause 5.2

	ETag
	string
	O
	0..1
	Entity Tag, containing a strong validator, as described in IETF RFC 7232 [25], clause 2.3

	Last-Modified
	string
	O
	0..1
	Timestamp for last modification of the resource, as described in IETF RFC 7232 [25], clause 2.2
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This method shall support the URI query parameters specified in table 6.2.3.4.3.1-1.
Table 6.2.3.4.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6

	single-nssai
	Snssai
	O
	0..1
	When present without Slice Differentiator (sd), all slices identified by the given Slice/Service Type (sst) and any sd value (if any) shall be considered matching the query parameter. 
When present with the reserved sd value of FFFFFF (see 3GPP TS 23.003 [8] clause 28.4.2) only the slice identified by the given sst value and absent sd value shall be considered matching the query parameter.

	dnn
	Dnn
	O
	0..1
	The DNN shall be the DNN Network Identifier only.



JSON objects (such as Snssai, Dnn…) shall be included directly as part of the URI query parameters by specifying in the OpenAPI file that the "Content-Type" of such parameters is "application/json".
If "single-nssai" is not included, and "dnn" is not included, UDM shall return all SMF registrations for all DNN(s) and network slice(s).
If "single-nssai" is included, and "dnn" is not included, UDM shall return all SMF registrations for all DNN(s) and the requested network slice identified by "single-nssai".
If "single-nssai" is not included, and "dnn" is included, UDM shall return all SMF registrations for all network slices where such DNN is available.
If "single-nssai" is included, and "dnn" is included, UDM shall return the all SMF registrations identified by "dnn" and "single-nssai".
This method shall support the request data structures specified in table 6.2.3.4.3.1-2 and the response data structures and response codes specified in table 6.2.3.4.3.1-3.
Table 6.2.3.4.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.4.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	SmfRegistrationInfo
	M
	1
	200 OK
	Upon success, a response body containing the SmfRegistrationInfo shall be returned.

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be set to one of the following application errors:
- CONTEXT_NOT_FOUND
- USER_NOT_FOUND

	NOTE:	In addition common data structures as listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] are supported.
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This method shall support the URI query parameters specified in table 6.2.3.9.3.1-1.
NOTE:	The retrieval of these registration data sets can also be achieved by sending individual GET requests to the corresponding sub-resources under the {ueId}/registraions resource. When multiple registration data sets need to be retrieved by the NF Service consumer, it is recommended to use a single GET request with query parameters rather than issuing multiple GET requests.
Table 6.2.3.9.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	registration-dataset-names
	array(RegistrationDataSetName)
	O
	2..N
	If included, this IE shall contain the names of registration data sets to be retrieved.

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6

	single-nssai
	Snssai
	O
	0..1
	Only applicable if registration-dataset-names contains SMF_PDU_SESSIONS
When present without Slice Differentiator (sd), all slices identified by the given Slice/Service Type (sst) and any sd value (if any) shall be considered matching the query parameter. 
When present with the reserved sd value of FFFFFF (see 3GPP TS 23.003 [8] clause 28.4.2) only the slice identified by the given sst value and absent sd value shall be considered matching the query parameter.

	dnn
	Dnn
	O
	0..1
	The DNN shall be the DNN Network Identifier only.
Only applicable if registration-dataset-names contains SMF_PDU_SESSIONS



This method shall support the request data structures specified in table 6.2.3.9.3.1-2 and the response data structures and response codes specified in table 6.2.3.9.3.1-3.
Table 6.2.3.9.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.9.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	RegistrationDataSets
	M
	1
	200 OK
	Upon success, a response body containing all the requested UE registration data sets shall be returned.

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute shall be set to one of the following application errors:
- CONTEXT_NOT_FOUND
- USER_NOT_FOUND
- ABSENT_SUBSCRIBER_SM (applicable to SMSF registration data sets retrieval)

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate one of the following application errors for SMSF data sets retrieval:
- SERVICE_NOT_ALLOWED
- SERVICE_NOT_PROVISIONED

	NOTE:	In addition common data structures as listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] are supported.
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