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* * * First Change * * * *
[bookmark: _Toc25073998][bookmark: _Toc34063189][bookmark: _Toc43120174][bookmark: _Toc49768231][bookmark: _Toc56434406][bookmark: _Toc145927565]6.1.6.4.2	N1 SM Message
N1 SM Message shall encode a 5GS NAS SM message as specified in 3GPP TS 24.501 [7], using the vnd.3gpp.5gnas content-type.
N1 SM Message may encode any 5GS NAS SM message specified in 3GPP TS 24.501 [7], as summarized in Table 6.1.6.4.2-1.
 Table 6.1.6.4.2-1: N1 SM Message content
	5GS NAS message
	Reference
(3GPP TS 24.501 [7])

	PDU session establishment request
	8.3.1

	PDU session establishment accept
	8.3.2

	PDU session establishment reject
	8.3.3

	PDU session authentication command
	8.3.4

	PDU session authentication complete
	8.3.5

	PDU session authentication result
	8.3.6

	PDU session modification request
	8.3.7

	PDU session modification reject
	8.3.8

	PDU session modification command
	8.3.9

	PDU session modification complete
	8.3.10

	PDU session modification command reject
	8.3.11

	PDU session release request
	8.3.12

	PDU session release reject
	8.3.13

	PDU session release command
	8.3.14

	PDU session release complete
	8.3.15

	5GSM status
	8.3.16

	Service-level authentication command
	8.3.17

	Service-level authentication complete
	8.3.18

	Remote UE Report
	8.3.19

	Remove Remote UE Report Response
	8.3.20
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