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	Clause 5.2.1.3.1 contains the following editor's note:

Editor's Note: the list of UPF events supported by the UPF event exposure service and their description are FFS.
Stage 2 is complete and no more events than those already described in stage 3 have been defined. 

Reporting Suggestion Information (added to PFCP at the last CT4 meeting) is missing as an input parameter in Table 5.2.1.3.2-1: QoS Monitoring event. 

Clause 5.2.1.3.1 also contains an incomplete reference to stage 2.

Clause 6.2.6.2.2 contains a typo.
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	The editor's note is removed and the reference to stage 2 is corrected in clause 5.2.1.3.1.

Reporting Suggestion Information (added to PFCP at the last CT4 meeting) is added as an input parameter in Table 5.2.1.3.2-1: QoS Monitoring event.
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* * * First Change * * * *
[bookmark: _Toc146123691][bookmark: _Toc510696591][bookmark: _Toc35971383][bookmark: _Toc85462063][bookmark: _Toc88667324][bookmark: _Toc145952650][bookmark: _Toc145952663][bookmark: _Toc25156170][bookmark: _Toc34124470][bookmark: _Toc43207584][bookmark: _Toc49857064][bookmark: _Toc56676895][bookmark: _Toc56691418][bookmark: _Toc56698682][bookmark: _Toc89034882][bookmark: _Toc89064680][bookmark: _Toc89179982][bookmark: _Toc97071660][bookmark: _Toc120051058][bookmark: _Toc145948797][bookmark: _Toc25156175][bookmark: _Toc34124475][bookmark: _Toc43207589][bookmark: _Toc49857069][bookmark: _Toc56676900][bookmark: _Toc56691423][bookmark: _Toc56698687][bookmark: _Toc89034887][bookmark: _Toc89064685][bookmark: _Toc89179987][bookmark: _Toc97071665][bookmark: _Toc120051063][bookmark: _Toc145948802][bookmark: _Toc89035177][bookmark: _Toc89064975][bookmark: _Toc89180274][bookmark: _Toc97071953][bookmark: _Toc120051355][bookmark: _Toc145949098][bookmark: _Toc25156164][bookmark: _Toc34124464][bookmark: _Toc43207578][bookmark: _Toc49857058][bookmark: _Toc56676889][bookmark: _Toc56691412][bookmark: _Toc56698676][bookmark: _Toc89034876][bookmark: _Toc89064674][bookmark: _Toc89179976][bookmark: _Toc97071654][bookmark: _Toc120051052][bookmark: _Toc144374084][bookmark: _Toc25156200][bookmark: _Toc34124500][bookmark: _Toc43207614][bookmark: _Toc49857094][bookmark: _Toc56676927][bookmark: _Toc56691450][bookmark: _Toc56698714][bookmark: _Toc89034916][bookmark: _Toc89064714][bookmark: _Toc89180015][bookmark: _Toc97071692][bookmark: _Toc120051094][bookmark: _Toc144374127][bookmark: _Toc144374134][bookmark: _Toc25073805][bookmark: _Toc34062973][bookmark: _Toc43119942][bookmark: _Toc49767997][bookmark: _Toc56434170][bookmark: _Toc144127274]5.2.1.3	UPF events supported by the Nupf_EventExposure service
[bookmark: _Toc146123692]5.2.1.3.1	General
The Nupf_EventExposure service supports the events defined in this clause.
See also clauses 4.15.4.x5.1 and 5.2.26.2.1 of 3GPP TS 23.502 [3].
Editor's Note: the list of UPF events supported by the UPF event exposure service and their description are FFS.

* * * Next Change * * * *
[bookmark: _Toc146123693]5.2.1.3.2	QoS Monitoring
Table 5.2.1.3.2-1: QoS Monitoring event
	Description
	This event provides QoS flow performance information, i.e. QoS monitoring results for the QoS parameter(s) to be measured.

The following QoS parameters may be measured and/or reported:
-	Packet delay monitoring: DL, UL and/or Round-Trip packet delay between UE and PSA UPF of specific QoS flow(s) of the PDU session.
-	Data rate monitoring: UL and/or DL data rate measurement for a QoS flow.
-	Congestion information of a QoS flow on the UL and/or DL directions received from the NG-RAN.

	Subscription type
	Subscription via SMF using PFCP


	Subscription inputs to UPF
	- QFI(s) of a specific PDU session
- requested QoS measurements
- UPF event consumer notification URI
- Notification correlation ID
- Reporting suggestion information (i.e. Report urgency, Reporting time information)

See clauses 5.24.4 and 5.24.5 of 3GPP TS 29.244 [15].


	Report type
	Continuous (event triggered) Report (for Packet Delay and Congestion Information).
Periodic Report (for Packet Delay)




* * * Next Change * * * *
[bookmark: _Toc25048107][bookmark: _Toc21954327][bookmark: _Toc34143474][bookmark: _Toc34750944][bookmark: _Toc34751705][bookmark: _Toc35941053][bookmark: _Toc43283953][bookmark: _Toc49762948][bookmark: _Toc51925802][bookmark: _Toc51925903][bookmark: _Toc122098794][bookmark: _Toc146123798]6.2.6.2.2	Type: UeIpInfo
Table 6.2.6.2.2-1: Definition of type UeIpInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	privateIpv4Address
	Ipv4Address
	O
	0..1
	When present, this IE shall contain the Private IPv4 IP address.


	ipDomain
	string
	O
	0..1
	When present, this IE contains the IP domain of the private IPv4 address.


	privateIpv6Prefix
	Ipv6Prefix
	O
	0..1
	When present, this IE shall contain the Private IPv6 Prefix.


	publicIpv4Address
	Ipv4Address
	O
	0..1
	When present, this IE shall contain the public (NATed) IPv4 IP address.


	publicIpv6Prefix
	Ipv6Prefix
	O
	0..1
	When present, this IE shall contain the public (NATed) IPv6 Prefix.


	portNumber
	Uint16
	O
	0..1
	When present, this IE shall contain the port number for the source UDP or TCP port when Port Address Translation is used.


	Dnn
	Dnn
	O
	0..1
	When present, this IE shall contain the DNN of the PDU Session.


	snssai
	Snssai
	O
	0..1
	When present, this IE shall contain the S-NSSAI of the PDU Session.


	supi
	Supi
	O
	0..1
	When present, this IE shall contain the SUPI of the UE.





* * * End of Changes * * * *

