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	29.244
	0749
	1
	Rel-18
	SMF Decision of PDU Set Handling Activation
	B
	18.3.0
	CT4#118
	C4-234479
	ZTE
	XRM
	
	

	29.244
	0753
	2
	Rel-18
	Traffic steering to an L4S enabled QoS flow
	B
	18.3.0
	CT4#119
	C4-235114
	Nokia, Nokia Shanghai Bell, Ericsson
	XRM
	2, 5.38.1, 8.2.5
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	29.244
	0754
	-
	Rel-18
	PDU Set QoS handling during Xn and N2 Handover
	B
	18.3.0
	CT4#118
	C4-234116
	Nokia, Nokia Shanghai Bell
	XRM
	5.38.3
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	29.244
	0755
	-
	Rel-18
	ECN marking during Xn and N2 Handover
	B
	18.3.0
	CT4#118
	C4-234117
	Nokia, Nokia Shanghai Bell
	XRM
	5.38.1, 7.5.4.5
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	29.244
	0756
	1
	Rel-18
	Protocol Description for PDU set marking and/or End of Data Burst marking
	B
	18.3.0
	CT4#118
	C4-234614
	Nokia, Nokia Shanghai Bell
	XRM
	
	

	29.244
	0768
	-
	Rel-18
	Per QoS flow data rate monitoring
	F
	18.3.0
	CT4#119
	C4-235116
	Nokia, Nokia Shanghai Bell
	XRM
	5.39.3.4, 8.2.171
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	29.244
	0769
	3
	Rel-18
	Protocol Description
	B
	18.3.0
	CT4#119
	C4-235669
	Nokia, Nokia Shanghai Bell, Huawei, Ericsson, ZTE
	XRM
	2, 7.5.2.2, 7.5.4.2, 8.2.228
	TS 23.501 CR 5008; TS/TR ... CR ... ; TS/TR ... CR ... 

	29.244
	0772
	-
	Rel-18
	ECN marking during PDU session establishment procedure
	B
	18.3.0
	CT4#119
	C4-235161
	Ericsson
	XRM
	5.38.1
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	29.502
	0711
	4
	Rel-18
	PDU set Parameters between the V/I-SMF and the (H-)SMF
	B
	18.4.0
	CT4#118
	C4-234644
	Ericsson
	XRM
	
	

	29.502
	0720
	-
	Rel-18
	Maximum Data Burst Volume in Alternative QoS Profile
	B
	18.4.0
	CT4#119
	C4-235117
	Nokia, Nokia Shanghai Bell
	XRM
	6.1.6.2.61, A.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	29.502
	0723
	1
	Rel-18
	Support of ECN marking for L4S between the V/I-SMF and the (H-)SMF
	B
	18.4.0
	CT4#119
	C4-235534
	Ericsson
	XRM
	6.1.6.1, 6.1.6.2.11, 6.1.6.2.16, 6.1.6.2.19, 6.1.6.2.20, 6.1.6.2.X1, 6.1.6.2.X2, 6.1.6.3.X3, 6.1.6.3.X4, 6.1.6.3.X5, A.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	29.502
	0727
	1
	Rel-18
	Periodicity and N6 Jitter Information associated with Periodicity between the V/I-SMF and the (H-)SMF
	B
	18.4.0
	CT4#119
	C4-235554
	Ericsson
	XRM
	6.1.6.1, 6.1.6.2.20, 6.1.6.2.X, 6.1.6.2.Y, A.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	29.564
	0071
	1
	Rel-18
	Per QoS flow data rate monitoring
	F
	18.2.0
	CT4#119
	C4-235532
	Nokia, Nokia Shanghai Bell, Ericsson
	XRM
	
	

	29.571
	0483
	5
	Rel-18
	Protocol Description
	B
	18.3.0
	CT4#119
	C4-235695
	Ericsson, Nokia, Nokia Shanghai Bell, Huawei
	XRM
	2, 5.5.4.x1, 5.5.4.x2, 5.5.3.x1, 5.5.3.x2, 5.5.3.x3, A.2
	TS 23.501 CR 5008 ; TS/TR ... CR ... ; TS/TR ... CR ... 


