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	Reason for change:
	CR#1035 (C4-231478) was agreed by CT4, for Rel-18, and it introduced a new DeregistrationReason value to be used when UDM triggers a de-registration to the AMF, after the disaster condition ceases.
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	Summary of change:
	Add the deregistration reason "DISASTER_CONDITION_TERMINATED".
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* * * First Change * * * *
[bookmark: _Toc11338698][bookmark: _Toc27585379][bookmark: _Toc36457381][bookmark: _Toc45028295][bookmark: _Toc45029130][bookmark: _Toc67681892][bookmark: _Toc145928923]6.2.6.3.3	Enumeration: DeregistrationReason
The enumeration DeregistrationReason represents the reason for the Deregistration Notification. It shall comply with the provisions defined in table 6.2.6.3.3-1.
Table 6.2.6.3.3-1: Enumeration DeregistrationReason
	Enumeration value
	Description

	"UE_INITIAL_REGISTRATION"
	When sent by the HSS; indicates that the deregistration towards the UDM is due to an initial attach in EPS.
When sent by the UDM; indicates that the deregistration in the old AMF is due to a new AMF serving the UE during an initial registration
See 3GPP TS 23.502 [3] and 3GPP TS 23.632 [32].

	"UE_REGISTRATION_AREA_CHANGE"
	see 3GPP TS 23.502 [3]

	"SUBSCRIPTION_WITHDRAWN"
	see 3GPP TS 23.502 [3]

	"5GS_TO_EPS_MOBILITY"
	see 3GPP TS 23.502 [3] and 3GPP TS 23.632 [32].

	"5GS_TO_EPS_MOBILITY_UE_INITIAL_REGISTRATION"
	This value shall only be sent by the UDM. It indicates that the deregistration in AMF is due to an initial attach in EPS, See 3GPP TS 23.502 [3] and 3GPP TS 23.632 [32].

	"REREGISTRATION_REQUIRED"
	see 3GPP TS 23.502 [3]

	"SMF_CONTEXT_TRANSFERRED"
	see 3GPP TS 23.502 [3]

	"DUPLICATE_PDU_SESSION"
	This value shall only be sent by the UDM to an SMF. It indicates that the deregistration in the SMF is due to a new PDU session with the same PDU session ID has been established in another SMF.

	"DISASTER_CONDITION_TERMINATED"
	This value shall be used by the UDM when the disaster condition ceases.



[bookmark: _Toc11338879][bookmark: _Toc27585640][bookmark: _Toc36457663][bookmark: _Toc45028582][bookmark: _Toc45029417][bookmark: _Toc67682191][bookmark: _Toc122087205]* * * Next Change * * * *
A.3	Nudm_UECM API

(… text not shown for clarity …)


    DeregistrationReason:
      anyOf:
        - type: string
          enum:
          - UE_INITIAL_REGISTRATION
          - UE_REGISTRATION_AREA_CHANGE
          - SUBSCRIPTION_WITHDRAWN
          - 5GS_TO_EPS_MOBILITY
          - 5GS_TO_EPS_MOBILITY_UE_INITIAL_REGISTRATION
          - REREGISTRATION_REQUIRED
          - SMF_CONTEXT_TRANSFERRED
          - DUPLICATE_PDU_SESSION
          - DISASTER_CONDITION_TERMINATED
        - type: string


(… text not shown for clarity …)

* * * End of Changes * * * *
