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	24.501
	5704
	1
	Rel-18
	Remote UE identified by PEI
	B
	18.4.0
	CT1#144
	C1-238096
	Ericsson
	5G_ProSe_Ph2
	
	

	24.501
	5820
	1
	Rel-18
	Authentication and key agreement procedure for 5G ProSe UE-to-UE relay
	B
	18.4.0
	CT1#144
	C1-238123
	Nokia, Nokia Shanghai Bell
	5G_ProSe_Ph2
	
	

	24.554
	0379
	5
	Rel-18
	Ethernet MAC address conflict in 5G ProSe Communication via 5G ProSe Layer-3 UE-to-UE Relay
	B
	18.2.0
	CT1#144
	C1-237978
	InterDigital, Ericsson
	5G_ProSe_Ph2
	
	

	24.554
	0411
	1
	Rel-18
	Security for emergency services via U2N relay
	B
	18.2.0
	CT1#144
	C1-238094
	Ericsson
	5G_ProSe_Ph2
	
	

	24.554
	0419
	1
	Rel-18
	5G PKMF address request procedure for U2U relay
	B
	18.2.0
	CT1#144
	C1-238102
	CATT
	5G_ProSe_Ph2
	
	

	24.554
	0420
	1
	Rel-18
	5G ProSe AA message reliable transport procedure for U2U relay
	B
	18.2.0
	CT1#144
	C1-238103
	CATT
	5G_ProSe_Ph2
	
	

	24.554
	0421
	1
	Rel-18
	Security mode control procedure for U2U relay
	B
	18.2.0
	CT1#144
	C1-238121
	CATT
	5G_ProSe_Ph2
	
	

	24.554
	0422
	1
	Rel-18
	Security for 5G ProSe U2U relay communication during direct link establishment
	B
	18.2.0
	CT1#144
	C1-238122
	CATT, InterDigital
	5G_ProSe_Ph2
	
	

	24.554
	0423
	-
	Rel-18
	Resolving ENs related to RAN
	F
	18.2.0
	CT1#144
	C1-237244
	CATT
	5G_ProSe_Ph2
	8.2.13.5, 8a.2.2.2, 8a.2.3.2, 8a.2.7.3
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.554
	0434
	1
	Rel-18
	U2U discovery security procedure with DDNMF
	B
	18.2.0
	CT1#144
	C1-238125
	OPPO
	5G_ProSe_Ph2
	
	

	24.554
	0435
	1
	Rel-18
	U2U discovery security procedure with PKMF
	B
	18.2.0
	CT1#144
	C1-238126
	OPPO
	5G_ProSe_Ph2
	
	

	24.554
	0446
	-
	Rel-18
	Resolve EN on 5G ProSe U2N relay discovery security requirement for emergency services
	F
	18.2.0
	CT1#144
	C1-237413
	ZTE
	5G_ProSe_Ph2
	5.2.5
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.554
	0447
	1
	Rel-18
	Add the case when L3 relay UE not indicate support of emergency services for discovery
	F
	18.2.0
	CT1#144
	C1-238097
	ZTE
	5G_ProSe_Ph2
	
	

	24.554
	0448
	1
	Rel-18
	Introduction of 5G ProSe direct link identification procedure
	B
	18.2.0
	CT1#144
	C1-238095
	ZTE
	5G_ProSe_Ph2
	
	

	24.554
	0452
	1
	Rel-18
	5G ProSe UE-to-UE relay direct link security establishment procedure
	B
	18.2.0
	CT1#144
	C1-238124
	Xiaomi
	5G_ProSe_Ph2
	
	

	24.554
	0459
	-
	Rel-18
	ProSeP policy provisioning procedure for security related parameters for UE-to-UE relay discovery
	B
	18.2.0
	CT1#144
	C1-237633
	Nokia, Nokia Shanghai Bell
	5G_ProSe_Ph2
	5.3.2.3, 12.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.554
	0460
	-
	Rel-18
	Corrections for direct link modification procedure after it is accepted for UE-to-UE relay reselection
	F
	18.2.0
	CT1#144
	C1-237634
	Nokia, Nokia Shanghai Bell
	5G_ProSe_Ph2
	7.2.3.3
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.554
	0461
	-
	Rel-18
	Acknowledging the direct link modification procedure triggered for UE-to-UE relay reselection
	F
	18.2.0
	CT1#144
	C1-237636
	Nokia, Nokia Shanghai Bell
	5G_ProSe_Ph2
	7.2.3.4
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.554
	0462
	-
	Rel-18
	Security considerations for communication path switching between 5G ProSe UE-to-network relays
	B
	18.2.0
	CT1#144
	C1-237637
	Nokia, Nokia Shanghai Bell
	5G_ProSe_Ph2
	8.2.13.1, 8.2.13.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.554
	0463
	-
	Rel-18
	Adding the missing PROSE DIRECT LINK MODIFICATION ACK message type and missing references
	F
	18.2.0
	CT1#144
	C1-237638
	Nokia, Nokia Shanghai Bell
	5G_ProSe_Ph2
	7.7.2.5, 11.3.1, 12.3
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.554
	0466
	-
	Rel-18
	Resolving the ENs related to UE behaviour in limited service state for 5G ProSe UE-to-UE relay
	F
	18.2.0
	CT1#144
	C1-237641
	Nokia, Nokia Shanghai Bell
	5G_ProSe_Ph2
	7.2.2.2, 8a.2.1.2.3.2, 8a.2.1.3.2.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.555
	0058
	1
	Rel-18
	The encoding of the UE-to-UE Relay Discovery security materials
	B
	18.2.0
	CT1#144
	C1-238100
	Nokia, Nokia Shanghai Bell
	5G_ProSe_Ph2
	
	


