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***** 2nd change *****
3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
C2	Command and Control
DAA	Detect And Avoid
GPSI	Generic Public Subscription Identifier
LMS	Location Management Server
SCM-S	SEAL Configuration Management Server
SEAL	Service Enabler Architecture Layer for Verticals
SLM-S	SEAL Location Management Server
UAE	UAS Application Enabler
UAS	Uncrewed Arial System
UAV	Uncrewed Aerial Vehicle
UAV-C	Unmanned Aerial Vehicle-Controller
USS	UAS Service Supplier
[bookmark: clause4]UTM	UAS Traffic Management

***** 3rd change *****
[bookmark: _Toc88808481][bookmark: _Toc146259270]4	General description
The UE can contain a UAE client (UAE-C). The UAE-C and the UAE server (UAE-S) are located in the UAE layer. The UAE layer can offer the UAE capabilities to the UAS application specific layer. The UAE layer can utilize SEAL services provided by SEAL, which may include location management, group management, configuration management, identity management, key management and network resource management (see 3GPP TS 23.434 [4]).
The UAE-C communicates with the UAE-S over the U1-AE interface (see 3GPP TS 23.255 [2]). Furthermore, the UAE-C of a UE can communicate with the UAE-C of another UE over unicast Uu interface (including LTE-Uu or NG-RAN-Uu) (see 3GPP TS 23.255 [2]). Both the UAE-C and the UAE-S can act as an HTTP client or an HTTP server (see IETF RFC 7231 [5]). The HTTP protocol interactions are described in detail in clause 6.
By means of using the U1-AE interface:
a)	Communications between UAVs within a geographical area using unicast Uu can be provided as defined by clause 6.2;
b)	C2 communication mode selection and switching can be provided as defined by clause 6.3;
c)	UAS UE registration can be provided as defined by clause 6.4;
d)	UAS UE de-registration can be provided as defined by clause 6.5; 
e)	UAS UE registration update can be provided as defined by clause 6.6;
f)	Change of USS during flight can be provided as defined by clause clause 6.7; and
g)	DAA support can be provided as defined by clause clause 6.8; and
h)	Tracking dynamic UAVs in an application defined area relative to a host UAV as defined by clause 6.9.
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