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Additional discussion(if needed):
Proposed changes:

*** First Change ***
[bookmark: _Toc85734249][bookmark: _Toc89431548][bookmark: _Toc97042356][bookmark: _Toc97045500][bookmark: _Toc97155245][bookmark: _Toc101521382][bookmark: _Toc138761650][bookmark: _Toc145707860][bookmark: _Toc85734451][bookmark: _Toc89431750][bookmark: _Toc97042562][bookmark: _Toc97045706][bookmark: _Toc97155451][bookmark: _Toc101521591][bookmark: _Toc138761859][bookmark: _Toc145708074][bookmark: _Toc89034990][bookmark: _Toc89064788][bookmark: _Toc89180089][bookmark: _Toc97071768][bookmark: _Toc120051170][bookmark: _Toc145948912]8.1.5.1	General
This clause specifies the application data model supported by the API. Data types listed in clause 7.2 apply to this API
Table 8.1.5.1-1 specifies the data types defined specifically for the Eees_EASRegistration API service.
Table 8.1.5.1-1: Eees_EASRegistration API specific Data Types
	Data type
	Section defined
	Description
	Applicability

	Affinity
	8.1.5.3.7
	Represents the affinity requirements of an EAS bundle.
	EdgeApp_2

	BdlType
	8.1.5.3.6
	Represents the EAS bundle type.
	EdgeApp_2

	CoordinatedAcrReq
	8.1.5.2.10
	Represents the coordinated ACR related requirements for an EAS bundle.
	EdgeApp_2

	EASBdlReqs
	8.1.5.2.9
	Represents EAS bundle requirements.
	EdgeApp_2

	EASBundleInfo
	8.1.5.2.8
	Represents EAS bundle information.
	EdgeApp_2

	EASCategory
	8.1.5.3.4
	Used to indicate the category or type of the EAS.
	

	EASProfile
	8.1.5.2.3
	The profile information related to the EAS in the EASRegistration data type.
	

	EASRegistration
	8.1.5.2.2
	The EAS registration information on EES.
	

	EASRegistrationPatch
	8.1.5.2.6
	To partially update the EAS Registration information.
	

	EASServiceKPI
	8.1.5.2.4
	Service characteristics provided by EAS, captured in EAS profile information. 
	

	EndPoint
	8.1.5.2.5
	The end point information of the Edge Application Server in the EAS profile.
	

	FailureAction
	8.1.5.3.8
	Represents the EAS bundle related failure action during ACR.
	

	PermissionLevel
	8.1.5.3.3
	Used to indicate the level of service permissions supported by the EAS.
	

	TransContSuppDetails
	8.1.5.2.7
	Represents the detailed information about the EAS (e.g. SEALDD Server) capability for seamless transport layer service contnuity.
	SEALDD_Support

	TransportProtocol
	8.1.5.3.5
	Indicates the supported transport layer protocol for EAS context transfer.
	SEALDD_Support



Table 8.1.5.1-2 specifies data types re-used by the Eees_EASRegistration API service. 
Table 8.1.5.1-2: Re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	SupportedFeatures
	3GPP TS 29.571 [8]
	Used to negotiate the applicability of optional features defined in table 8.1.7-1.
	

	DateTime
	3GPP TS 29.122 [6]
	Used to capture the expiration time of EAS registration.
	

	DateTimeRm
	3GPP TS 29.571 [8]
	Used to capture the expiration time EAS registration patch.
	

	ScheduledCommunicationTime
	3GPP TS 29.122 [6]
	Used to define the schedule of EAS availability. 
	

	RouteToLocation
	3GPP TS 29.571 [8]
	Used to define the DNAIs associated with EAS and the corresponding N6 routing information for each EAS DNAI.
	

	DurationSec
	3GPP TS 29.122 [6]
	Duration in seconds, used to define the availability reporting period for EES to check EAS availability. 
	

	LocationArea5G
	3GPP TS 29.122 [6]
	Used to defined the geographic and topological area served by EAS.
	

	BitRate
	3GPP TS 29.571 [8]
	Used to express the connection bandwidth of EAS service KPI.
	

	Ipv4Addr
	3GPP TS 29.122 [6]
	Identifying the IPv4 address of the Edge Application Server.
	

	Ipv6Addr
	3GPP TS 29.122 [6]
	Identifying the IPv6 address of the Edge Application Server.
	

	ServiceArea
	Clause 9.1.5.2.5
	Represents the topological and geographical service area information of the EAS.
	

	Uinteger
	3GPP TS 29.571 [8]
	Used to express the maximum response time of EAS service KPI.
	

	Fqdn
	3GPP TS 29.571 [8]
	Used to express the Fully Qualified Domain Name of EAS end point.
	



*** Next Change ***
[bookmark: _Toc85734317][bookmark: _Toc89431616][bookmark: _Toc97042428][bookmark: _Toc97045572][bookmark: _Toc97155317][bookmark: _Toc101521454][bookmark: _Toc138761731][bookmark: _Toc145707946]8.3.5.1	General
This clause specifies the application data model supported by the API. Data types listed in clause 7.2 apply to this API
Table 8.3.5.1-1 specifies the data types defined specifically for the Eees_UEIdentifier API service.
Table 8.3.5.1-1: Eees_UEIdentifier API specific Data Types
	Data type
	Section defined
	Description
	Applicability

	UserInformation
	8.3.5.2.2
	Information about the User or the UE, that used by EES to use 3GPP CN capability to retrieve  the EAS specific UE identifier.
	



Table 8.3.5.1-2 specifies data types re-used by the Eees_UEIdentifier API service. 
Table 8.3.5.1-2: Re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	Gpsi
	3GPP TS 29.571 [8]
	Used to identify the UE with GPSI. 
	

	IpvAddr
	3GPP TS 29.571 [8]
	IP address of the UE.
	

	SupportedFeatures
	3GPP TS 29.571 [8]
	Used to negotiate the applicability of optional features defined in table 8.3.7-1.
	


.
*** Next Change ***
[bookmark: _Toc85734357][bookmark: _Toc89431656][bookmark: _Toc97042468][bookmark: _Toc97045612][bookmark: _Toc97155357][bookmark: _Toc101521494][bookmark: _Toc138761773][bookmark: _Toc145707988]8.4.5.2.6	Type: ACInformation
Table 8.4.5.2.6-1: Definition of type ACInformation
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	acProfs
	array(ACProfile)
	M
	1..N
	List of ACs profile information.
	

	ueIds
	array(Gpsi)
	O
	1..N
	List of UE identifiers hosting the ACs.
	

	ueLocInfs
	LocationArea5G
	O
	0..1
	Location information of the UEs hosting the AC.
	



[bookmark: _Toc97042827][bookmark: _Toc97045971][bookmark: _Toc97155716][bookmark: _Toc101521772][bookmark: _Toc138762084][bookmark: _Toc145708347]*** Next Change ***
8.6.4.3.3.1	POST
This method shall support the request data structures specified in table 8.6.4.3.3.1-1 and the response data structures and response codes specified in table 8.6.4.3.3.1-2.
Table 8.6.4.3.3.1-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	AvailabilityNotif
	M
	1
	Notification of the ACR management events.



Table 8.6.4.3.3.1-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	The notification is successfully received.

	N/A
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI representing the end point of an alternative EAS where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [6].

	N/A
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI representing the end point of an alternative EAS where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [6].

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [6] also apply.



Table 8.6.4.3.3.1-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	sString
	M
	1
	An alternative URI representing the end point of an alternative EAS towards which the notification should be redirected.



Table 8.6.4.3.3.1-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative EAS towards which the notification should be redirected.



*** End of Changes ***
