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Clause 5.6.3.1.1 is updated to clarify that the termination procedure is triggered by the AMF when the UE deregisters from 5GS and it is not registered/connected to the 5GC.
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[bookmark: _Toc20403248][bookmark: _Toc45133430][bookmark: _Toc59016968][bookmark: _Toc68167656][bookmark: _Toc104230986]* * * * Start of Changes * * * *
[bookmark: _Toc28005481][bookmark: _Toc36038153][bookmark: _Toc45133350][bookmark: _Toc51762180][bookmark: _Toc59016585][bookmark: _Toc68167555][bookmark: _Toc145491584][bookmark: _Toc34222291][bookmark: _Toc36040474][bookmark: _Toc39134403][bookmark: _Toc43283350][bookmark: _Toc45134390][bookmark: _Toc49929990][bookmark: _Toc50024110][bookmark: _Toc51763598][bookmark: _Toc56594462][bookmark: _Toc67493804][bookmark: _Toc68169708][bookmark: _Toc73459313][bookmark: _Toc73459436][bookmark: _Toc74742973][bookmark: _Toc112918258][bookmark: _Toc120652759][bookmark: _Toc129205544][bookmark: _Toc129244363][bookmark: _Toc136530132][bookmark: _Toc136614729][bookmark: _Toc138691142]5.6.1.1	General
[bookmark: _Toc28005482][bookmark: _Toc36038154][bookmark: _Toc45133351][bookmark: _Toc51762181][bookmark: _Toc59016586][bookmark: _Toc68167556]The procedures in this clause, which may take place for a UE registered in the same AMF or different AMFs for 3GPP access and non-3GPP access, are performed when the UE initially registers with the network, when the UE registers with 5GS during the UE moving from EPS to 5GS and if there is no existing UE Policy Association, when the new AMF establishes the UE Policy Association with the new PCF during AMF relocation, or when interworking between 5GS and EPS if a UE Policy Container is received from the UE via SMF+PGW-C for URSP provisioning in EPS.
NOTE 1:	For details of the Nudr_DataRepository_Query/Update/Subscribe service operations refer to 3GPP TS 29.519 [12].
NOTE 2:	For details of the Npcf_UEPolicyControl_Create/Update service operations refer to 3GPP TS 29.525 [31].
NOTE 3:	For details of the Namf_Communication_N1N2MessageTransfer/N1N2MessageSubscribe/ N1MessageNotify service operations refer to 3GPP TS 29.518 [32].
NOTE 4:	For URSP provisioning in EPS the (V-)PCF for a PDU session replaces the AMF in the procedure described in clause 5.6.1.2.
NOTE 5:	For details of the Nchf_SpendingLimitControl_Subscribe/Notify service operations refer to 3GPP TS 29.594 [23].

* * * * Next change * * * *
[bookmark: _Toc28005495][bookmark: _Toc36038167][bookmark: _Toc45133364][bookmark: _Toc51762194][bookmark: _Toc59016599][bookmark: _Toc68167569][bookmark: _Toc145491598]5.6.3.1.1	General
[bookmark: _Toc28005496][bookmark: _Toc36038168][bookmark: _Toc45133365][bookmark: _Toc51762195][bookmark: _Toc59016600][bookmark: _Toc68167570]This procedure is performed when the UE deregisters from the network and the UE is only registered in that access type, when the UE deregisters from 5GS during the UE moving from 5GS to EPS and the UE is only connected or registered in 3GPP access (i.e., if the UE is not connected to the 5GC over a non-3GPP access in the same PLMN) or when the old AMF removes the UE Policy Association during AMF relocation. When the UE Policy Association is for URSP provisioning in EPS, and the "EpsUrsp" feature is supported for the Npcf_SMPolicyControl service, this procedure is also triggered when the PCF for the PDU session determines EPS to 5GS mobility applies based on the indication of RAT type and/or Access type change received from the SMF+PGW-C, or when the PCF for the PDU session receives the last SM policy association termination from the SMF+PGW-C.
NOTE 1:	The old AMF removes the UE Policy Association during AMF relocation when the old AMF decides that the the PCF instance Id is not sent to the new AMF (e.g. inter-AMF mobility with PLMN change, where the new PLMN is not an equivalent PLMN), or when the new AMF indicates to the old AMF that the received UE Policy Association will not be reused.
NOTE 2:	For details of the Nudr_DataRepository_Unsubscribe service operation refer to 3GPP TS 29.519 [12].
NOTE 3:	For details of the Npcf_UEPolicyControl_Delete service operation refer to 3GPP TS 29.525 [31].
NOTE 4:	For details of the Namf_Communication_N1N2MessageUnsubscribe service operation refer to 3GPP TS 29.518 [32].
NOTE 5:	When the UE Policy Association is for URSP provisioning in EPS the (V-)PCF for a PDU session replaces the AMF in the procedure described in clause 5.6.3.1.2.
[bookmark: _Hlk142399247]NOTE 6:	For details of the Nchf_SpendingLimitControl_Unsubscribe service operations refer to 3GPP TS 29.594 [23].
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