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This document contains 8 CRs for Rel-6 WI “MBMS”, that have been agreed by TSG CT WG1 CN#39 meeting and forwarded to TSG CT Plenary meeting #29 for approval.

	TDoc #
	Tdoc Title
	Spec
	CR #
	Rev
	CAT
	C_Ver
	WI
	Rel

	C1-050862
	MAX_HEADER is not used by ROHC as per RFC 3095
	44.065
	0026
	
	F
	6.4.0
	MBMS
	Rel-6

	C1-050865
	T3390 is not used for MBMS
	24.008
	0996
	
	F
	6.9.0
	MBMS
	Rel-6

	C1-050866
	T3390 is not used for MBMS
	24.008
	0997
	
	A
	7.0.0
	MBMS
	Rel-7

	C1-051134
	MBMS context procedures cleanup
	24.008
	0994
	1
	F
	6.9.0
	MBMS
	Rel-6

	C1-051135
	MBMS context procedures cleanup
	24.008
	0995
	1
	A
	7.0.0
	MBMS
	Rel-7

	C1-051136
	Mapping RRC's "MBMS p-t-p RB Request" to a NAS service type
	24.008
	1002
	1
	F
	6.9.0
	MBMS
	Rel-6

	C1-051137
	Mapping RRC's "MBMS p-t-p RB Request" to a NAS service type
	24.008
	1003
	1
	A
	7.0.0
	MBMS
	Rel-7

	C1-051205
	Recommendation for ROHC context when used for MBMS ROHC
	44.065
	0025
	4
	F
	6.4.0
	MBMS
	Rel-6


