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Change in Clause 7.4

7.4
LocationInfo structure

Location information represented as a coordinate.

	Name
	Type
	Optional
	Description

	
	
	
	

	Latitude
	xsd:float
	No
	Location latitude

	Longitude
	xsd:float
	No
	Location longitude

	Altitude
	xsd:float
	Yes
	Location altitude

	Accuracy
	xsd:int
	No
	Accuracy of location provided in meters

	Timestamp
	xsd:dateTime
	No
	Date and time that location was collected


End of Change in Clause 7.4

Change in Clause 7.6

7.6
LocationData structure

Data structure containing device address, retrieval status and location information. As this can be related to a query of a group of terminal devices, the ReportStatus element is used to indicate whether the information for the device was retrieved or not, or if an error occurred.

	Name
	Type
	Optional
	Description

	Address
	xsd:anyURI
	No
	Address of the terminal device to which the location information applies

	ReportStatus
	RetrievalStatus
	No
	Status of retrieval for this terminal device address

	CurrentLocation
	LocationInfo
	Yes
	Location of terminal.  It is only provided if ReportStatus=Retrieved.

	ErrorInformation
	common:ServiceError
	Yes
	If ReportStatus=Error, this is the reason for the error. Error due to privacy verification will be expressed as POL0002 in the ServiceError.


End of Change in Clause 7.6

Change in Clause 8.2.1

8.2.1
Operation: StartGeographicalNotification 

Notifications of location changes are made available to applications. The number and duration of notifications may be requested as part of the setup of the notification or may be governed by service policies, or a combination of the two.

If CheckImmediate is set to true, then the notification will be set up, and then the current value of the terminal location will be checked. If the terminal location is within the radius provided and the criteria is Entering or is outside the radius and the criteria is Leaving, a notification will be sent to the application. This notification will count against the count requested. This addresses the case where the location of the device changes during the time the notification is being set up, which may be appropriate in some applications.

The correlator provided in the reference must be unique for this Web Service at the time the notification is initiated, otherwise a ServiceException (SVC0005) will be returned to the application.

If the frequency requested is more often than allowed by the service policy, then the value in the service policy will be used. If the duration requested exceeds the time allowed in the service policy, then the value in the service policy will be used. If the notification period (duration) ends before all of the notifications (count) have been delivered, then the notification terminates. In all cases, when the notifications have run their course (by duration or count), an end of notifications message will be provided to the application.

Service policies may govern what count values can be requested, including maximum number of notifications allowed and whether unlimited notifications can be requested (i.e. either by not specifying the optional Count message part or by specifying it with a value of zero). If the count value requested is not in policy, a PolicyException (POL0004 or POL0005 as appropriate) will be returned.

The criteria will be met when the terminal enters the area defined as the circle of the radius provided around the point provided (latitude, longitude). The tracking accuracy provided will determine how fine grained the determination of where the terminal is at is. A tracking accuracy with a high value (coarse grained tracking) may result in more or less notifications (false notifications or missed notifications) than actual entries and exits from the area defined.

Service policies govern what values can be provided for tracking accuracy, including a minimum number of meters for tracking accuracy that can be requested. If the value provided is not within policy, a PolicyException (POL0230) will be returned.

End of Change in Clause 8.2.1

Change in Clause 8.2.1.1

8.2.1.1
Input message: StartGeographicalNotificationRequest

	Part name
	Part type
	Optional
	Description

	Reference
	common:SimpleReference
	No
	Notification endpoint definition

	Addresses
	xsd:anyURI [1..unbounded]
	No
	Addresses of terminals to monitor

	Latitude
	xsd:float
	No
	Latitude of center point

	Longitude
	xsd:float
	No
	Longitude of center point

	Radius
	xsd:float
	No
	Radius of circle around center point in meters

	TrackingAccuracy
	xsd:float
	No
	Number of meters of acceptable error in tracking distance

	Criteria
	EnteringLeavingCriteria
	No
	Indicates whether the notification should occur when the terminal enters or leaves the target area

	CheckImmediate
	xsd:boolean
	No
	Check location immediately after establishing notification

	Frequency
	common:TimeMetric
	No
	Maximum frequency of notifications (can also be considered minimum time between notifications)

	Duration
	common:TimeMetric
	Yes
	Length of time notifications occur for, do not specify  to use default notification time defined by service policy

	Count
	xsd:int
	Yes
	Maximum number of notifications.  For no maximum, either do not specify this part or specify a value of zero.


End of Change in Clause 8.2.1.1

Change in Clause 8.3.1.1

8.3.1.1
Input message: LocationNotificationRequest

	Part name
	Part type
	Optional
	Description

	Correlator
	xsd:string
	No
	Correlator provided in request to set up this notification

	Data
	LocationData [1..unbounded]
	No
	Location information for terminal

	Criteria
	EnteringLeavingCriteria
	Yes
	Indicates whether the notification was caused by the terminal entering or leaving the target area. (This part is provided for geographical notifications, not for periodic notifications)


End of Change in Clause 8.3.1.1

Change in Clause 9.1

9.1
Fault: ServiceException

9.1.1
SVC0200: Accuracy out of limit.

	Name
	Description

	Message Id
	SVC0200

	Text
	Accuracy of location is not within acceptable limit.

	Variables
	None


End of Change in Clause 9.1

Change in Clause 10

10
Service policies

Service policies for this service.

	Name
	Type
	Description

	MinimumAccuracy
	xsd:int
	Minimum value for requested accuracy

	MinimumAcceptableAccuracy
	xsd:int
	Minimum value for acceptable accuracy

	MinimumTrackingAccuracy
	xsd:int
	Minimum value for tracking accuracy

	GeographicalNotificationAvailable
	xsd:boolean
	Can notifications be set on a geography

	PeriodicNotificationAvailable
	xsd:boolean
	Can a periodic notification be set up

	AltitudeAlwaysAvailable
	xsd:boolean
	Is altitude available for all location responses

	AltitudeSometimesAvailable
	xsd:boolean
	Is altitude available for some or all location responses (if AltitudeAlwaysAvailable is true, this is also true)

	MaximumNotificationAddresses
	xsd:int
	Maximum number of addresses for which a notification can be set up

	MaximumNotificationFrequency
	common:TimeMetric
	Maximum rate of notification delivery (also can be considered minimum time between notifications)

	MaximumNotificationDuration
	common:TimeMetric
	Maximum amount of time a notification may be set up for

	MaximumCount
	xsd:int
	Maximum number of notifications that may be requested

	UnlimitedCountAllowed
	xsd:boolean
	Allowed to specify unlimited notification count (i.e. either by not specifying the optional Count message part in StartGeographicalNotificationRequest or by specifying a value of zero)

	GroupSupport
	xsd:boolean
	Groups URIs may be used

	NestedGroupSupport
	xsd:boolean
	Are nested groups supported in group definitions


End of Change in Clause 10

Change in parlayx_terminal_location_types_2_1.xsd
<?xml version="1.0" encoding="UTF-8"?>

<!-- June 11, 2005 -->

<xsd:schema

   targetNamespace="http://www.csapi.org/schema/parlayx/terminal_location/v2_1"

   xmlns:terminal_location_xsd="http://www.csapi.org/schema/parlayx/terminal_location/v2_1"

   xmlns:parlayx_common_xsd="http://www.csapi.org/schema/parlayx/common/v2_1"

   xmlns:xsd="http://www.w3.org/2001/XMLSchema">

   <xsd:import namespace="http://www.csapi.org/schema/parlayx/common/v2_1" schemaLocation="parlayx_common_types_2_1.xsd"/>

   <xsd:complexType name="LocationInfo">

      <xsd:sequence>


         <xsd:element name="latitude" type="xsd:float"/>

         <xsd:element name="longitude" type="xsd:float"/>

         <xsd:element name="altitude" type="xsd:float" minOccurs="0" maxOccurs="1"/>

         <xsd:element name="accuracy" type="xsd:int"/>

         <xsd:element name="timestamp" type="xsd:dateTime"/>

      </xsd:sequence>

   </xsd:complexType>

   <xsd:complexType name="LocationData">

      <xsd:sequence>

         <xsd:element name="address" type="xsd:anyURI"/>

         <xsd:element name="reportStatus" type="terminal_location_xsd:RetrievalStatus"/>

         <xsd:element name="currentLocation" type="terminal_location_xsd:LocationInfo" minOccurs="0" maxOccurs="1"/>

         <xsd:element name="errorInformation" type="parlayx_common_xsd:ServiceError" minOccurs="0" maxOccurs="1"/>

      </xsd:sequence>

   </xsd:complexType>

   <xsd:simpleType name="EnteringLeavingCriteria">

      <xsd:restriction base="xsd:string">

         <xsd:enumeration value="Entering"/>

         <xsd:enumeration value="Leaving"/>

      </xsd:restriction>

   </xsd:simpleType>

   <xsd:simpleType name="RetrievalStatus">

      <xsd:restriction base="xsd:string">

         <xsd:enumeration value="Retrieved"/>

         <xsd:enumeration value="NotRetrieved"/>

         <xsd:enumeration value="Error"/>

      </xsd:restriction>

   </xsd:simpleType>

</xsd:schema>

 End of Change in parlayx_ terminal_location_types_2_1.xsd
Change in parlayx_terminal_location_notification_ interface_2_1.wsdl
<?xml version="1.0" encoding="UTF-8"?>

<!-- June 11, 2005 -->

<wsdl:definitions

   name="terminal_location_notification_interface"

   targetNamespace="http://www.csapi.org/wsdl/parlayx/terminal_location/notification/v2_1/interface"

   xmlns="http://schemas.xmlsoap.org/wsdl/"

   xmlns:wsdl="http://schemas.xmlsoap.org/wsdl/"

   xmlns:xsd="http://www.w3.org/2001/XMLSchema"

   xmlns:terminal_location_notification="http://www.csapi.org/wsdl/parlayx/terminal_location/notification/v2_1/interface"

   xmlns:terminal_location_xsd="http://www.csapi.org/schema/parlayx/terminal_location/v2_1"

   xmlns:parlayx_common_xsd="http://www.csapi.org/schema/parlayx/common/v2_1"

   xmlns:terminal_location_notification_local_xsd="http://www.csapi.org/schema/parlayx/terminal_location/notification/v2_1/local">

   <wsdl:types>

      <xsd:schema elementFormDefault="qualified" xmlns:xsd="http://www.w3.org/2001/XMLSchema" targetNamespace="http://www.csapi.org/schema/parlayx/terminal_location/notification/v2_1/local">

         <xsd:import namespace="http://www.csapi.org/schema/parlayx/terminal_location/v2_1" schemaLocation="parlayx_terminal_location_types_2_1.xsd"/>

         <xsd:import namespace="http://www.csapi.org/schema/parlayx/common/v2_1" schemaLocation="parlayx_common_types_2_1.xsd"/>

         <xsd:element name="locationNotification" type="terminal_location_notification_local_xsd:locationNotification"/>

         <xsd:complexType name="locationNotification">

            <xsd:sequence>

               <xsd:element name="correlator" type="xsd:string"/>

               <xsd:element name="data" type="terminal_location_xsd:LocationData" minOccurs="1" maxOccurs="unbounded"/>

               <xsd:element name="criteria" type="terminal_location_xsd:EnteringLeavingCriteria" minOccurs="0" maxOccurs="1"/>

            </xsd:sequence>

         </xsd:complexType>

         <xsd:element name="locationNotificationResponse" type="terminal_location_notification_local_xsd:locationNotificationResponse"/>

         <xsd:complexType name="locationNotificationResponse">

            <xsd:sequence/>

         </xsd:complexType>

         <xsd:element name="locationError" type="terminal_location_notification_local_xsd:locationError"/>

         <xsd:complexType name="locationError">

            <xsd:sequence>

               <xsd:element name="correlator" type="xsd:string"/>

               <xsd:element name="address" type="xsd:anyURI" minOccurs="0" maxOccurs="1"/>

               <xsd:element name="reason" type="parlayx_common_xsd:ServiceError"/>

            </xsd:sequence>

         </xsd:complexType>

         <xsd:element name="locationErrorResponse" type="terminal_location_notification_local_xsd:locationErrorResponse"/>

         <xsd:complexType name="locationErrorResponse">

            <xsd:sequence/>

         </xsd:complexType>

         <xsd:element name="locationEnd" type="terminal_location_notification_local_xsd:locationEnd"/>

         <xsd:complexType name="locationEnd">

            <xsd:sequence>

               <xsd:element name="correlator" type="xsd:string"/>

            </xsd:sequence>

         </xsd:complexType>

         <xsd:element name="locationEndResponse" type="terminal_location_notification_local_xsd:locationEndResponse"/>

         <xsd:complexType name="locationEndResponse">

            <xsd:sequence/>

         </xsd:complexType>

      </xsd:schema>

   </wsdl:types>

   <wsdl:message name="TerminalLocationNotification_locationNotificationRequest">

      <wsdl:part name="parameters" element="terminal_location_notification_local_xsd:locationNotification"/>

   </wsdl:message>

   <wsdl:message name="TerminalLocationNotification_locationNotificationResponse">

      <wsdl:part name="result" element="terminal_location_notification_local_xsd:locationNotificationResponse"/>

   </wsdl:message>

   <wsdl:message name="TerminalLocationNotification_locationErrorRequest">

      <wsdl:part name="parameters" element="terminal_location_notification_local_xsd:locationError"/>

   </wsdl:message>

   <wsdl:message name="TerminalLocationNotification_locationErrorResponse">

      <wsdl:part name="result" element="terminal_location_notification_local_xsd:locationErrorResponse"/>

   </wsdl:message>

   <wsdl:message name="TerminalLocationNotification_locationEndRequest">

      <wsdl:part name="parameters" element="terminal_location_notification_local_xsd:locationEnd"/>

   </wsdl:message>

   <wsdl:message name="TerminalLocationNotification_locationEndResponse">

      <wsdl:part name="result" element="terminal_location_notification_local_xsd:locationEndResponse"/>

   </wsdl:message>

   <wsdl:portType name="TerminalLocationNotification">

      <wsdl:operation name="locationNotification">

         <wsdl:input message="terminal_location_notification:TerminalLocationNotification_locationNotificationRequest"/>

         <wsdl:output message="terminal_location_notification:TerminalLocationNotification_locationNotificationResponse"/>

      </wsdl:operation>

      <wsdl:operation name="locationError">

         <wsdl:input message="terminal_location_notification:TerminalLocationNotification_locationErrorRequest"/>

         <wsdl:output message="terminal_location_notification:TerminalLocationNotification_locationErrorResponse"/>

      </wsdl:operation>

      <wsdl:operation name="locationEnd">

         <wsdl:input message="terminal_location_notification:TerminalLocationNotification_locationEndRequest"/>

         <wsdl:output message="terminal_location_notification:TerminalLocationNotification_locationEndResponse"/>

      </wsdl:operation>

   </wsdl:portType>

</wsdl:definitions>

End of Change in parlayx_terminal_location_notification_ interface_2_1.wsdl
End of Document
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