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	Reason for change:
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	Forcing large sets of messages to be sent with the ordinary messaging interface is not effective. Scheduled enhancements enable the sending to be optimized based on network resources.

	
	

	Summary of change:
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	Adding the support to schedule messages, cancel schedules and to get status of schedules. 
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	1st Modified Section


8.4
SMS

The overall scope of this Web Service is to provide to applications the means to handle SMS in a simple way. For receiving a message from the network, the application uses notification mechanisms. Network-initiated messages are sent to autonomous application-side web services. The provisioning of the notification-related criteria may also be done offline. Services are specified to enable an application to:

· Send or schedule any SMS.
· Send or schedule a logo embodied in an SMS.
· Send or schedule a ring tone embodied in an SMS.
· Cancel a scheduled SMS (Note: cancel only for scheduled SMS because bulk messages will often be scheduled and often well in advance. The business value in being able to cancel is thus greater than for send SMS.)
· Retrieve the delivery status of an SMS or scheduled SMS.
· Request to be notified of received SMSs.
· Request to be notified of delivery receipt of a sent SMS.
· Retrieve SMS messages sent to an address.
For reasons of efficiency, SMSs, whether their payload is text, a logo or ring tone, can be sent to groups of recipients. In order for such groups to be reusable; a group with recipients is uniquely identified and addition/deletion of group members is allowed.

The third party application can suggest a charge against the receiving subscriber's account.
	End of modifications
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