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	1st Modified Section


7
XML Schema data type definition

7.1
DeliveryStatus enumeration

...
7.2
SmsFormat enumeration

...
7.3
DeliveryInformation structure

...
7.4
SmsMessage structure

..
7.5
ScheduledDeliveryStatus enumeration

List of scheduled SMS delivery status values.

	Enumeration
	Description

	Scheduled 
	The Message has been scheduled, the scheduled time has not started. 

	NotSent 
	Message could not be sent before end of scheduled time. 

	Sent 
	The Message has been sent within the scheduled time.

	Cancelled
	Message has been cancelled. Some messages may have been sent. 

	PartiallySent 
	Message is sent to some, but not to all the recipients.

	StatusUnavailable 
	Unable to provide delivery information. 


7.6
ScheduledDeliveryInformation structure

Scheduled delivery information.

	Element name
	Element type
	Optional
	Description

	DeliveryStatus
	ScheduledDeliveryStatus
	No
	Indicates the delivery result for the destination address. 

	NumberOf
MessagesSent
	xsd:int
	Yes
	If applicable, the number of messages already sent.


	Next Modified Section


8.1
Interface: SendSms

This interface defines operations to send and schedule various types of Short Messages and to subsequently poll for delivery status.  The Short Message types are:

· SMS message, as described in 8.1.1 and ‎8.1.5
· SMS logo, as described in 8.1.2 and ‎8.1.6
· SMS ringtone, as described in 8.1.3. and ‎8.1.7
The send operations for the Short Message types are similar.  A description of the common message parts follows:

...
8.1.1
Operation: SendSms

...

8.1.2
Operation: SendSmsLogo

...

8.1.3
Operation: SendSmsRingtone

...

8.1.4
Operation: GetSmsDeliveryStatus

...
8.1.5
Operation: ScheduleSms

The application invokes the scheduleSms operation to schedule sending of an SMS message, specified by the String message. 

8.1.5.1
Input message: ScheduleSmsRequest

	Part name
	Part type
	Optional
	Description

	Addresses
	xsd:anyURI [1..unbounded]
	No
	Addresses to which the SMS will be sent

	SenderName
	xsd:string
	Yes
	If present, it indicates the SMS sender name, i.e. the string that is displayed on the user's terminal as the originator of the message

	Charging
	common:ChargingInformation
	Yes
	Charge to apply to this message

	Message
	xsd:string
	No
	Text to be sent in SMS

	StartTime 
	xsd:dateTime 
	No 
	Specifies the time to start sending out the scheduled SMS. 

	StopTime 
	xsd:dateTime
	No 
	Specifies the time to stop sending out the SMS. Any message not sent before StopTime will not be sent.


8.1.5.2
Output message : ScheduleSmsResponse

	Part name
	Part type
	Optional
	Description

	result
	xsd:string
	No
	It identifies a specific SMS schedule  request


8.1.5.3
Referenced faults

ServiceException from [6]:

· SVC0001 - Service error.

· SVC0002 - Invalid input value.

· SVC0004 - No valid addresses.

· SVC0006 - Invalid group.

· SVC0280 - Message too long.

PolicyException from [6]:

· POL0001 - Policy error.

· POL0006 - Groups not allowed.

· POL0007 - Nested groups not allowed.

· POL0008 - Charging not allowed.

8.1.6
Operation: ScheduleSmsLogo

The application invokes the ScheduleSmsLogo operation to schedule sending of an SMS logo, specified by the byte array image.
8.1.6.1
Input message: ScheduleSmsLogoRequest

	Part name
	Part type
	Optional
	Description

	Addresses
	xsd:anyURI [1..unbounded]
	No
	Addresses to which the SMS logo will be sent

	SenderName
	xsd:string
	Yes
	SMS sender name, i.e. the string that is displayed on the user's terminal as the originator of the message

	Charging
	common:ChargingInformation
	Yes
	Charge to apply to this message

	Image
	xsd:base64Binary
	No
	The image in jpeg, gif or png format. The image will be scaled to the proper format

	SmsFormat
	SmsFormat
	No
	Conversion to be applied to the message prior to delivery.  Possible values are: 'Ems' or 'SmartMessaging'

	StartTime 
	xsd:dateTime 
	No 
	Specifies the time to start sending out the scheduled SMS. 

	StopTime 
	xsd:dateTime
	No 
	Specifies the time to stop sending out the SMS. Any message not sent before StopTime will not be sent.


8.1.6.2
Output message: ScheduleSmsLogoResponse

	Part name
	Part type
	Optional
	Description

	result
	xsd:string
	No
	It identifies a specific SMS schedule request


8.1.6.3
Referenced faults

ServiceException from [6]:

· SVC0001 - Service error.

· SVC0002 - Invalid input value.

· SVC0004 - No valid addresses.

· SVC0006 - Invalid group.

· SVC0281 - Unrecognized data format.

PolicyException from [6]:

· POL0001 - Policy error.

· POL0006 - Groups not allowed.

· POL0007 - Nested groups not allowed.

· POL0008 - Charging not allowed.

8.1.7
Operation: ScheduleSmsRingtone

The application invokes the ScheduleSmsRingtone operation to schedule sending of an SMS ringtone, specified by the String ringtone (in RTX format). 

Depending on the length of the ringtone, it may be sent as several concatenated short messages.

NOTE:
In the RTX Ringtone Specification,an RTX file is a text file, containing the ringtone name, a control subclause and a subclause containing a comma separated sequence of ring tone commands.

8.1.7.1
Input message: ScheduleSmsRingtoneRequest

	Part name
	Part type
	Optional
	Description

	Addresses
	xsd:anyURI [1..unbounded]
	No
	Addresses to which the SMS ringtone will be sent

	SenderName
	xsd:string
	Yes
	SMS sender name, i.e. the string that is displayed on the user's terminal as the originator of the message

	Charging
	common:ChargingInformation
	Yes
	Charge to apply to this message

	Ringtone
	xsd:string
	No
	The ringtone in RTX format (see note above). (http://www.logomanager.co.uk/help/Edit/RTX.html)

	SmsFormat
	SmsFormat
	No
	Conversion to be applied to the message prior to delivery.  Possible values are: 'Ems' or 'SmartMessaging'

	StartTime 
	xsd:dateTime 
	No 
	Specifies the time to start sending out the scheduled SMS. 

	StopTime 
	xsd:dateTime
	No 
	Specifies the time to stop sending out the SMS. Any message not sent before StopTime will not be sent.


8.1.7.2
Output message: ScheduleSmsRingtoneResponse

	Part name
	Part type
	Optional
	Description

	result
	xsd:string
	No
	It identifies a specific SMS schedule request


8.1.7.3
Referenced faults

ServiceException from [6]:

· SVC0001 - Service error.

· SVC0002 - Invalid input value.

· SVC0004 - No valid addresses.

· SVC0006 - Invalid group.

· SVC0281 - Unrecognized data format.

PolicyException from [6]:

· POL0001 - Policy error.

· POL0006 - Groups not allowed.

· POL0007 - Nested groups not allowed.

· POL0008 - Charging not allowed.

8.1.8
Operation: CancelScheduledSMS

The invocation of cancelScheduledSMSRequest cancels the previously scheduled SMS request identified by requestIdentifier. If the period scheduled for sending SMS has started, some or all of the messages may have been sent.

8.1.8.1
Input message: CancelScheduledSmsRequest

	Part name
	Part type
	Optional
	Description

	RequestIdentifier 
	xsd:string 
	No 
	It identifies a specific SMS schedule request


8.1.8.2
Output message : CancelScheduledSMSResponse

	Part name
	Part type
	Optional
	Description

	None
	
	
	


8.1.8.3
Referenced faults

ServiceException from [6]:

· SVC0001 - Service error.

· SVC0002 - Invalid input value.

PolicyException from [6]:

· POL0001 - Policy error.

8.1.9
Operation: GetScheduledSMSStatus

Gets the schedule and status of a scheduled SMS message.

8.1.9.1
Input message: GetScheduledSMSStatusRequest

	Part name
	Part type
	Optional
	Description

	RequestIdentifier
	xsd:string
	No
	It identifies a specific SMS schedule request


8.1.9.2
Output message : GetScheduledSMSStatusResponse

	Part name
	Part type
	Optional
	Description

	result
	ScheduledDeliveryInformation
	No
	Indicates the delivery result for the destination addresses and, if applicable, the number of messages already sent.


8.1.9.3
Referenced faults

ServiceException from [6]:

· SVC0001 - Service error.

· SVC0002 - Invalid input value.

PolicyException from [6]:

· POL0001 - Policy error.

· POL0010 – Retention time interval expired

	End of modifications
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