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Formats and codes

Table 1 shows the parameters which are required, in addition to those defined in the subclause "Formats and Codes" of ITU—T Recommendation Q.1950 (see 3GPP TS 29.205 [7]).

The coding rules applied in ITU‑T Recommendation H.248 [10] for the applicable coding technique shall be followed for the UMTS capability set.

The binary encoding rules which are applicable to the defined Abstract Syntaxes are the Basic Encoding Rules for Abstract Syntax Notation One, defined in ITU-T Recommendation X.690 [XX].  Specifically in accordance with ITU-T Recommendation X.690 [XX] section 7.3, alternative encodings based on the definite and indefinite form of length are permitted by the basic encoding rules as a sender's option. Receivers shall support both alternatives.
Table 1: Additional parameters required

	actprot
	Signal descriptor
	As for the signal "Activate protocol" in subclause 15. 2.1.3

	Mode
	Local control
	As for the property "UP mode of operation" in subclause 15.1.1.1

	Version
	Local control
	As for the property "Upversion" in subclause 15.1.1.1

	Value
	Local control
	As for the property " Delivery of errounous SDUs" in subclause 15.1.1.1

	Interface
	Local control
	As for the property " Interface" in subclause 15.1.1.1

	Initdirection
	Local control
	As for the property " Initialisation Direction" in subclause 15.1.1.1

	PLMN bearer capability
	Local control
	As for the property "PLMN BC" in subclause 15. 2.1.1

	
	
	

	Coding
	Local control
	As for the property " GSM channel coding" in subclause 15. 2.1.1

	tfoactvalue
	Local control
	As for the property " TFO activity control" in subclause 15. 2.2.1

	Codeclist
	 Local control
	As for the property" TFO Codec List" in subclause 15. 2.2.1

	Result
	ObservedEvent descriptor
	As for the ObservedEventDescriptor parameter "Protocol Negotiation Result" in subclause 15. 2.1.2

	Cause
	ObservedEvent descriptor
	As for the ObservedEventDescriptor parameter "Protocol Negotiation Result" in subclause 15. 2.1.2

	Rate 
	ObservedEvent descriptor
	As for the ObservedEventDescriptor parameter "Rate Change" in subclause 15. 2.1.2

	Optimalcodec
	ObservedEvent descriptor
	As for the ObservedEventDescriptor parameter "Optimal Codec Type" in subclause 15. 2.2.2

	Distlist
	ObservedEvent descriptor
	As for the ObservedEventDescriptor parameter "Distant TFO List" in subclause 15. 2.2.2

	On/Off
	Local control
	As for the property "Echo cancelling" in subclause E.13.1 in ITU‑T Recommendation H.248 [10]

	Error
	Error descriptor
	As defined in the subclause "Command error code" in ITU‑T Recommendation H.248 [10]

	Bearer Modification Support
	EventDescriptor
	As for the EventsDescriptor in "Bearer Modification Support" in subclause 15. 2.3.2.

	Bearer modification possible
	ObservedEvent descriptor
	As for the ObserverdEventDescriptor in “Bearer Modification Support” in subclause 15. 2.3.2.

	Bitrate
	Local control
	As for the property" Bitrate" in subclause 15. 2.5.1
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