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FIRST CHANGE

B.2.2.5
PDP contexts for media

B.2.2.5.1
General requirements

The UE can establish media streams that belong to different SIP sessions on the same PDP context.

During establishment of a session, the UE establishes data streams(s) for media related to the session. Such data stream(s) may result in activation of additional PDP context(s). Such additional PDP context(s) shall be established as secondary PDP contexts associated to the PDP context used for signalling. Such secondary PDP contexts for media can be established either by the UE or the network.
When the UE has to allocate bandwidth for RTP and RTCP in a PDP context, the UE shall use the rules outlined in 3GPP TS 29.208 [13].

B.2.2.5.1A
Activation or modification of PDP contexts for media by the UE
If the UE receives indication within the SDP according to RFC 3524 [54] that media stream(s) belong to group(s), the media stream(s) shall be set up on separate PDP contexts according to the indication of grouping of media streams. The UE may freely group media streams to PDP context(s) in case no indication of grouping of media streams is received from the P-CSCF.
If the capabilities of the originating UE prevents it from establishment of additional PDP contexts according to the media grouping attributes given by the P-CSCF in accordance with RFC 3524 [54], the UE will not establish such grouping of  media streams. Instead, the originating UE shall negotiate media parameters for the session according to RFC 3264 [27B].

If the capabilities of the terminating UE prevents it from establishment of additional PDP contexts according to the media grouping attributes given by the P-CSCF in accordance with RFC 3524 [54], the UE will not establish such grouping of media streams. Instead, the terminating UE shall the UE shall handle such SDP offers in accordance with RFC 3388 [53].

The UE can receive a media authorization token in the P-Media-Authorization header from the P-CSCF according to RFC 3313 [31]. If a media authorization token is received in the P-Media-Authorization header when a SIP session is initiated, the UE shall:

-
either use existing PDP context(s) where another media authorization token is already in use and no indication of grouping of media streams is required; or

-
establish separate PDP context(s) for the media; or

-
use an existing PDP context where media authorization token is not in use and no indication of grouping of media streams is required.

When a UE modifies a PDP context to indicate a new media authorization token:

-
either as a result of establishment of an additional SIP session; or

-
modification of media streams for an ongoing SIP session;

the UE shall include all media authorization tokens and all flow identifiers for all ongoing SIP sessions that use this particular PDP context. 

If a media authorization token is received in subsequent messages for the same SIP session, the UE shall:

-
use the existing PDP context(s) for media;

-
modify the existing PDP context(s) for media; or 

-
establish additional PDP context(s) for media.

If either background or interactive QoS class is needed for the media, then the UE does not need to use the authorization token even if it receives one. In this case the UE may reuse an existing PDP context and it does not need to request PDP context modification unless it needs to modify the QoS.

If existing PDP context(s) where another media authorization token is already in use is re-used for the media, or separate PDP context(s) is established for the media, the UE shall proceed as follows:

-
when a SIP session is terminated, the media authorization token is no longer valid and the UE shall not include it in future GPRS session management messages. The UE shall send a MODIFY PDP CONTEXT REQUEST message updating the binding information by deleting the media authorization token and the corresponding flow identifiers that are no longer valid. If a SIP session is terminated and no other SIP sessions are using the PDP context, the UE shall either update the binding information as described above or deactivate the PDP context;

-
the UE shall transparently pass the media authorization token received from the P-CSCF in a response to an INVITE request at originating setup or in the INVITE request at terminating setup to the GGSN. The UE shall signal it by inserting it within the Traffic Flow Template IE in the ACTIVATE SECONDARY PDP CONTEXT REQUEST message or the MODIFY PDP CONTEXT REQUEST message;

-
to identify to the GGSN which flow(s) (identified by m-lines within the SDP) that are transferred within a particular PDP context, the UE shall set the flow identifier(s) within the Traffic Flow Template IE in the ACTIVATE SECONDARY PDP CONTEXT REQUEST message or the MODIFY PDP CONTEXT REQUEST message. Detailed description of how the flow identifiers are constructed is provided in 3GPP TS 29.207 [12];

-
if the UE receives several media authorization tokens from the P-CSCF within the same SIP request or response, the first instance of the media authorization token shall be sent to the GGSN, and subsequent instances are discarded by the UE; and

-
the UE shall not include the IM CN Subsystem Signalling Flag when a PDP context for media is established or modified.

The encoding of the media authorization token and the flow identifiers within the Traffic Flow Template IE is described in 3GPP TS 24.008 [8].
B.2.2.5.1B
Activation or modification of PDP contexts for media by the network

If the UE receives an activation request from the network for a secondary PDP context which is associated with the PDP context used for signalling, the UE shall, based on the information contained in the Traffic Flow Template IE, correlate the media PDP context with a currently ongoing SIP session establishment or SIP session modification. 
If the UE receives a modification request from the network for a PDP context that is used for one or more media streams in an ongoing SIP session, the UE shall:

1)
modify the related secondary PDP context in accordance with the request received from the network;

2) 
if, due to the modification of the PDP context, the related SDP media description need to be changed, update the related SDP information by sending a new SDP offer within a SIP INVITE request, that is sent over the existing SIP dialog, and respond to the PDP context modification request according to the response to the SIP INVITE request.
NOTE:
The UE can decide to indicat e additional media streams as well as additional or different codecs in the SDP offer than those used in the already ongoing session.
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