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9.3.8
Emergency setup

This message is sent from the mobile station to initiate emergency call establishment.

See table 9.62/3GPP TS 24.008.

Message type:
EMERGENCY SETUP

Significance:

global

Direction:

mobile station to network

Table 9.62/3GPP TS 24.008: EMERGENCY SETUP message content

	IEI
	Information element
	Type/Reference
	Presence
	Format
	Length

	
	Call control
	Protocol discriminator
	 M
	 V
	 1/2

	
	protocol discriminator
	10.2
	
	
	

	
	Transaction identifier
	Transaction identifier
	 M
	 V
	 1/2

	
	
	10.3.2
	
	
	

	
	Emergency setup
	Message type
	 M
	 V
	1

	
	message type
	10.4
	
	
	

	04
	Bearer capability
	Bearer capability
	 O
	 TLV
	 3-11

	
	
	10.5.4.5
	
	
	

	2D
	Stream Identifier
	Stream Identifier
	O
	TLV
	3

	
	
	10.5.4.28 
	
	
	

	40
	Supported Codecs
	Supported Codec List
	O
	TLV
	5-n

	
	
	10.5.4.32
	
	
	

	2E
	Emergency category
	Service category
	O
	TLV
	3

	
	
	10.5.4.33
	
	
	


9.3.8.1
Bearer capability

If the element is not included, the network shall by default assume speech and select the speech codec according to subclauses 5.2.1.2 and 5.2.1.11. If this information element is included, it shall indicate speech, the appropriate speech version(s) and have the appropriate value of radio channel requirement field.

This information element shall be included by an ME supporting CTM text telephony or supporting at least one speech version for GERAN other than GSM FR speech version 1.

9.3.8.2
Stream Identifier

This information element shall be included by the mobile station supporting multicall.

9.3.8.3
Supported Codecs 

This information element shall be included if the mobile station supports UMTS radio access.

9.3.8.4
Emergency category

This information element shall be included if the emergency category is available from the SIM/USIM or the mobile station.
If this information element is included, it shall indicate the selected emergency call category.

If the element is not included, the network shall by default assume a non-specific emergency call.
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