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However, the demux property is not used within the scope of our work, and multiplexing is always performed. Therefor the multiplex tables must be used.

	
	

	Summary of change:
(

	The incoming- and outgoing multiplex tables are marked as mandatory to support

	
	

	Consequences if 
(

not approved:
	It is not possible to setup video interworking calls if the multiplex tables are not supported.

	
	

	Clauses affected:
(

	E.4.3.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


***** BEGIN MODIFICATION *****
E.4.3.3
Configure Multiplex Termination
This procedure is used to configure a termination to multiplex/demultiplex H.223.
Table E.4.3.3.1: Configure Multiplex Termination Procedure
	Procedure
	Initiated
	Information element name
	Information element required
	Information element description

	Configure Multiplex Termination
	MGCF
	Context
	M
	This information element indicates the existing context.

	
	
	Termination
	M
	This information element indicates the termination

	
	
	Remote H223 Capability
	O
	This information element indicates the remote H223 capabilities, as received by the MGCF. 

	
	
	Incoming Multiplex Table
	M
	This information element indicates the value of the H245 MultiplexEntrySend message, as received by the MGCF from the remote H.245 peer.

	
	
	Outgoing Multiplex Table
	M
	This information element indicates the value of the H245 MultiplexEntrySend message, as sent by the MGCF towards the remote H.245 peer.

	Configure Multiplex Termination
Ack
	IM-MGW
	Context
	M
	This information element indicates the context where the command was executed.

	
	
	Termination
	M
	This information element indicates the termination where the command was executed.


***** END MODIFICATION *****
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