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*******First Modified Clause 5.3.2.5.2*******
5.3.2.5.2
Request from a user to invite another user to a conference using a REFER request

Upon receipt of an REFER request that includes:

a)
a conference URI in the request URI; and

b)
a Refer-To header including:

-
a valid SIP URI or tel URL; and,

-
the "method" parameter set to "INVITE";

the conference focus shall:

1)
check if the conference URI is allocated. If the conference URI is not allocated, the conference focus shall reject the request in accordance with RFC 3261 [7]. The following actions in this subclause shall only be performed if the conference URI is allocated;

2)
verify the identity of the user as described in subclause 5.7.1.4 of 3GPP TS 24.229 [5] and authorize the request as described in subclause 5.7.1.5 of 3GPP TS 24.229 [5]. The following actions in this subclause shall only be performed if the request can be authorized;

3)
generate a final response to the REFER request in accordance with RFC 3515 [17];

4)
invite the user indicated in the Refer-To header by performing the procedures as described in subclause 5.3.2.5.4;

5)
if the received REFER request included a Referred-By header, include the Referred-By header in accordance with RFC 3892 [20] in the INVITE request that is sent for inviting the user to join the conference; 

5a)
if the received REFER request included a Replaces header, include the Replaces header in accordance with RFC 3891 [33] and 3GPP TS 24.229 [5] in the INVITE request that is sent for joining the conference; and

6)
based on the progress of  this invitation, send NOTIFY messages in accordance with the procedures of RFC 3515 [17] towards the user who sent the REFER request.
*******Second Modified Clause 5.3.2.5.3*******
5.3.2.5.3
Request from a user to invite another user to a conference using an INVITE request for conference creation

Upon receipt of an INVITE request for conference creation (see subclause 5.3.2.3) that includes:

a)
a Request-Disposition header field containing the value "recipient-list", and

b)
a message body including an URI list with the format described in draft-ietf-sip-uri-list-conferencing [34];

the conference focus shall,in addition to the procedures described in subclause 5.3.2.3, perform the following actions:

1)
send an INVITE request to each of the SIP URIs contained in the URI list that is embedded in the message body of the INVITE request for conference creation, by following the procedures in subclause 5.3.2.5.4;


The invitation of the users whose SIP URIs are included in the URI list should be initiated by the conference focus in parallel, since the objective of using the URI-list method of inviting users to a conference is usually a fast conference set-up. However, in case the conference focus is not able to keep track of multiple parallel invitations associated to a single conference the conference focus may issue the invitations serially.

Sending of the multiple invitations should be initiated by the MRFC/AS as soon as a conference URI for the conference has been created, and should run in parallel to the procedure described in subclause 5.3.2.3 in order to speed up conference establishment. If establishment of a session to any of the invitees fails, the further actions depends on local policy whether the conference will continue with the accepted participants or release the whole conference.
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