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10.1
Signalling Objects

Table 10.1 shows the parameters which are required.

The coding rules applied in ITU‑T Recommendation H.248.1 [9] for the applicable coding technique shall be followed for the UMTS capability set.

Table 10.1: required parameters

	Signalling Object
	H.248 Descriptor
	Coding

	Codec List
	Local Descriptor or Remote Descriptor
	<fmt list> in a single SDP m-line.
For a  staticRTP payload type, the codec type should be implied by the RTP payload type, if not then each codec type shall be provided in a separate SDP “a=rtpmap”-line and possibly additional SDP “a=fmtp”-line(s). See Clause 10.2
For a dynamic RTP payload type, for each codec information on the codec type shall be provided in a separate SDP “a=rtpmap”-line and possibly additional SDP “a=fmtp”-line(s). See Clause 10.2.



	Bearer Service Characteristics
	Local Descriptor or Remote Descriptor
	As per Q.1950 [14]. For TMR, only values “3.1 kHz audio” or “speech” are required. 

	Context ID
	NA
	Binary Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex A.

Textual Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex B.

	IP Address
	Local Descriptor or Remote Descriptor
	<connection address> in SDP “c-line”



	Port
	Local Descriptor or Remote Descriptor
	<port> in SDP m-line.

<transport> in SDP m-line shall be set to value “RTP/AVP” 



	Reserve_Value
	Local Control
	ITU-T Recommendation H.248.1 [9] Mode property.

Binary Encoding: 
Encoding as per ITU-T Recommendation H.248.1 Annex A "reserveValue"

Textual Encoding: 
Encoding as per ITU-T Recommendation H.248.1 Annex B "reservedValueMode".

	RtcpbwRS
	Local Descriptor or Remote Descriptor
	<bandwidth> in SDP “b:RS”-line. 



	RtcpbwRR
	Local Descriptor or Remote Descriptor
	<bandwidth> in SDP “b:RR”-line. 



	RTPpayload
	Local Descriptor or Remote Descriptor
	<fmt list> in SDP m-line



	Termination ID
	NA
	Binary Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex A.

Textual Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex B.

	Transaction ID
	NA
	Binary Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex A.

Textual Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex B.

	BNC Release
	EventDescriptor
	As for the EventsDescriptor in subclause E.1.2.1/H.248.1 “Cause”

	BNC Release
	ObservedEvent descriptor
	As for the ObservedEventsDescriptor in subclause E.1.2.1/H.248.1 “Cause”

	Note
For binary encoding, the SDP equivalents “SDP_V”, “SDP_M”, “SDP_C”, “SDP_A”, and SDP_B” in ITU-T Recommendation H.248.1 [9], Annex C.11, shall be used to encode the corresponding SDP lines. Other SDP equivalents may be used, for details see Annex A. The SDP equivalents shall be used in the order specified for the corresponding SDP lines in IETF RFC 2327 [17]. Rules for the usage of SDP in ITU-T Recommendation H.248.1 [9] shall also be applied to the SDP equivalents. SDP description types (v= , m=, a= etc.) are not encoded. CR/LF are not encoded.


A.7.2
Events Descriptor

Table A.7.2/1: Events Descriptor 
	Events settable on termination types and stream types:
	Yes

	
	Event ID 
	Termination Type 
	Stream Type

	
	Detect_Digit(Digit)

(d0 to dd, inclusive)
	ALL except ROOT
	Not Applicable

	
	BNC Established
	Terminations towards BICC network
	Not Applicable

	
	BNC Modification Failed
	Terminations towards BICC network
	Not Applicable

	
	BNC Modified
	Terminations towards BICC network
	Not Applicable

	
	
	
	

	
	Tunnel
	Terminations towards BICC network with IP transport
	Not Applicable

	
	g/cause
	ALL except ROOT 
	Not Applicable

	
	g/sc
	ALL except ROOT
	Not Applicable

	
	ct/cmp
	TDM
	Not Applicable

	
	chp/mgcon
	ROOT
	Not Applicable

	
	Start tone detected (tonedet/std)
	IMS, TDM, BICC
	Not Applicable

	
	End Tone detected (tonedet/etd)
	IMS, TDM, BICC
	Not Applicable

	
	Optimal Codec Event (threegtfoc/codec_modify)
	TDM, BICC
	Not Applicable

	
	Codec List Event (threegtfoc/ distant codec_list)
	TDM, BICC
	Not Applicable

	
	TFO Status Event (threegtfoc/TFO_status)
	TDM, BICC
	Not Applicable

	NOTE: 
Events for Terminations towards BICC network dependent on option to support such interworking, 
NOTE1:     BNC Release event is defined in formats and codes table 10.1 and refers to the g/cause event.
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