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First modification

5.10.2.2
Initial requests

Upon receipt of any request, except the REGISTER method, the IBCF shall:

1)
if the request is an INVITE request, respond with a 100 (Trying) provisional response;

2)
if the request is an INVITE request and the IBCF is configured to perform application level gateway and/or transport plane control functionalities, save the Contact, CSeq and Record-Route header field values received in the request such that the IBCF is able to release the session if needed;

3)
if network topology hiding is required, apply the procedures as described in subclause 5.10.4;

4)
if screening of SIP signalling is required, apply the procedures as described in subclause 5.10.6;

5)
if IBCF processes a request without a pre-defined route (e.g. the subscription to reg event package originated by the P-CSCF), select an entry point of the home network and forward the request to that entry point;

NOTE 1:
The list of the entry points can be either obtained as specified in RFC 3263 [27A] or provisioned in the IBCF. The entry point can be an IBCF or an I-CSCF.

6)
store the values from the P-Charging-Function-Addresses header, if present; and

7)
remove some of the parameters from the P-Charging-Vector header or the header itself, depending on operator policy, if present, and;

8)
remove the P-Charging-Function-Addresses header, if present, prior to forwarding the message.

When the IBCF receives an INVITE request, the IBCF may require the periodic refreshment of the session to avoid hung states in the IBCF. If the IBCF requires the session to be refreshed, it shall apply the procedures described in RFC 4028 [58] clause 8.

NOTE 2:
Requesting the session to be refreshed requires support by at least one of the UEs. This functionality cannot automatically be granted, i.e. at least one of the involved UEs needs to support it.

When the IBCF receives a response to the initial request and network topology hiding is required, then the IBCF shall apply the procedures as described in subclause 5.10.4.

When the IBCF receives a response to the initial request and screening of SIP signalling is applied, then the IBCF shall apply the procedures as described in subclause 5.10.6.
End of modification
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