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PROPOSED CHANGE

Global modifications to 3GPP TS 24.229

The scope in clause 1 of [1] should be extended with applicability to:

-
the interface between the CSCF and an IBCF.

The references in clause 2 of [1] should be replaced as shown below.

Replace references as shown below.
	Reference in TS 24.229 [1]
	Modified reference

	[2] 3GPP TS 23.002: "Network architecture"
	ETSI ES 282 007: "Telecommunications and Internet converged Services and Protocols for Advanced Networking (TISPAN); IP Multimedia Subsystem (IMS); Functional architecture" (note 1)

	
	ETSI ES 282 001: "Telecommunications and Internet converged Services and Protocols for Advanced Networking (TISPAN); NGN Functional Architecture Release 1" (note 1)

	[4A] 3GPP TS 23.107: "Quality of Service (QoS) concept and architecture"
	(note 2)

	[4B] 3GPP TS 23.167: "IP Multimedia Subsystem (IMS) emergency session; Stage 2"
	ETSI TS 182 009: "Telecommunications and Internet converged Services and Protocols for Advanced Networking (TISPAN); NGN Architecture to support emergency communication from citizen to authority" (note 1)

	[5] 3GPP TS 23.218: "IP Multimedia (IM) Session Handling; IM call model"
	(note 2)

	[6] 3GPP TS 23.221: "Architectural requirements"
	(note 2)

	[7] 3GPP TS 23.228: "IP multimedia subsystem; Stage 2"
	ETSI TS 182 006: "Telecommunications and Internet converged Services and Protocols for Advanced Networking (TISPAN); IP Multimedia Subsystem (IMS); Stage 2 description
(3GPP TS 23.228 v7.2.0, modified)" (note 1)

	[8] 3GPP TS 24.141: "Presence service using the IP Multimedia (IM) Core Network (CN) subsystem; Stage 3"
	ETSI ES 283 030: "Telecommunications and Internet converged Services and Protocols for Advanced Networking (TISPAN); Presence Service Capability; Protocol Specification [3GPP TS 24.141 V7.0.0, modified and OMA-TS-Presence_SIMPLE-V1_0, modified]" (note 1)

	[10] 3GPP TS 26.235: "Packet switched conversational multimedia applications; Default codecs"
	ETSI TS 181 005: "Telecommunications and Internet converged Services and Protocols for Advanced Networking (TISPAN); Services and Capabilities Requirements" (note 1)

	[10A] 3GPP TS 27.060: "Mobile Station (MS) supporting Packet Switched Services"
	(note 2)

	[11A] 3GPP TS 29.162: "Interworking between the IM CN subsystem and IP networks"
	ETSI TS 183 021: "Telecommunications and Internet converged Services and Protocols for Advanced Networking (TISPAN); NGN Release 1; Endorsement of 3GPP TS 29.162 Interworking between IM CN Sub‑system and IP networks" (note 1)

	[11B] 3GPP TS 29.163: "Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks"
	ETSI ES 283 027: "Telecommunications and Internet converged Services and Protocols for Advanced Networking (TISPAN); Endorsement of the SIP-ISUP Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks [3GPP TS 29.163 (Release 7), modified]" (note 1)

	[14] 3GPP TS 29.228: "IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents"
	ETSI TS 183 033: "Telecommunications and Internet converged Services and Protocols for Advanced Networking (TISPAN); IP Multimedia; Diameter based protocol for the interfaces between the Call Session Control Function and the User Profile Server Function/Subscription Locator Function; Signalling flows and protocol details [3GPP TS 29.228 V6.8.0 and 3GPP TS 29.229 V6.6.0, modified]" (note 1)

	[15] 3GPP TS 29.229: "Cx and Dx Interfaces based on the Diameter protocol, Protocol details"
	ETSI TS 183 033: "Telecommunications and Internet converged Services and Protocols for Advanced Networking (TISPAN); IP Multimedia; Diameter based protocol for the interfaces between the Call Session Control Function and the User Profile Server Function/Subscription Locator Function; Signalling flows and protocol details [3GPP TS 29.228 V6.8.0 and 3GPP TS 29.229 V6.6.0, modified]" (note 1)

	[16] 3GPP TS 32.240: "Telecommunication management; Charging management; Charging architecture and principles"
	ETSI ES 282 010: "Telecommunications and Internet Converged Services and Protocols for Advanced Networking (TISPAN); Charging (Endorsement of 3GPP TS 32.240 v6.3.0, 3GPP TS 32.260 v6.3.0, 3GPP TS 32.297 v6.1.0, 3GPP TS 32.298 v6.1.0 and 3GPP TS 32.299 v6.4.0 modified)" (note 1)

	[17] 3GPP TS 32.260: "Telecommunication management; Charging management; IP Multimedia Subsystem (IMS) charging"
	ETSI ES 282 010: "Telecommunications and Internet Converged Services and Protocols for Advanced Networking (TISPAN); Charging [Endorsement of 3GPP TS 32.240 v6.3.0, 3GPP TS 32.260 v6.3.0, 3GPP TS 32.297 v6.1.0, 3GPP TS 32.298 v6.1.0 and 3GPP TS 32.299 v6.4.0 modified]" (note 1)

	[19] 3GPP TS 33.203: "Access security for IP based services"
	(note 2)

	[67] draft-rosenberg-sipping-acr-code-00 (November 2005): "Rejecting Anonymous Requests in the Session Initiation Protocol (SIP)"
	New reference: Draft-ietf-sip-acr-code-04

NOTE:
The document cannot be formally referenced until it is published as an RFC. (note 1)

	[68] draft-jennings-sip-voicemail-uri-05 (November 2005): "Session Initiation Protocol (SIP) URIs for Applications such as Voicemail and Interactive Voice Response (IVR)"
	IETF RFC 4458: "Session Initiation Protocol (SIP) URIs for Applications such as Voicemail and Interactive Voice Response (IVR)" (note 1)

	New reference [69]
	[69]
RFC 5031 (January 2008): "A Uniform Resource Name (URN) for Services".

	New reference [89]
	[89]
draft-ietf-sip-location-conveyance-10 (February 2008): "Location Conveyance for the Session Initiation Protocol".

	New reference [91]
	[91]
RFC 5012 (January 2008): "Requirements for Emergency Context Resolution with Internet Technologies".


	NOTE 1:
The reference in [1] is replaced by the document listed on the right column. This replacement is applicable to all occurrences of the reference throughout the present endorsement.

NOTE 2:
The reference in [1] contains 3GPP specific requirements and is not generally applicable to the present endorsement.

NOTE 3:
This reference is available in 3GPP TS 24.229 (V7.5.0).


PROPOSED CHANGE

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply.

Entry point:
In the case that "border control concepts", as specified in 3GPP TS 23.228 [7], are to be applied in an IM CN subsystem, then these are to be provided by capabilities within the IBCF, and the IBCF acts as an entry point for this network (instead of the I-CSCF). In this case the IBCF and the
I-CSCF can be co-located as a single physical node. If "border control concepts" are not applied, then the I-CSCF is considered as an entry point of a network. If the P-CSCF is in the home network, then the I-CSCF is considered as an entry point for this specification.

Exit point:
If operator preference requires the application of "border control concepts" as specified in 3GPP TS 23.228 [7], then these are to be provided by capabilities within the IBCF, and requests sent towards another network are routed via a local network exit point (IBCF), which will then forward the request to the other network (discovering the entry point if necessary).

Newly established set of security associations:
Two pairs of IPsec security associations that have been created at the UE and/or the P-CSCF after the 200 (OK) response to a REGISTER request was received.

Old set of security associations:
Two pairs of IPsec security associations still in existence after another set of security associations has been established due to a successful authentication procedure.

Temporary set of security associations:
Two pairs of IPsec security associations that have been created at the UE and/or the P-CSCF, after an authentication challenge within a 401 (Unauthorized) response to a REGISTER request was received. The SIP level lifetime of such created security associations will be equal to the value of reg-await-auth timer.

Integrity protected: See 3GPP TS 33.203 [19]. Where a requirement exists to send information "integrity protected" the mechanisms specified in 3GPP TS 33.203 [19] are used for sending the information. Where a requirements exists to check that information was received "integrity protected", then the information received is checked for compliance with the procedures as specified in 3GPP TS 33.203 [19].

Resource reservation: Mechanism for reserving bearer resources that is required for certain access technologies.
Local preconditions: The indication of segmented status preconditions for the local reservation of resources as specified in RFC 3312 [30].

Emergency registration: A special registration that relates to an emergency public user identity.

Initial emergency registration: An emergency registration that is also an initial registration.

Emergency reregistration: An emergency registration that is also a reregistration.

For the purposes of the present document, the following terms and definitions given in RFC 1594 [20B] apply:

Fully-Qualified Domain Name (FQDN)

For the purposes of the present document, the following terms and definitions given in RFC 3261 [26] apply (unless otherwise specified see clause 6).

Back-to-Back User Agent (B2BUA)

Client

Dialog

Final response

Header

Header field

Loose routeing

Method

Option-tag (see RFC 3261 [26] subclause 19.2)

Provisional response

Proxy, proxy server

Recursion

Redirect server

Registrar

Request

Response

Server

Session

(SIP) transaction

Stateful proxy

Stateless proxy

Status-code (see RFC 3261 [26] subclause 7.2)

Tag (see RFC 3261 [26] subclause 19.3)

Target Refresh Request
User agent client (UAC)

User agent server (UAS)

User agent (UA)

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.002 [2] subclause 4.1.1.1 and subclause 4a.7 apply:

Breakout Gateway Control Function (BGCF)

Call Session Control Function (CSCF)

Home Subscriber Server (HSS)

Media Gateway Control Function (MGCF)

Multimedia Resource Function Controller (MRFC)

Multimedia Resource Function Processor (MRFP)

Subscription Locator Function (SLF)

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.218 [5] subclause 3.1 apply:

Filter criteria

Initial filter criteria

Initial request

Standalone transaction

Subsequent request

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.228 [7] subclauses 3.1, 4.3.3.1, 4.3.6, 4.6, 5.2, 5.4.12.1 and 5.10 apply:

Border control concepts

Interconnection Border Control Function (IBCF)

Interrogating-CSCF (I-CSCF)

IMS Application Level Gateway (IMS-ALG)

IP-Connectivity Access Network (IP-CAN)

Policy Decision Function (PDF)

Private user identity

Proxy-CSCF (P-CSCF)

Public Service Identity (PSI)

Public user identity

Serving-CSCF (S-CSCF)

Statically pre-configured PSI

For the purposes of the present document, the following terms and definitions given in 3GPP TR 23.167 [4B] apply:

Emergency-CSCF (E-CSCF)

Geographical location information

Location identifier

Location information
For the purposes of the present document, the following terms and definitions given in 3GPP TR 33.203 [19] apply:

IM Subscriber Identity Module (ISIM)

Protected server port

Protected client port

For the purposes of the present document, the following terms and definitions given in 3GPP TR 21.905 [1] apply:

Universal Integrated Circuit Card (UICC)

Universal Subscriber Identity Module (USIM)
User Equipment (UE)
For the purposes of the present document, the following terms and definitions given in RFC 2401 [20A] Appendix A apply:

Security association

A number of different security associations exist within the IM CN subsystem and within the underlying access transport. Within this document this term specifically applies to either:

i)
the security association that exists between the UE and the P-CSCF. This is the only security association that has direct impact on SIP; or

ii)
the security association that exists between the WLAN UE and the PDG. This is the security association that is relevant to the discussion of Interworking WLAN as the underlying IP-CAN.

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.002 [1B] apply:
WLAN UE
3GPP AAA proxy

3GPP AAA server

Packet Data Gateway (PDG)

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.234 [7A] apply:
Interworking WLAN

For the purposes of the present document, the following terms and definitions given in ITU‑T Recommendation E.164 [57] apply:

International public telecommunication number

For the purposes of the present document, the following terms and definitions given in RFC 5012 [91] apply:

Emergency service identifier

Emergency service URN

Public Safety Answering Point (PSAP)

PSAP URI

PROPOSED CHANGE

5.1.6.8.1
General

The UE shall translate any user indicated emergency number as specified in 3GPP TS 22.101 [1A] to an emergency service URN, i.e. an URN with "sos" service type as specified in RFC 5031 [69].

In the event the UE receives a 380 (Alternative Service) response to an INVITE request the response containing a XML body that includes an <alternative service> element with the <type> child element set to "emergency", the UE shall automatically send an ACK request to the P-CSCF as per normal SIP procedures and terminate the session.

NOTE 1:
The UE can attempt an emergency call setup according to the procedures described in 3GPP TS 24.008 [8].

NOTE 2:
Emergency numbers which the UE does not detect, will be treated as a normal call.

PROPOSED CHANGE

5.1.6.8.2
Emergency session set-up in case of no registration

When establishing an emergency session for an unregistered user, the UE shall be allowed to receive responses to emergency requests and requests inside an established emergency session on the unprotected ports. All other messages not arriving on a protected port shall be rejected or silently discarded by the UE.

Prior to establishing an emergency session for an unregistered user, the UE shall acquire a local IP address, discover a P-CSCF, and establish an IP-CAN bearer that can be used for SIP signalling. The UE shall send only the initial INVITE requests to the port advertised to the UE during the P-CSCF discovery procedure. If the UE does not receive any specific port information during the P-CSCF discovery procedure, the UE shall send the initial INVITE request to the SIP default port values as specified in RFC 3261 [26]. 

The UE shall apply the procedures as specified in subclause 5.1.2A.1 and subclause 5.1.3 with the following additions:

1)
the UE shall set the From header field of the INVITE request to "Anonymous" as specified in RFC 3261 [26]; 
2)
the UE shall include a Request-URI in the initial INVITE request that contains an emergency service URN,
i.e. with "sos" service type as specified in RFC 5031 [69]. An additional sub-service type can be added if information on the type of emergency service is known;

NOTE 1:
Other specifications make provision for emergency service identifiers, that are not specifically the emergency service URN, to be recognised in the UE. Emergency service identifiers which the UE does not detect will be treated as a normal call by the UE.

3)
the UE shall insert in the INVITE request, a To header with:

-
the same emergency service URN as in the Request URI; or

-
if the UE cannot perform local dialstring interpretation for the dialled digits, a dialstring URI representing the dialled digits in accordance with draft-rosen-iptel-dialstring [103] or a tel URL representing the dialled digits;

NOTE 2:
This version of the present document does not provide any specified handling of a URI with the dialled digits in accordance with draft-rosen-iptel-dialstring [103] at an entity within the IM CN susbsystem. Behaviour when this is used is therefore not defined.

4)
if available to the UE (as defined in the access technology specific annexes for each access technology), the UE shall include in the P-Access-Network-Info header in any request for a dialog, any subsequent request (except ACK requests and CANCEL requests) or response (except CANCEL responses) within a dialog or any request. The UE shall populate the P-Access-Network-Info header with the current point of attachment to the IP-CAN as specified for the access network technology (see subclause 7.2A.4). The P-Access-Network-Info header contains the location identifier such as the cell id, the line id or the identity of the I-WLAN access node, which is relevant for routeing the IMS emergency call;

5)
the UE shall populate the P-Preferred-Identity header in the INVITE request with an equipment identifier as a SIP URI. The special details of the equipment identifier to use depends on the IP-CAN;

6)
a Contact header set to include SIP URI that contains in the hostport parameter the IP address of the UE and an unprotected port where the UE will receive incoming requests belonging to this dialog;

7)
a Via header set to include the IP address of the UE in the sent-by field and for the UDP the unprotected server port value where the UE will receive response to the emergency request, while for the TCP, the response is received on the TCP connection on which the emergency request was sent;

8)
if the UE has its location information available, it shall include the location information in the INVITE request in the following way:

-
if the UE is aware of the URI that points to where the UE's location is stored, include the URI in the Geolocation header in accordance with draft-ietf-sip-location-conveyance [89]; or

-
if the geographical location information of the UE is available to the UE, include its geographical location information as PIDF location object in accordance with RFC 4119 [90] and include the location object in a message body with the content type application/pidf+xml in accordance with draft-ietf-sip-location-conveyance [89]. The Geolocation header is set to a Content ID in accordance with draft-ietf-sip-location-conveyance [89]; and

9)
if the UE has no geographical location information available, the UE shall not include any geographical location information as specified in draft-ietf-sip-location-conveyance [89] in the INVITE request.

NOTE 3:
It is suggested that UE's only use the option of providing a URI when the domain part belongs to the current P-CSCF or S-CSCF provider. This is an issue on which the network operator needs to provide guidance to the end user. A URI that is only resolvable to the UE which is making the emergency call is not desirable.

NOTE 4:
During the dialog, the points of attachment to the IP-CAN of the UE can change (e.g. UE connects to different cells). The UE will populate the P-Access-Network-Info header in any request or response within a dialog with the current point of attachment to the IP-CAN (e.g. the current cell information).

The UE shall build a proper preloaded Route header value for all new dialogs. The UE shall build a Route header value containing only the P-CSCF URI (containing the unprotected port number and the IP address or the FQDN learnt through the P-CSCF discovery procedures).

In the event the UE receives a 380 (Alternative Service) response to an INVITE request containing a XML body that includes an <alternative service> element with the <type> child element set to "emergency" and an <action> child element, set to "emergency-registration", and the UE does not have sufficient credentials to authenticate with the IM CN subsystem, the UE shall not initiate an emergency registration.

NOTE 5:
The UE can attempt an emergency call setup according to the procedures described in 3GPP TS 24.008 [8].

When a SIP transaction times out, i.e. timer B, timer F or timer H expires at the UE, the UE may behave as if timer F expired, as described in subclause 5.1.1.4.

NOTE 6:
It is an implementation option whether these actions are also triggered by other means.

NOTE 7:
A number of headers can reveal information about the identity of the user. Where privacy is required, implementers should also give consideration to other headers that can reveal identity information. RFC 3323 [33] subclause 4.1 gives considerations relating to a number of headers.

NOTE 8:
RFC 3261 [26] provides for the use of the Priority header field with a suggested value of "emergency". It is not precluded that emergency sessions contain this value, but such usage will have no impact on the processing within the IM CN subsystem.

PROPOSED CHANGE

5.1.6.8.3
Emergency session set-up within an emergency registration

After a successful initial emergency registration, the UE shall apply the procedures as specified in subclauses 5.1.2A, 5.1.3 and 5.1.4 with the following additions:

1)
the UE shall include a Request URI in the INVITE request that contains an emergency service URN, i.e. with "sos" service type as specified in RFC 5031 [69]. An additional sub-service type can be added if information on the type of emergency service is known;

2)
the UE shall insert in the INVITE request, a To header with:

-
the same emergency service URN as in the Request URI; or

-
if the UE cannot perform local dialstring interpretation for the dialled digits, a dialstring URI representing the dialled digits in accordance with draft-rosen-iptel-dialstring [103] or a tel URL representing the dialled digits;

NOTE 1:
This version of the present document does not provide any specified handling of a URI with the dialled digits in accordance with draft-rosen-iptel-dialstring [103] at an entity within the IM CN susbsystem. Behaviour when this is used is therefore not defined.

3)
the UE shall insert in the INVITE request, a From header that includes the public user identity or the tel URI associated with the public user identity, as described in subclause 4.2;

4)
the UE shall insert in the INVITE request, a P-Preferred-Identity header that includes the emergency public user identity or the tel URI associated with the emergency public user identity as described in subclause 4.2;

5)
if the UE has its location information available, it shall include it in the INVITE request in the following way:

-
if the UE is aware of the URI that points to where the UE's location is stored, include the URI in the Geolocation header in accordance with draft-ietf-sip-location-conveyance [89]; or 

-
if the geographical location information of the UE is available to the UE, include its geographical location information as PIDF location object in accordance with RFC 4119 [90] and include the location object in a message body with the content type application/pidf+xml in accordance with draft-ietf-sip-location-conveyance [89]. The Geolocation header is set to a Content ID in accordance with draft-ietf-sip-location-conveyance [89];

NOTE 2:
It is suggested that UE's only use the option of providing a URI when the domain part belongs to the current P-CSCF or S-CSCF provider. This is an issue on which the network operator needs to provide guidance to the end user. A URI that is only resolvable to the UE which is making the emergency call is not desirable.

6)
if the UE has no geographical location information available, the UE shall not include any geographical location information as specified in draft-ietf-sip-location-conveyance [89] in the INVITE request; and

7)
if available to the UE, the P-Access-Network-Info header shall contain a location identifier such as the cell id, line id or the identity of the I-WLAN access node, which is relevant for routeing the IMS emergency call.

NOTE 3:
The IMS emergency specification in 3GPP TS 23.167 [4B] describes several methods how the UE can get its location information from the access network or from a server. Such methods are not in the scope of this specification.

NOTE 4:
RFC 3261 [26] provides for the use of the Priority header field with a suggested value of "emergency". It is not precluded that emergency sessions contain this value, but such usage will have no impact on the processing within the IM CN subsystem.

PROPOSED CHANGE

5.1.6.8.4
Emergency session setup within a non-emergency registration

The UE shall apply the procedures as specified in subclauses 5.1.2A, 5.1.3 and 5.1.4 with the following additions:

1)
the UE shall include a Request URI in the INVITE request that contains an emergency service URN, i.e. with "sos" service type as specified in RFC 5031 [69]. An additional sub-service type can be added if information on the type of emergency service is known;

2)
the UE shall insert in the INVITE request, a To header with:

-
the same emergency service URN as in the Request URI; or

-
if the UE cannot perform local dialstring interpretation for the dialled digits, a dialstring URI representing the dialled digits in accordance with draft-rosen-iptel-dialstring [103] or a tel URL representing the dialled digits;

NOTE 1:
This version of the present document does not provide any specified handling of a URI with the dialled digits in accordance with draft-rosen-iptel-dialstring [103] at an entity within the IM CN susbsystem. Behaviour when this is used is therefore not defined.

3)
the UE shall insert in the INVITE request, a From header that includes the public user identity or the tel URI associated with the public user identity, as described in subclause 4.2; 

4)
the UE shall insert in the INVITE request a P-Preferred-Identity that includes the public user identity or the tel URI associated with the public user identity as described in subclause 4.2;

5)
if the UE has its location information available, it shall include it in the INVITE request in the following way:
-
if the UE is aware of the URI that points to where the UE's location is stored, include the URI in the Geolocation header in accordance with draft-ietf-sip-location-conveyance [89]; or 

-
if the geographical location information of the UE is available to the UE, include its geographical location information as PIDF location object in accordance with RFC 4119 [90] and include the location object in a message body with the content type application/pidf+xml in accordance with draft-ietf-sip-location-conveyance [89]. The Geolocation header is set to a Content ID in accordance with draft-ietf-sip-location-conveyance [89];

6)
if available to the UE, the P-Access-Network-Info header shall contain a location identifier such as the cell id, line id or the identity of the I-WLAN access node, which is relevant for routeing the IMS emergency call; and

7)
if the UE has no geographical location information available, the UE shall not include any geographical location information as specified in draft-ietf-sip-location-conveyance [89] in the INVITE request.

NOTE 2:
It is suggested that UE's only use the option of providing a URI when the domain part belongs to the current P-CSCF or S-CSCF provider. This is an issue on which the network operator needs to provide guidance to the end user. A URI that is only resolvable to the UE which is making the emergency call is not desirable.

Upon receiving a 380 (Alternative Service) response to the INVITE request, with the 380 (Alternative Service) response include a IM CN subsystem XML body, with the type element set to "emergency" and the action element set to "emergency-registration" the UE shall:

1)
perform an initial emergency registration, as described in subclause 5.1.6.2; and

2)
attempt an emergency call as described in subclause 5.1.6.8.3.

Editor's Note: It is FFS how the UE will indicate if no location is available if the UE does not support draft-ietf-sip-location-conveyance [89].

NOTE 3:
The IMS emergency specification in 3GPP TS 23.167 [4B] describes several methods how the UE can get its location information from the access network or from a server. Such methods are not in the scope of this specification.

NOTE 4:
RFC 3261 [26] provides for the use of the Priority header field with a suggested value of "emergency". It is not precluded that emergency sessions contain this value, but such usage will have no impact on the processing within the IM CN subsystem.

PROPOSED CHANGE

5.2.10.2
General treatment for all dialogs and standalone transactions excluding the REGISTER method - from an unregistered user

If the P-CSCF receives an initial request for a dialog or standalone transaction, or an unknown method for an unregistered user on the IP address and the unprotected port advertised to the UE during the P-CSCF discovery or the SIP default port, the P-CSCF shall inspect the Request URI independent of values of possible entries in the received Route headers for known emergency service identifiers, i.e. emergency numbers and the emergency service URN from the configurable lists. 

If the P-CSCF detects that the Request-URI of the initial request for a dialog, or a standalone transaction, or an unknown method does not match any one of the emergency service identifiers in any of these lists, the P-CSCF shall reject the request by returning a 380 (Alternative Service) response to the UE, as specified in subclause 5.2.10.1.

If the P-CSCF detects that the Request-URI of the initial request for a dialog or standalone transaction, or unknown method matches one of the emergency service identifiers in any of these lists, the P-CSCF shall: 

1)
include in the Request-URI an emergency service URN, i.e. with a service type of "sos" in accordance with RFC 5031 [69]. An additional sub-service type can be added if information on the type of emergency service is known. The entry in the Request-URI that the P-CSCF includes may either be:

-
as received in the Request URI from the UE in accordance with RFC 5031 [69]; or

-
as deduced from the Request-URI received from the UE;

2)
select an E-CSCF and add the URI of the selected E-CSCF to the topmost Route header; and

NOTE:
How the list of E-CSCF is obtained by the P-CSCF is implementation dependent.
3)
execute the procedure described in subclause 5.2.6.3 dealing with the procedure when the P-CSCF receives an initial request from the UE and subclause 5.2.7.2 except for: 

- 
verifying the preloaded route against the received Service-Route header;

- 
removing the P-Preferred-Identity header; and 

- 
inserting a P-Asserted-Identity header.

When the P-CSCF receives any 1xx or 2xx response to the above requests, the P-CSCF shall execute the appropriate procedure for the type of request described in subclause 5.2.6.3, except that the P-CSCF may rewrite the port number of its own Record-Route entry to an unprotected port where the P-CSCF wants to receive the subsequent incoming requests from the UE belonging to this dialog.

If the P-CSCF does not receive any response to the initial request for a dialog or standalone transaction or unknown method (including its retransmissions); or receives a 3xx response or 480 (Temporarily Unavailable) response to an INVITE request, the P-CSCF shall select a new IBCF or E-CSCF and forward the request.
When the P-CSCF receives a target refresh request from the UE for a dialog, the P-CSCF shall execute the procedure described in step 1) to 5), in paragraph of subclause 5.2.6.3 describing the procedure when the P-CSCF receives a target refresh request.

When the P-CSCF receives from the UE subsequent requests other than a target refresh request (including requests relating to an existing dialog where the method is unknown), the P-CSCF shall execute the procedure described in step 1) to 4), in the paragraph of subclause 5.2.6.3 describing the procedure when the P-CSCF receives a subsequent request.

When the P-CSCF receives any 1xx or 2xx response to the above requests, the P-CSCF shall execute the appropriate procedure for the type of request described in subclause 5.2.6.3.

When the P-CSCF receives, destined for the UE, a target refresh request for a dialog, prior to forwarding the request, the P-CSCF shall execute the procedure described in step 3, the paragraph of subclause 5.2.6.4 describing when the
P-CSCF receives a target refresh request.

When the P-CSCF receives a 1xx or 2xx response to the above request the P-CSCF shall execute the procedure described in step 1) to 3) in the paragraph of subclause 5.2.6.4 describing when the P-CSCF receives 1xx or 2xx response to a target request.

When the P-CSCF receives any other response to the above request the P-CSCF shall execute the procedure described in step 1) to 2) in the paragraph of subclause 5.2.6.4 describing when the P-CSCF receives any other response to a target request.

When the P-CSCF receives, destined for the UE, a subsequent request for a dialog that is not a target refresh request (including requests relating to an existing dialog where the method is unknown), prior to forwarding the request, the
P-CSCF shall execute the procedure described in steps 2 and 3 of subclause 5.2.6.4 describing when a P-CSCF receives a subsequent request.

When the P-CSCF receives any other response to the above request the P-CSCF shall execute the procedure described in step 1 in the paragraph of subclause 5.2.6.4 describing when the P-CSCF receives any other response to a subsequent request.

PROPOSED CHANGE

5.2.10.3
General treatment for all dialogs and standalone transactions excluding the REGISTER method after emergency registration

If the P-CSCF receives an initial request for a dialog, or a standalone transaction, or an unknown method, for a registered user over the security association that was created during the emergency registration, the P-CSCF shall inspect the Request URI independent of values of possible entries in the received Route headers for known emergency service identifiers, i.e. emergency numbers and the emergency service URN from these configurable lists. 

If the P-CSCF detects that the Request-URI of the initial request for a dialog, or a standalone transaction, or an unknown method does not match any one of the emergency service identifiers in any of these lists, the P-CSCF shall reject the request by returning a 403 (Forbidden) response to the UE.

If the P-CSCF detects that the Request-URI of the initial request for a dialog, or a standalone transaction, or an unknown method matches one of the emergency service identifiers in any of these lists, the P-CSCF shall:

1)
include in the Request-URI an emergency service URN, i.e. with a service type of "sos" as specified in RFC 5031 [69], if necessary, and execute the procedure described in step 3, 4, 5, and 6, in subclause 5.2.6.3 dealing with the procedure when the P-CSCF receives an initial request from the UE. The entry in the Request-URI that the P-CSCF includes may either be:

-
as received from the UE in the Request URI in accordance with RFC 5031 [69]; or

-
as deduced from the Request-URI received from the UE.

In addition the P-CSCF shall execute the procedures as specified in subclause 5.2 with the following additions:

2)
the P-CSCF shall:

-
if the registered emergency public user identity is included in the P-Preferred-Identity header, remove the P-Preferred-Identity header from the received request and insert a P-Asserted-Identity header that includes the emergency public user identity that was present in the P-Preferred-Identity header. Add a second P-Asserted identity header that contains the tel URI associated with the emergency public user identity. If the tel URI associated with the registered emergency public user identity is included in the
P-Preferred-Identity header, check the validity of the tel URI, remove the P-Preferred-Identity header and insert a P-Asserted-Identity header that includes the tel URI that was present in the P-Preferred-Identity header. Add a second P-Asserted-Identity header that contains the emergency public user identity; and

-
select an E-CSCF and add the URI of the selected E-CSCF to the topmost Route header.

NOTE:
It is implementation dependant as to how the P-CSCF obtains the list of E-CSCFs.
If the P-CSCF does not receive any response to the INVITE request (including its retransmissions); or receives a 3xx response or 480 (Temporarily Unavailable) response to an INVITE request, the P-CSCF shall select a new E-CSCF and forward the INVITE request.
PROPOSED CHANGE

5.2.10.4
General treatment for all dialogs and standalone transactions excluding the REGISTER method - non-emergency registration

If the P-CSCF receives an initial request for a dialog, or a standalone transaction, or an unknown method, for a registered user the P-CSCF shall inspect the Request URI independent of values of possible entries in the received Route headers for known emergency service identifiers, i.e. emergency numbers and the emergency service URN from these configurable lists. If the P-CSCF detects that the Request-URI of the initial request for a dialog, or a standalone transaction, or an unknown method matches one of the emergency service identifiers in any of these lists, the P-CSCF shall:
1)
include in the Request-URI an emergency service URN, i.e. with a service type of "sos" as specified in RFC 5031 [69], if necessary, and execute the procedure described in step 2, 3, 4, 5, and 6, in subclause 5.2.6.3 dealing with the procedure when the P-CSCF receives an initial request from the UE. The entry in the Request-URI that the P-CSCF includes may either be:

-
as received from the UE in the Request URI in accordance with RFC 5031 [69]; or

-
as deduced from the Request-URI received from the UE.

In addition the P-CSCF shall execute the procedures as specified in subclause 5.2 with the following additions:

2)
the P-CSCF shall:

-
if the public user identity included in the P-Preferred-Identity header matches one of the registered public user identities, remove the P-Preferred-Identity header from the received request and insert a P-Asserted-Identity header that includes the public user identity that was present in the P-Preferred-Identity header. Add a second P-Asserted identity header that contains the tel URI associated with the public user identity. If the tel URI associated with one of the registered public user identities is included in the
P-Preferred-Identity header, check the validity of the tel URI, remove the P-Preferred-Identity header and insert a P-Asserted-Identity header that includes the tel URI that was present in the P-Preferred-Identity header. Add a second P-Asserted-Identity header that contains a public user identity associated with the tel URI;

-
select an E-CSCF and add the URI of the selected E-CSCF to the topmost Route header.

NOTE:
It is implementation dependant as to how the P-CSCF obtains the list of E-CSCFs.

If the P-CSCF does not receive any response to the INVITE request (including its retransmissions); or receives a 3xx response or 480 (Temporarily Unavailable) response to an INVITE request, the P-CSCF shall select a new E-CSCF and forward the INVITE request.

PROPOSED CHANGE

5.2.10.5
Abnormal cases

If the IM CN subsystem to where the P-CSCF belongs to is not capable to handle emergency sessions or due to local policy does not handle emergency sessions or only handles certain type of emergency session request, the P-CSCF shall not forward the INVITE request. The P-CSCF shall respond to the INVITE request with a 380 (Alternative Service) response, see subclause 5.2.10.1.

NOTE:
Some networks only allow session requests which are in accordance with RFC 5031 [69].

PROPOSED CHANGE

5.11.2
UE originating case

The E-CSCF may either forward the call to a PSAP in the IP network or forward the call to a PSAP in the PSTN. In the latter case the call will pass a BGCF and a MGCF before entering the PSTN.

Upon receipt of an initial request for a dialog, or a standalone transaction, or an unknown method including a Request-URI with an emergency service URN in accordance with RFC 5031 [69] or an emergency number the E-CSCF shall: 

1)
remove its own SIP URI from the topmost Route header;

2)
if the PSAP is the next hop, store the value of the icid parameter received in the P-Charging-Vector header and remove the received information in the P-Charging-Vector header, else keep the P-Charging-Vector if the next hop is an exit IBCF or a BGCF;

3)
if the PSAP is the next hop remove the P-Charging-Function-Addresses headers, if present, else keep the
P-Charging-Function-Addresses headers if the next hop is an exit IBCF or an BGCF;

4)
if an IBCF or BGCF is the next hop insert a type 2 orig-ioi parameter into the P-Charging-Vector header. The E-CSCF shall set the type 2 orig-ioi parameter to a value that identifies the sending network. The E-CSCF shall not include the term-ioi parameter;

5)
get location information as:

-
geographical location information received as a location object from a message body with the content type application/pidf+xml in accordance with draft-ietf-sip-location-conveyance [89]; and

-
location identifier as derived from the P-Access-Network Network-Info header, if available. 

NOTE 1:
The E-CSCF can request location information from an LRF. The protocol used to retrieve the location information from the LRF is not specified in this version of the specification.

NOTE 2:
As an alternative to retrieve location information from the LRF the E-CSCF can also request location information from an external server. The address to the external server can be received in the Geolocation header as specified in draft-ietf-sip-location-conveyance [89]. The protocol used to retrieve the location information from the external server is not specified in this version of the specification.

6)
select, based on location information and optionally type of emergency service:

-
a PSAP connected to the IM CN subsystem network and add the PSAP URI to the topmost Route header; or

NOTE 3:
The E-CSCF conveys the P-Access-Network-Info header containing the location identifier to the PSAP.
-
a PSAP in the PSTN, add the BGCF URI to the topmost Route header and add a PSAP URI in tel URI format to the Request-URI with an entry used in the PSTN/CS domain to address the PSAP;

NOTE 4:
The E-CSCF conveys the P-Access-Network-Info header containing the location identifier towards the MGCF. The MGCF can translate the location Information if included in INVITE (i.e. both the geographical location information in PIDF-LO and the location identifier in the P-Access-Network-Info header) into ISUP signalling, see 3GPP TS 29.163 [11B].

NOTE 5:
The E-CSCF can request location information and routeing information from the LRF. The E-CSCF can for example send the location identifier to LRF and LRF maps the location identifier into the corresponding geographical location information that LRF sends to E-CSCF. The LRF can invoke an RDF to convert the location information into a proper PSAP/EC URI. Both the location information and the PSAP URI are returned to the E-CSCF.
NOTE 6:
The way the E-CSCF determines the next hop address when the PSAP address is a tel URI is implementation dependent.

7)
if the E-CSCF receives a reference number from the LRF the E-CSCF shall include the reference number in the P-Asserted-Identity header;

NOTE 7:
The reference number is used in the communication between the PSAP and LRF.

8)
if due to local policy or if the PSAP requires interconnect functionalities (e.g. PSAP address is of an IP address type other than the IP address type used in the IM CN subsystem), put the address of the IBCF to the topmost route header, in order to forward the request to the PSAP via an IBCF in the same network;

9)
create a Record-Route header containing its own SIP URI;

10)
if the request is an INVITE request, save the Contact, Cseq and Record-Route header field values received in the request such that the E-CSCF is able to release the session if needed; and

11)
route the request based on SIP routeing procedures.

Editor's Note: It needs to be investigated whether the E-CSCF also needs (under specific circumstances) to release an emergency session.

NOTE 8:
Depending on local operator policy, the E-CSCF has the capability to reject requests relating to specific methods in accordance with RFC 3261 [26], as an alternative to the functionality described above.

Upon receipt of an initial request for a dialog, a standalone transaction, or an unknown method, that does not include a Request-URI with an emergency service URN or an emergency number, the E-CSCF shall reject the call by sending a 403 (Forbidden) response.

When the E-CSCF receives the request containing the access-network-charging-info parameter in the P-Charging-Vector, the E-CSCF shall store the access-network-charging-info parameter from the P-Charging-Vector header. The
E-CSCF shall retain access-network-charging-info parameter in the P-Charging-Vector header.

When the E-CSCF receives any request or response (excluding ACK requests and CANCEL requests and responses) related to a UE-originated dialog or standalone transaction, the E-CSCF may insert previously saved values into
P-Charging-Vector and P-Charging-Function-Addresses headers before forwarding the message.

When the E-CSCF receives an INVITE request from the UE, the E-CSCF may require the periodic refreshment of the session to avoid hung states in the E-CSCF. If the E-CSCF requires the session to be refreshed, it shall apply the procedures described in RFC 4028 [58] clause 8. 

NOTE 9:
Requesting the session to be refreshed requires support by at least the UE or the PSAP or MGCF. This functionality cannot automatically be granted, i.e. at least one of the involved UAs needs to support it in order to make it work. 
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