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<<Begin Change 1>>

7.2A.4
P-Access-Network-Info header

7.2A.4.1
Introduction

The P-Access-Network-Info header is extended to include specific information relating to particular access technologies.

7.2A.4.2
Syntax

The syntax of the P-Access-Network-Info header is described in RFC 3455 [52]. There are additional coding rules for this header depending on the type of IP-CAN, according to access technology specific descriptions.

Table 7.6A describes the 3GPP-specific extended syntax of the P-Access-Network-Info header field defined in RFC 3455 [52].

Table 7.6A: Syntax of extended P-Access-Network-Info header

   P-Access-Network-Info  = “P-Access-Network-Info” HCOLON 

                            access-net-spec *(COMMA access-net-spec)

   access-net-spec        = access-type [SEMI np] *(SEMI access-info)

   access-type            = "IEEE-802.11" / "IEEE-802.11a" / "IEEE-802.11b" / "IEEE-802.11g" / "IEEE-802.11n" / "3GPP-GERAN" / "3GPP-UTRAN-FDD" / "3GPP-UTRAN-TDD" / "ADSL" / "ADSL2" / "ADSL2+" / "RADSL" / "SDSL" / "HDSL" / "HDSL2" / "G.SHDSL" / "VDSL" / "IDSL" / "3GPP2-1X" / "3GPP2-1X-HRPD" / "3GPP2-UMB" / "DOCSIS" / token

   np                     = "network-provided"
   access-info            = cgi-3gpp / utran-cell-id-3gpp / dsl-location / i-wlan-node-id / ci-3gpp2 / extension-access-info

   extension-access-info  = gen-value

   cgi-3gpp               = "cgi-3gpp" EQUAL (token / quoted-string)

   utran-cell-id-3gpp     = "utran-cell-id-3gpp" EQUAL (token / quoted-string)

   i-wlan-node-id         = "i-wlan-node-id" EQUAL (token / quoted-string)

   dsl-location           = "dsl-location" EQUAL (token / quoted-string)

   ci-3gpp2               = "ci-3gpp2" EQUAL (token / quoted-string)
The presence of the "np" parameter indicates a P-Access-Network-Info header is provided by the P-CSCF. The content can differ from a P-Access-Network-Info header without this parameter which is provided by the UE.
7.2A.4.3
Additional coding rules for P-Access-Network-Info header

The P-Access-Network-Info header is populated with the following contents:

1)
the access-type field set to one of "3GPP-GERAN","3GPP-UTRAN-FDD", "3GPP-UTRAN-TDD", "3GPP2-1X", "3GPP2-1X-HRPD", "3GPP2-UMB", "IEEE-802.11", "IEEE-802.11a", "IEEE-802.11b", "IEEE-802.11g", "IEEE-802.11n", "ADSL", "ADSL2", "ADSL2+", "RADSL", "SDSL", "HDSL", "HDSL2", "G.SHDSL", "VDSL", "IDSL", or "DOCSIS" as appropriate to the access technology in use.

2)
if the access type field is set to "3GPP-GERAN", a cgi-3gpp parameter set to the Cell Global Identity obtained from lower layers of the UE. The Cell Global Identity is a concatenation of MCC, MNC, LAC and CI (as described in 3GPP TS 23.003 [3]). The value of "cgi-3gpp" parameter is therefore coded as a text string as follows:

Starting with the most significant bit, MCC (3 digits), MNC (2 or 3 digits depending on MCC value), LAC (fixed length code of 16 bits using full hexadecimal representation) and CI (fixed length code of 16 bits using a full hexadecimal representation);

3)
if the access type field is equal to "3GPP-UTRAN-FDD", or "3GPP-UTRAN-TDD", a "utran-cell-id-3gpp" parameter set to a concatenation of the MCC, MNC, LAC (as described in 3GPP TS 23.003 [3]) and the UMTS Cell Identity (as described in 3GPP TS 25.331 [9A]), obtained from lower layers of the UE, and is coded as a text string as follows:

Starting with the most significant bit, MCC (3 digits), MNC (2 or 3 digits depending on MCC value), LAC (fixed length code of 16 bits using full hexadecimal representation) and UMTS Cell Identity (fixed length code of 28 bits using a full hexadecimal representation);

4)
if the access type field is set to "3GPP2-1X", a ci-3gpp2 parameter set to the ASCII representation of the hexadecimal value of the string obtained by the concatenation of SID (16 bits), NID (16 bits), PZID (8 bits) and BASE_ID (16 bits) (see 3GPP2 C.S0005-D [85]) in the specified order. The length of the ci-3gpp2 parameter shall be 14 hexadecimal characters. The hexadecimal characters (A through F) shall be coded using the uppercase ASCII characters. If the MS does not know the values for any of the above parameters, the MS shall use the value of 0 for that parameter. For example, if the SID is unknown, the MS shall represent the SID as 0x0000;

NOTE 1:
The SID value is represented using 16 bits as supposed to 15 bits as specified in 3GPP2 C.S0005-D [85].

EXAMPLE:
If SID = 0x1234, NID = 0x5678, PZID = 0x12, BASE_ID = 0xFFFF, the ci-3gpp2 value is set to the string "1234567812FFFF".

5)
if the access type field is set to "3GPP2-1X-HRPD", a ci-3gpp2 parameter set to the ASCII representation of the hexadecimal value of the string obtained by the concatenation of Sector ID (128 bits) and Subnet length (8 bits) (see 3GPP2 C.S0024-A [86]) in the specified order. The length of the ci-3gpp2 parameter shall be 34 hexadecimal characters. The hexadecimal characters (A through F) shall be coded using the uppercase ASCII characters;

EXAMPLE:
If the Sector ID = 0x12341234123412341234123412341234, Subnet length = 0x11, the ci-3gpp2 value is set to the string "1234123412341234123412341234123411".

6)
if the access type field is set to "3GPP2-UMB" 3GPP2 C.S0084-000 [86A], a ci-3gpp2 parameter is set to the ASCII representation of the hexadecimal value of the Sector ID (128 bits) defined in 3GPP2 C.S0084-000 [86A]. The length of the ci-3gpp2 parameter shall be 32 hexadecimal characters. The hexadecimal characters (A through F) shall be coded using the uppercase ASCII characters.

EXAMPLE:
If the Sector ID = 0x12341234123412341234123412341234, the ci-3gpp2 value is set to the string "12341234123412341234123412341234".
7)
if the access-type field set to one of "IEEE-802.11", "IEEE-802.11a", "IEEE-802.11b" or "IEEE-802.11g", or "IEEE-802.11n", an "i-wlan-node-id" parameter is set to the ASCII representation of the hexadecimal value of the AP's MAC address without any delimiting characters.
EXAMPLE:
If the AP's MAC address = 00-0C-F1-12-60-28, then i-wlan-node-id  is set to the string "000cf1126028".

8)
if the access-type field is set to one of "ADSL", "ADSL2", "ADSL2+", "RADSL", "SDSL", "HDSL", "HDSL2", "G.SHDSL", "VDSL", "IDSL", the access-info field shall contain a dsl-location parameter obtained from the CLF (see NASS functional architecture); and
9)
if the access-type field set to "DOCSIS", the access info parameter is set to a null value. This release of this specification does not define values for use in this parameter.

NOTE 2:
The "cgi-3gpp", the "utran-cell-id-3gpp", the "ci-3gpp2", the "i-wlan-node-id", and the "dsl-location" parameters described above among other usage also constitute the location identifiers that are used for emergency services.

<<End Change 1>>

<<Begin Change 2>>

7.7
SIP timers

The timers defined in RFC 3261 [26] need modification in some cases to accommodate the delays introduced by the air interface processing and transmission delays. Table 7.8 shows recommended values for IM CN subsystem.

Table 7.8 lists in the first column, titled "SIP Timer" the timer names as defined in RFC 3261 [26].

The second column, titled "value to be applied between IM CN subsystem elements" lists the values recommended for network elements e.g. P-CSCF, S-CSCF, MGCF, when communicating with each other i.e. when no air interface leg is included. These values are identical to those recommended by RFC 3261 [26].

The third column, titled "value to be applied at the UE" lists the values recommended for the UE, when in normal operation the UE generates requests or responses containing a P-Access-Network-Info header which included a value of "3GPP-GERAN","3GPP-UTRAN-FDD", "3GPP-UTRAN-TDD", "3GPP2-1X", "3GPP2-1X-HRPD", "3GPP2-UMB", "IEEE-802.11", "IEEE-802.11a", "IEEE-802.11b", or "IEEE-802.11g", or "IEEE-802.11n". These are modified when compared to RFC 3261 [26] to accommodate the air interface delays. In all other cases, the UE should use the values specified in RFC 3261 [26] as indicated in the second column of table 7.8.

The fourth column, titled "value to be applied at the P-CSCF toward a UE" lists the values recommended for the P-CSCF when an air interface leg is traversed, and which are used on all SIP transactions on a specific security association where the security association was established using a REGISTER request containing a P-Access-Network-Info header which included a value of "3GPP-GERAN","3GPP-UTRAN-FDD", "3GPP-UTRAN-TDD", "3GPP2-1X", "3GPP2-1X-HRPD", "3GPP2-UMB", "IEEE-802.11", "IEEE-802.11a" or "IEEE-802.11b", or "IEEE-802.11g", or "IEEE-802.11n". These are modified when compared to RFC 3261 [26]. In all other cases, the P-CSCF should use the values specified in RFC 3261 [26] as indicated in the second column of table 7.8.

The final column reflects the timer meaning as defined in RFC 3261 [26].

Table 7.8: SIP timers
	SIP Timer 
	Value to be applied between IM CN subsystem elements 
	Value to be applied at the UE
	Value to be applied at the P-CSCF toward a UE
	Meaning

	T1
	500ms default
	2s default
	2s default
	RTT estimate

	T2
	4s
	16s
	16s
	The maximum retransmit interval for non-INVITE requests and INVITE responses

	T4
	5s
	17s
	17s
	Maximum duration a message will remain in the network

	Timer A
	initially T1
	initially T1
	initially T1
	INVITE request retransmit interval, for UDP only 

	Timer B
	64*T1
	64*T1
	64*T1
	INVITE transaction timeout timer

	Timer C
	> 3min
	> 3 min
	> 3 min
	proxy INVITE transaction timeout

	Timer D
	> 32s for UDP
	>128s
	>128s
	Wait time for response retransmits

	
	0s for TCP/SCTP
	 0s for TCP/SCTP
	0s for TCP/SCTP
	

	Timer E
	initially T1
	initially T1
	initially T1
	non-INVITE request retransmit interval, UDP only 

	Timer F
	64*T1
	64*T1
	64*T1
	non-INVITE transaction timeout timer

	Timer G
	initially T1
	initially T1
	initially T1
	INVITE response retransmit interval 

	Timer H
	64*T1
	64*T1
	64*T1
	Wait time for ACK receipt. 

	Timer I
	T4 for UDP
	T4 for UDP
	T4 for UDP
	Wait time for ACK retransmits 

	
	0s for TCP/SCTP
	0s for TCP/SCTP
	0s for TCP/SCTP
	

	Timer J
	64*T1 for UDP
	64*T1 for UDP
	64*T1 for UDP
	Wait time for non-INVITE request retransmits 

	
	0s for TCP/SCTP
	0s for TCP/SCTP
	0s for TCP/SCTP
	

	Timer K
	T4 for UDP
	T4 for UDP
	T4 for UDP
	Wait time for response retransmits 

	
	0s for TCP/SCTP
	0s for TCP/SCTP 
	0s for TCP/SCTP
	


<<End Change 2>>

<<Begin Change 3>>

8
SIP compression

8.1
SIP compression procedures at the UE

8.1.1
SIP compression

If in normal operation the UE generates requests or responses containing a P-Access-Network-Info header which included a value of "3GPP-GERAN","3GPP-UTRAN-FDD", "3GPP-UTRAN-TDD", "3GPP2-1X", "3GPP2-1X-HRPD", "3GPP2-UMB", "IEEE-802.11", "IEEE-802.11a", "IEEE-802.11b" or "IEEE-802.11g", or "IEEE-802.11n", then the UE shall support: 
-
SigComp as specified in RFC 3320 [32] and as updated by RFC 4896 [118]; and

-
the additional requirements specified in draft-ietf-rohc-sigcomp-sip [79], with the exception that the State Memory Size of at least 4096 bytes shall be a minimum value. 
If in normal operation the UE generates requests or responses containing a P-Access-Network-Info header which included a value of "3GPP-GERAN","3GPP-UTRAN-FDD", "3GPP-UTRAN-TDD", "3GPP2-1X", "3GPP2-1X-HRPD", "3GPP2-UMB", "IEEE-802.11", "IEEE-802.11a", "IEEE-802.11b" or "IEEE-802.11g", or "IEEE-802.11n", then the UE may support: 

-
the negative acknowledgement mechanism specified in RFC 4077 [65A].

When using SigComp the UE shall send compressed SIP messages in accordance with RFC 3486 [55]. When the UE will create the compartment is implementation specific, but the compartment shall not be created until a set of security associations are set up. The compartment shall finish when the UE is deregistered. State creations and announcements shall be allowed only for messages received in a security association.

NOTE:
Exchange of bytecodes during registration will prevent unnecessary delays during session setup.

If the UE supports SigComp: 
-
the UE shall support the SIP dictionary specified in RFC 3485 [42] and as updated by RFC 4896 [118]. If compression is enabled, the UE shall use the dictionary to compress the first message; and
-
if the UE supports the presence user agent or watcher roles as specified in table A.3A/2 and table A.3A/4, the UE may support the presence specific dictionary specified in draft-garcia-simple-presence-dictionary [119]. 

8.1.2
Compression of SIP requests and responses transmitted to the P-CSCF

If in normal operation the UE generates requests or responses containing a P-Access-Network-Info header which included a value of "3GPP-GERAN","3GPP-UTRAN-FDD", "3GPP-UTRAN-TDD", "3GPP2-1X", "3GPP2-1X-HRPD", "3GPP2-UMB", "IEEE-802.11", "IEEE-802.11a", "IEEE-802.11b" or IEEE-802.11g", or "IEEE-802.11n", then the UE should compress the requests and responses transmitted to the P-CSCF according to subclause 8.1.1. In other cases where SigComp is supported, it need not.

NOTE 1:
Compression of SIP messages is an implementation option. However, compression is strongly recommended.

NOTE 2:
In an IP-CAN where compression support is mandatory, the UE may send even the first message compressed. Sigcomp provides mechanisms to allow the UE to know if state has been created in the P-CSCF or not.

<<End Change 3>>

<<Begin Change 4>>

8.2.2
Compression of SIP requests and responses transmitted to the UE

The P-CSCF should compress the requests and responses transmitted to the UE according to subclause 8.2.1.

For all SIP transactions on a specific security association where the security association was established using a REGISTER request from the UE containing a P-Access-Network-Info header which included a value of "3GPP-GERAN","3GPP-UTRAN-FDD", "3GPP-UTRAN-TDD", "3GPP2-1X", "3GPP2-1X-HRPD", "3GPP2-UMB", "IEEE-802.11", "IEEE-802.11a", "IEEE-802.11b" or "IEEE-802.11g", or "IEEE-802.11n",  then the P-CSCF should compress the requests and responses transmitted to the UE according to subclause 8.2.1. In other cases where SigComp is supported, it need not.

NOTE:
Compression of SIP messages is an implementation option. However, compression is strongly recommended.
<<End Change 4>>

<<Begin Change 5>>

Annex A (normative):
Profiles of IETF RFCs for 3GPP usage

A.1.3
Roles

Table A.2: Roles

	Item
	Roles
	Reference
	RFC status
	Profile status

	1
	User agent
	[26]
	o.1
	o.1

	2
	Proxy 
	[26]
	o.1
	o.1

	o.1:
It is mandatory to support exactly one of these items.

	NOTE:
For the purposes of the present document it has been chosen to keep the specification simple by the tables specifying only one role at a time. This does not preclude implementations providing two roles, but an entirely separate assessment of the tables shall be made for each role.


Table A.3: Roles specific to this profile

	Item
	Roles
	Reference
	RFC status
	Profile status

	1
	UE
	5.1
	n/a
	o.1

	2
	P-CSCF
	5.2
	n/a
	o.1

	3
	I-CSCF
	5.3
	n/a
	o.1

	3A
	void
	
	
	

	4
	S-CSCF
	5.4
	n/a
	o.1

	5
	BGCF
	5.6
	n/a
	o.1

	6
	MGCF
	5.5
	n/a
	o.1

	7
	AS
	5.7
	n/a
	o.1

	7A
	AS acting as terminating UA, or redirect server
	5.7.2
	n/a
	c2

	7B
	AS acting as originating UA
	5.7.3
	n/a
	c2

	7C
	AS acting as a SIP proxy
	5.7.4
	n/a
	c2

	7D
	AS performing 3rd party call control
	5.7.5
	n/a
	c2

	8
	MRFC
	5.8
	n/a
	o.1

	9
	IBCF
	5.10
	n/a
	o.1

	9A
	IBCF (THIG)
	5.10.4
	n/a
	c4

	9B
	IBCF (IMS-ALG)
	5.10.5
	n/a
	c4

	9C
	IBCF (Screening of SIP signalling)
	5.10.6
	n/a
	c4

	10
	Additional routeing functionality
	Annex I
	n/a
	c3

	11
	E-CSCF
	5.11
	n/a
	o.1

	c2:
IF A.3/7 THEN o.2 ELSE n/a - - AS.

c3:
IF A.3/3 OR A.3/4 OR A.3/5 OR A.3/6 OR A.3/9 THEN o ELSE o.1 - - I-CSCF, S-CSCF, BGCF, MGCF, IBCF.

c4: 
IF A.3/9 THEN o.3 ELSE n/a - - IBCF.

o.1:
It is mandatory to support exactly one of these items. 

o.2:
It is mandatory to support at least one of these items.

o.3:
It is mandatory to support at least one of these items.

	NOTE:
For the purposes of the present document it has been chosen to keep the specification simple by the tables specifying only one role at a time. This does not preclude implementations providing two roles, but an entirely separate assessment of the tables shall be made for each role.


Table A.3A: Roles specific to additional capabilities

	Item
	Roles
	Reference
	RFC status
	Profile status

	1
	Presence server
	3GPP TS 24.141 [8A]
	n/a
	c1

	2
	Presence user agent
	3GPP TS 24.141 [8A]
	n/a
	c2

	3
	Resource list server
	3GPP TS 24.141 [8A]
	n/a
	c3

	4
	Watcher
	3GPP TS 24.141 [8A]
	n/a
	c4

	11
	Conference focus
	3GPP TS 24.147 [8B]
	n/a
	c5

	12
	Conference participant
	3GPP TS 24.147 [8B]
	n/a
	c6

	21
	CSI user agent
	3GPP TS 24.279 [8E]
	n/a
	c7

	22
	CSI application server
	3GPP TS 24.279 [8E]
	n/a
	c8

	31
	Messaging application server
	3GPP TS 24.247 [8F]
	n/a
	c5

	32
	Messaging list server
	3GPP TS 24.247 [8F]
	n/a
	c5

	33
	Messaging participant
	3GPP TS 24.247 [8F]
	n/a
	c2

	c1:
IF A.3/7A AND A.3/7B THEN o ELSE n/a - - AS acting as terminating UA, or redirect server and AS acting as originating UA.

c2:
IF A.3/1 THEN o ELSE n/a - - UE.

c3:
IF A.3/7A THEN o ELSE n/a - - AS acting as terminating UA, or redirect server.

c4:
IF A.3/1 OR A.3/7B THEN o ELSE n/a - - UE or AS acting as originating UA.

c5:
IF A.3/7D AND A.3/4 AND A.3/8 THEN o ELSE n/a - - AS performing 3rd party call control and S-CSCF and MRFC (note 2).

c6:
IF A.3/1 OR A.3A/11 THEN o ELSE n/a - - UE or conference focus.

c7:
IF A.3/1 THEN o ELSE n/a - - UE.

c8:
IF A.3/7D THEN o ELSE n/a - - CSI AS performing 3rd party call control.

	NOTE 1:
For the purposes of the present document it has been chosen to keep the specification simple by the tables specifying only one role at a time. This does not preclude implementations providing two roles, but an entirely separate assessment of the tables shall be made for each role.

NOTE 2:
The functional split between the MRFC and the conferencing AS is out of scope of this document and they are assumed to be collocated.


Table A.3B: Roles with respect to access technology

	Item
	Value used in P-Access-Network-Info header
	Reference
	RFC status
	Profile status

	1
	3GPP-GERAN
	[52] 4.4
	o
	c1

	2
	3GPP-UTRAN-FDD
	[52] 4.4
	o
	c1

	3
	3GPP-UTRAN-TDD
	[52] 4.4
	o
	c1

	4
	3GPP2-1X
	[52] 4.4
	o
	c1

	5
	3GPP2-1X-HRPD
	[52] 4.4
	o
	c1

	6
	3GPP2-UMB
	[52] 4.4
	o
	c1

	11
	IEEE-802.11
	[52] 4.4
	o
	c1

	12
	IEEE-802.11a
	[52] 4.4
	o
	c1

	13
	IEEE-802.11b
	[52] 4.4
	o
	c1

	14
	IEEE-802.11g
	[52] 4.4
	o
	c1

	15
	IEEE-802.11n
	[52] 4.4
	o
	c1

	21
	ADSL
	[52] 4.4
	o
	c1

	22
	ADSL2
	[52] 4.4
	o
	c1

	23
	ADSL2+
	[52] 4.4
	o
	c1

	24
	RADSL
	[52] 4.4
	o
	c1

	25
	SDSL
	[52] 4.4
	o
	c1

	26
	HDSL
	[52] 4.4
	o
	c1

	27
	HDSL2
	[52] 4.4
	o
	c1

	28
	G.SHDSL
	[52] 4.4
	o
	c1

	29
	VDSL
	[52] 4.4
	o
	c1

	30
	IDSL
	[52] 4.4
	o
	c1

	41
	DOCSIS
	[52] 4.4
	o
	c1

	c1:
If A.3/1 OR A.3/2 THEN o.1 ELSE n/a.

o.1:
It is mandatory to support at least one of these items.


<<End Change 5>>

<<Begin Change 6>>

A.2
Profile definition for the Session Initiation Protocol as used in the present document

A.2.1
User agent role

A.2.1.1
Introduction

This subclause contains the ICS proforma tables related to the user role. They need to be completed only for UA implementations:

Prerequisite: A.2/1 - - user agent role.

A.2.1.2
Major capabilities

Editor's note: it needs to be checked whether it should be explicitly clarified that the IBCF (IMS-ALG) is transparent to some presence or conference extensions.

Table A.4: Major capabilities

	Item
	Does the implementation support
	Reference
	RFC status
	Profile status

	
	Capabilities within main protocol
	
	
	

	1
	client behaviour for registration?
	[26] subclause 10.2
	o
	c3

	2
	registrar?
	[26] subclause 10.3
	o
	c4

	2A
	registration of multiple contacts for a single address of record
	[26] 10.2.1.2, 16.6
	o
	o

	2B
	initiating a session?
	[26] subclause 13
	o
	o

	2C
	initiating a session which require local and/or remote resource reservation?
	[27]
	o
	c43

	3
	client behaviour for INVITE requests?
	[26] subclause 13.2
	c18
	c18

	4
	server behaviour for INVITE requests?
	[26] subclause 13.3
	c18
	c18

	5
	session release?
	[26] subclause 15.1
	c18
	c18

	6
	timestamping of requests?
	[26] subclause 8.2.6.1
	o
	o

	7
	authentication between UA and UA?
	[26] subclause 22.2
	c34
	c34

	8
	authentication between UA and registrar?
	[26] subclause 22.2
	o
	c74

	8A
	authentication between UA and proxy?
	[26] 20.28, 22.3
	o
	c75

	9
	server handling of merged requests due to forking?
	[26] 8.2.2.2
	m
	m

	10
	client handling of multiple responses due to forking?
	[26] 13.2.2.4
	m
	m

	11
	insertion of date in requests and responses?
	[26] subclause 20.17
	o
	o

	12
	downloading of alerting information?
	[26] subclause 20.4
	o
	o

	
	Extensions
	
	
	

	13
	the SIP INFO method?
	[25]
	o
	n/a

	14
	reliability of provisional responses in SIP?
	[27]
	c19
	c44

	15
	the REFER method?
	[36]
	o
	c33

	16
	integration of resource management and SIP?
	[30] [64]
	c19
	c44

	17
	the SIP UPDATE method?
	[29]
	c5
	c44

	19
	SIP extensions for media authorization?
	[31]
	o
	c14

	20
	SIP specific event notification?
	[28]
	o
	c13

	21
	the use of NOTIFY to establish a dialog?
	[28] 4.2
	o
	n/a

	22
	acting as the notifier of event information?
	[28]
	c2
	c15

	23
	acting as the subscriber to event information?
	[28]
	c2
	c16

	24
	session initiation protocol extension header field for registering non-adjacent contacts?
	[35]
	o
	c6

	25
	private extensions to the Session Initiation Protocol (SIP) for network asserted identity within trusted networks?
	[34]
	o
	m

	26
	a privacy mechanism for the Session Initiation Protocol (SIP)?
	[33]
	o
	m

	26A
	request of privacy by the inclusion of a Privacy header indicating any privacy option?
	[33]
	c9
	c11

	26B
	application of privacy based on the received Privacy header?
	[33]
	c9
	n/a

	26C
	passing on of the Privacy header transparently?
	[33]
	c9
	c12

	26D
	application of the privacy option "header" such that those headers which cannot be completely expunged of identifying information without the assistance of intermediaries are obscured?
	[33] 5.1
	c10
	c27

	26E
	application of the privacy option "session" such that anonymization for the session(s) initiated by this message occurs?
	[33] 5.2
	c10
	c27

	26F
	application of the privacy option "user" such that user level privacy functions are provided by the network?
	[33] 5.3
	c10
	c27

	26G
	application of the privacy option "id" such that privacy of the network asserted identity is provided by the network?
	[34] 7
	c10
	n/a

	26H
	application of the privacy option "history" such that privacy of the History-Info header is provided by the network?
	[66] 7.2
	c37
	c37

	27
	a messaging mechanism for the Session Initiation Protocol (SIP)?
	[50]
	o
	c7

	28
	session initiation protocol extension header field for service route discovery during registration?
	[38]
	o
	c17

	29
	compressing the session initiation protocol?
	[55]
	o
	c8

	30
	private header extensions to the session initiation protocol for the 3rd-Generation Partnership Project (3GPP)?
	[52]
	o
	m

	31
	the P-Associated-URI header extension?
	[52] 4.1
	c21
	c22

	32
	the P-Called-Party-ID header extension?
	[52] 4.2
	c21
	c23

	33
	the P-Visited-Network-ID header extension?
	[52] 4.3
	c21
	c24

	34
	the P-Access-Network-Info header extension?
	[52] 4.4
	c21
	c25

	35
	the P-Charging-Function-Addresses header extension?
	[52] 4.5
	c21
	c26

	36
	the P-Charging-Vector header extension?
	[52] 4.6
	c21
	c26

	37
	security mechanism agreement for the session initiation protocol?
	[48]
	o
	c20

	38
	the Reason header field for the session initiation protocol?
	[34A]
	o
	c68

	38A
	use of the Reason header field in Session Initiation Protocol (SIP) responses?
	[130]
	o
	c82

	39
	an extension to the session initiation protocol for symmetric response routeing?
	[56A]
	o
	c62

	40
	caller preferences for the session initiation protocol?
	[56B]
	C29
	c29

	40A
	the proxy-directive within caller-preferences?
	[56B] 9.1
	o.5
	o.5

	40B
	the cancel-directive within caller-preferences?
	[56B] 9.1
	o.5
	o.5

	40C
	the fork-directive within caller-preferences?
	[56B] 9.1
	o.5
	c28

	40D
	the recurse-directive within caller-preferences?
	[56B] 9.1
	o.5
	o.5

	40E
	the parallel-directive within caller-preferences?
	[56B] 9.1
	o.5
	c28

	40F
	the queue-directive within caller-preferences?
	[56B] 9.1
	o.5
	o.5

	41
	an event state publication extension to the session initiation protocol?
	[70]
	o
	c30

	42
	SIP session timer?
	[58] 
	c19
	c19

	43
	the SIP Referred-By mechanism?
	[59]
	o
	c33

	44
	the Session Inititation Protocol (SIP) "Replaces" header?
	[60]
	c19
	c38 (note 1)

	45
	the Session Inititation Protocol (SIP) "Join" header?
	[61]
	c19
	c19 (note 1)

	46
	the callee capabilities?
	[62]
	o
	c35

	47
	an extension to the session initiation protocol for request history information?
	[66]
	o
	o

	48
	Rejecting anonymous requests in the session initiation protocol?
	[67]
	o
	o

	49
	session initiation protocol URIs for applications such as voicemail and interactive voice response
	[68]
	o
	o

	50
	Session Initiation Protocol's (SIP) non-INVITE transactions?
	[84]
	m
	m

	51
	the P-User-Database private header extension?
	[82] 4
	o
	o

	52
	a uniform resource name for services
	[69]
	n/a
	c39

	53
	obtaining and using GRUUs in the Session Initiation Protocol (SIP)
	[93]
	o
	c40 (note 2)

	54
	an extension to the session initiation protocol for request cpc information?
	[95]
	o
	c41

	55
	the Stream Control Transmission Protocol (SCTP) as a Transport for the Session Initiation Protocol (SIP)?
	[96]
	o
	c42

	56
	the SIP P-Profle-Key private header extension?
	[97]
	n/a
	n/a

	57
	managing client initiated connections in SIP?
	[92]
	o
	c45

	58
	indicating support for interactive connectivity establishment in SIP?
	[102]
	o
	c46

	59
	multiple-recipient MESSAGE requests in the session initiation protocol?
	[104]
	c47
	c48

	60
	SIP location conveyance
	[89]
	o
	c49

	61
	referring to multiple resources in the session initiation protocol?
	[105]
	c50
	c50

	62
	conference establishment using request-contained lists in the session initiation protocol?
	[106]
	c51
	c52

	63
	subscriptions to request-contained resource lists in the session initiation protocol?
	[107]
	c53
	c53

	64
	dialstring parameter for the session initiation protocol uniform resource identifier?
	[103]
	o
	c19

	65
	the P-Answer-State header extension to the session initiation protocol for the open mobile alliance push to talk over cellular?
	[111]
	o
	c60

	66
	the SIP P-Early-Media private header extension for authorization of early media?
	[109] 8
	o
	c58

	67
	number portability parameters for the ‘tel’ URI?
	[112]
	o
	c54

	67A
	assert or process carrier indication?
	[112]
	o
	c55

	67B
	local number portability?
	[112]
	o
	c57

	68
	DAI Parameter for the ‘tel’ URI?
	[113]
	o
	c56

	69
	extending the session initiation protocol Reason header for preemption events
	[115]
	c69
	c69

	70
	communications resource priority for the session initiation protocol?
	[116]
	o
	c70

	70A
	inclusion of MESSAGE, SUBSCRIBE, NOTIFY in communications resource priority for the session initiation protocol?
	[116] 4.2
	c72
	c72

	70B
	inclusion of CANCEL, BYE, REGISTER and PUBLISH in communications resource priority for the session initiation protocol?
	[116] 4.2
	c72
	c72

	70C
	resource priority namespace of DSN (Defense switched network)?
	[116] 10.2
	c71
	n/a

	70D
	resource priority namespace of DSRN (Defense RED switched network)?
	[116] 10.3
	c71
	n/a

	70E
	resource priority namespace of Q735?
	[116] 10.4
	c71
	n/a

	70F
	resource priority namespace of ETS (Government Emergency Telecommunications Service)?
	[116] 10.5
	c71
	n/a

	70G
	resource priority namespace of WPS (Wireless priority service)?
	[116] 10.6
	c71
	c73

	71
	addressing an amplification vulnerability in session initiation protocol forking proxies?
	[117]
	n/a
	n/a

	72
	the remote application identification of applying signaling compression to SIP
	[79] 9.1
	o
	c8

	73
	a session initiation protocol media feature tag for MIME application sub-types?
	[120]
	o
	c59

	74
	Identification of communication services in the session initiation protocol? 
	[121]
	o
	c61

	75
	a framework for consent-based communications in SIP
	[125]
	c76
	c76

	75A
	a relay within the framework for consent-based communications in SIP
	[125]
	c77
	c78

	75B
	a recipient within the framework for consent-based communications in SIP
	[125]
	c80
	c79

	76
	transporting user to user information for call centers using SIP?
	[126]
	o
	c81

	c2:
IF A.4/20 THEN o.1 ELSE n/a - - SIP specific event notification extension.

c3:
IF A.3/1 OR A.3/4 THEN m ELSE n/a - - UE or S-CSCF functional entity.

c4:
IF A.3/4 THEN m ELSE IF A.3/7 THEN o ELSE n/a - - S-CSCF or AS functional entity.

c5:
IF A.4/16 THEN m ELSE o - - integration of resource management and SIP extension.

c6:
IF A.3/4 OR A.3/1 THEN m ELSE n/a. - - S-CSCF or UE.

c7:
IF A.3/1 OR A.3/4 OR A.3/7A OR A.3/7B OR A.3/7D OR A.3/9B THEN m ELSE n/a - - UA or S-CSCF or AS acting as terminating UA or AS acting as originating UA or AS performing 3rd party call control or IBCF (IMS-ALG).

c8:
IF A.3/1 THEN (IF (A.3B/1 OR A.3B/2 OR A.3B/3 OR A.3B/4 OR A.3B/5 OR A.3B/6 OR A.3B/11 OR A.3B/12 OR A.3B/13 OR A.3B/14 OR A.3B/15) THEN m ELSE o) ELSE n/a - - UE behaviour (based on P-Access-Network-Info usage).

c9:
IF A.4/26 THEN o.2 ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c10:
IF A.4/26B THEN o.3 ELSE n/a - - application of privacy based on the received Privacy header.

c11:
IF A.3/1 OR A.3/6 THEN o ELSE IF A.3/9B THEN m ELSE n/a - - UE or MGCF, IBCF (IMS-ALG).

c12:
IF A.3/7D THEN m ELSE n/a - - AS performing 3rd-party call control.

c13:
IF A.3/1 OR A.3/2 OR A.3/4 OR A.3/9B THEN m ELSE o - - UE or S-CSCF or IBCF (IMS-ALG).

c14:
IF A.3/1 AND A4/2B THEN m ELSE IF A.3/2 THEN o ELSE n/a – UE and initiating sessions or P-CSCF.

c15:
IF A.4/20 AND (A.3/4 OR A.3/9B) THEN m ELSE o – SIP specific event notification extensions and S-CSCF or IBCF (IMS-ALG).

c16:
IF A.4/20 AND (A.3/1 OR A.3/2 OR A.3/9B) THEN m ELSE o - - SIP specific event notification extension and UE or P-CSCF or IBCF (IMS-ALG).

c17:
IF A.3/1 or A.3/4 THEN m ELSE n/a - - UE or S-CSCF.

c18:
IF A.4/2B THEN m ELSE n/a - - initiating sessions.

c19:
IF A.4/2B THEN o ELSE n/a - - initiating sessions.

c20:
IF A.3/1 THEN m ELSE n/a - - UE behaviour.

c21:
IF A.4/30 THEN o.4 ELSE n/a - - private header extensions to the session initiation protocol for the 3rd-Generation Partnership Project (3GPP).

c22:
IF A.4/30 AND (A.3/1 OR A.3/4) THEN m ELSE n/a - - private header extensions to the session initiation protocol for the 3rd-Generation Partnership Project (3GPP) and S-CSCF or UA.

c23:
IF A.4/30 AND A.3/1 THEN o ELSE n/a - - private header extensions to the session initiation protocol for the 3rd-Generation Partnership Project (3GPP) and UE.

c24:
IF A.4/30 AND A.3/4) THEN m ELSE n/a - - private header extensions to the session initiation protocol for the 3rd-Generation Partnership Project (3GPP) and S-CSCF.

c25:
IF A.4/30 AND (A.3/1 OR A.3/4 OR A.3/7A OR A.3/7D OR A.3/9B) THEN m ELSE n/a - - private header extensions to the session initiation protocol for the 3rd-Generation Partnership Project (3GPP) and UE, S-CSCF or AS acting as terminating UA or AS acting as third-party call controller or IBCF (IMS-ALG).

c26:
IF A.4/30 AND (A.3/6 OR A.3/7A OR A.3/7B or A.3/7D) THEN m ELSE n/a - - private header extensions to the session initiation protocol for the 3rd-Generation Partnership Project (3GPP) and MGCF, AS acting as a terminating UA, or AS acting as an originating UA, or AS acting as third-party call controller.

c27:
IF A.3/7D THEN o ELSE x - - AS performing 3rd party call control.

c28:
IF A.3/1 THEN m ELSE o.5 - - UE.

c29:
IF A.4/40A OR A.4/40B OR A.4/40C OR A.4/40D OR A.4/40E OR A.4/40F THEN m ELSE n/a - - support of any directives within caller preferences for the session initiation protocol.

c30:
IF A.3A/1 OR A.3A/2 THEN m ELSE IF A.3/1 THEN o ELSE n/a - - presence server, presence user agent, UE, AS.

c33:
IF A.3/9B OR A.3A/11 OR A.3A/12 OR A.4/44 THEN m ELSE o - - IBCF (IMS-ALG) or conference focus or conference participant or the Session Inititation Protocol (SIP) "Replaces" header.

c34:
IF A.4/44 OR A.4/45 OR A.3/9B THEN m ELSE n/a - - the Session Inititation Protocol (SIP) "Replaces" header or the Session Inititation Protocol (SIP) "Join" header or IBCF (IMS-ALG).
c35: 
IF A.3/4 OR A.3/9B OR A.3A/21 OR A.3A/22 THEN m ELSE IF (A.3/1 OR A.3/6 OR A.3/7 OR A.3/8) THEN o ELSE n/a - - S-CSCF or IBCF (IMS-ALG) functional entities or CSI user agent or CSI application server, UE or MGCF or AS or MRFC functional entity.

c37
IF A.4/47 THEN o.3 ELSE n/a - - an extension to the session initiation protocol for request history information.

c38:
IF A.4/2B AND (A.3A/11 OR A.3A/12 OR A.3/7D) THEN m ELSE IF A.4/2B THEN o ELSE n/a - - initiating sessions, conference focus, conference participant, AS performing 3rd party call control.

c39:
IF A.3/1 THEN m ELSE n/a - - UE.

c40
IF A.3/4 OR A.3/1 THEN m ELSE IF (A.3/7A OR A.3/7B OR A.3/7D) THEN o ELSE n/a - - S-CSCF, UE, AS, AS acting as terminating UA, or redirect server, AS acting as originating UA, AS performing 3rd party call control.

c41:
IF A.3/2 OR A.3/3 OR A.3/4 OR A.3.5 OR A.3/6 OR A.3/7 OR A.3/8 OR A.3/9 THEN o ELSE n/a - - cpc URI parameter.

c42:
IF A.3/1 n/a ELSE o - - UE.

c43:
IF A.4/2B THEN o ELSE n/a - - initiating sessions. 

c44:
IF A.4/2C THEN m ELSE o - - initiating a session which require local and/or remote resource reservation.

c45:
IF A.3/1 OR A.3/4 THEN o ELSE n/a - - UE, S-CSCF.

c46
IF A.3/1 OR A.3/4 THEN o ELSE n/a - - UE, S-CSCF.

c47:
IF A.4/27 THEN o ELSE n/a - - a messaging mechanism for the Session Initiation Protocol (SIP).

c48:
IF A.3A/32 AND A.4/27 THEN m ELSE IF A.4/27 THEN o ELSE n/a - - messaging list server, a messaging mechanism for the Session Initiation Protocol (SIP).

c49:
IF A.3/1 OR A.3/9B THEN m ELSE o - - UE, IBCF (IMS-ALG).

c50:
IF A.4/15 THEN o ELSE n/a - - the REFER method.

c51:
IF A.4/2B THEN o ELSE n/a - - initiating a session.

c52:
IF A.3A/11 AND A.4/2B THEN m ELSE IF A.4/2B THEN o ELSE n/a - - conference focus, initiating a session.

c53:
IF A.4/20 THEN o ELSE n/a - - SIP specific event notification.

c54:
IF A.3/1 OR A.3/6 OR A.3/7A OR A.3/7D THEN o, ELSE n/a - - UE, MGCF, AS acting as originating UA, AS performing 3rd party call control.

c55:
IF A.4/67 THEN m ELSE n/a - - number portability parameters for the ‘tel’ URI.

c56:
IF A.3/6 OR A.3/7B OR A.3/7D THEN o, ELSE n/a - - MGCF, AS acting as originating UA, AS performing 3rd party call control.

c57:
IF A.4/67 THEN m ELSE n/a - - number portability parameters for the 'tel' URI.

c58:
IF A.3/9B OR A.3/6 THEN m ELSE o - - IBCF (IMS-ALG), MGCF.

c59:
IF (A.3/4 THEN m ELSE IF (A.3/1 OR A.3/6 OR A.3/7A OR A.3/7B OR A.3/7D OR A.3/8) THEN o ELSE n/a - - S-CSCF, UE, MGCF, AS, AS acting as terminating UA, or redirect server, AS acting as originating UA, AS performing 3rd party call control, or MRFC.

c60:
IF A.3/9B THEN m ELSE IF A.3/1 OR A.3/7A OR A.3/7B OR A.3/7D THEN o ELSE n/a - - IBCF (IMS-ALG), UE, AS acting as terminating UA, AS acting as originating UA, AS performing 3rd party call control.

c61:
IF (A.3/1 OR A.3/6 OR A.3/7A OR A.3/7B OR A.3/7D OR A.3/8 OR A.3/9B) THEN o ELSE n/a - - UE, MGCF, AS, AS acting as terminating UA, or redirect server, AS acting as originating UA, AS performing 3rd party call control, or MRFC or IBCF (IMS-ALG).

c62:
IF A.3/1 THEN o ELSE n/a - - UE.

c68:
IF A.4/69 THEN m ELSE o  - - extending the session initiation protocol Reason header for preemption events and Q.850 causes.

c69:
IF A.4/70C OR A.4/70D OR A.4/70E THEN m ELSE o - - resource priority namespace of DSN (Defense switched network), resource priority namespace of DSRN (Defence RED switched network), resource priority namespace of Q735.

c70:
IF A.3/9B THEN m ELSE IF A.3/1 OR A.3/6 OR A.3/7A OR A.3/7B OR A.3/7D THEN o ELSE n/a - - IBCF (IMS-ALG), UE, MGCF, AS, AS acting as terminating UA, or redirect server, AS acting as originating UA, AS performing 3rd party call control.

c71:
IF A.4/70 THEN o.6 ELSE n/a - - communications resource priority for the session initiation protocol.
c72:
IF A.4/70 THEN o ELSE n/a - - communications resource priority for the session initiation protocol
c73:
IF A.4/70 THEN m ELSE n/a - - communications resource priority for the session initiation protocol.
c74:
IF A.3/4 OR A.3/1 THEN o ELSE n/a. - - S-CSCF or UE.
c75:
IF A.3/1 THEN o ELSE n/a. - - UE.
c76:
IF A.4/75A OR A.4/75B THEN m ELSE n/a - - a relay within the framework for consent-based communications in SIP, a recipient within the framework for consent-based communications in SIP.

c77:
IF A.4/59 OR A.4/61 OR A.4/62 OR A.4/63 THEN m ELSE o - - multiple-recipient MESSAGE requests in the session initiation protocol, referring to multiple resources in the session initiation protocol, conference establishment using request-contained lists in the session initiation protocol, subscriptions to request-contained resource lists in the session initiation protocol.
c78:
IF (A.4/59 OR A.4/61 OR A.4/62 OR A.4/63) AND (A.3A/11 OR A.3A/31) THEN m ELSE o - - multiple-recipient MESSAGE requests in the session initiation protocol, referring to multiple resources in the session initiation protocol, conference establishment using request-contained lists in the session initiation protocol, subscriptions to request-contained resource lists in the session initiation protocol, conference focus, messaging application server.

c79:
IF A.3/9B OR (A.3/1 AND (A.4/2B OR A.4/15 OR A.4/20 OR A.4/27)) THEN m ELSE IF A.3/6 OR A.3/7A OR A.3/7D THEN o ELSE n/a - - IBCF (IMS-ALG), UE, initiating a session, the REFER method, SIP specific event notification, a messaging mechanism for the Session Initiation Protocol (SIP), AS acting as terminating UA, or redirect server, AS performing 3rd party call control.

c80:
IF A.4/2B OR A.4/15 OR A.4/20 OR A.4/27 THEN m ELSE n/a - - initiating a session, the REFER method, SIP specific event notification, a messaging mechanism for the Session Initiation Protocol (SIP).

c81: 
IF A.3/1 OR A.3/6 OR A.3/7A OR A.3/7B OR A.3/7D THEN o ELSE IF A.3/9B THEN m ELSE n/a - - UE, MGCF, AS acting as terminating UA, or redirect server, AS acting as originating UA, AS performing 3rd party call control, IBCF (IMS-ALG).
c82:
IF A.3/6 THEN m ELSE n/a - - MGCF.
o.1:
At least one of these capabilities is supported.

o.2: 
At least one of these capabilities is supported.

o.3: 
At least one of these capabilities is supported.

o.4:
At least one of these capabilities is supported.

o.5:
At least one of these capabilities is supported.

o.6:
It is mandatory to support at least one of these items.

	NOTE 1:
Void
NOTE 2:
If a UE is unable to become engaged in a service that potentially requires the ability to identify and interact with a specific UE even when multiple UEs share the same single Public User Identity then the UE support can be "o" instead of "m". Examples include telemetry applications, where point-to-point communication is desired between two users.


Editor's Note: In table A.4, additional usage scenarios of the Resource-Priority header field might not by covered by the condition c70. They might need additional action in other functional entities.

Editors Note: Additional work on UUS maybe needed in IETF.
<<End Change 6>>
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