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	Reason for change:
(

	The identifiers described for distinguishing the dialog at P-CSCF in clause 5.1.2.1 and 5.2.4 are incorrect, as the values of the tags in To and From headers should be taken into account rather than values in general from these headers as currently described.

	
	

	Summary of change:
(

	Change the parameters used for distinguishing the dialog from “To and From headers” to “the tags in To and From headers”.

	
	

	Consequences if 
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not approved:
	The current text is not in align with RFC, and due to this misalignment may lead to incorrect mapping of dialogs.
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	Other comments:
(

	Release 7 (CR2257R1 to 3GPP TS 24.229) and release 8 (CR2258R1 to 3GPP TS 24.229) versions of this CR were agreed by CT1#52, CT1#53 and CT#40. This means that the CRs must be essential, and as the text extends to release 5, that the same changes should also be made to release 5 onwards. 

There is an additional inconsistency in the current release agreement, in that, given this is a 3GPP error, a change which was agreed to TISPAN release 1 (3GPP TS 24.403) should only have been made if there had been a corresponding change to the 3GPP release 6 text, which has has so far not been made.


PROPOSED CHANGE

5.1.2.1
Notification about multiple registered public user identities

Upon receipt of a 2xx response to the SUBSCRIBE request the UE shall maintain the generated dialog (identified by the values of the Call-ID header, and the values of tags in To and From headers).

Upon receipt of a NOTIFY request on the dialog which was generated during subscription to the reg event package the UE shall perform the following actions:

-
if a state attribute "active", i.e. registered is received for one or more public user identities, the UE shall store the indicated public user identities as registered;

-
if a state attribute "terminated", i.e. deregistered is received for one or more public user identities, the UE shall store the indicated public user identities as deregistered.

NOTE:
There may be public user identities which are automatically registered within the registrar (S-CSCF) of the user upon registration of one public user identity. Usually these automatically or implicitly registered public user identities belong to the same service profile of the user and they might not be available within the UE. The implicitly registered public user identities may also belong to different service profiles. The here-described procedures provide a different mechanism (to the 200 (OK) response to the REGISTER request) to inform the UE about these automatically registered public user identities.

PROPOSED CHANGE

5.2.4 
Registration of multiple public user identities

Upon receipt of a 2xx response to the SUBSCRIBE request the P-CSCF shall maintain the generated dialog (identified by the values of the Call-ID header, and the values of tags in To and From headers).

Upon receipt of a NOTIFY request on the dialog which was generated during subscription to the reg event package, the P-CSCF shall perform the following actions:

-
if a state attribute "active", i.e. registered, is received for one or more public user identities, the P-CSCF shall

-
bind the indicated public user identities as registered to the contact information of the user;and

-
add the public user identity to the list of the public user identities that are registered for the user.

-
if a state attribute "terminated", i.e. deregistered, is received for one or more public user identities, the P-CSCF shall release all stored information for these public user identities and remove these public user identities from the list of the public user identities, that are registered for the user.

NOTE:
There may be public user identities which are implicitly registered within the registrar (S-CSCF) of the user upon registration of one public user identity. The procedures in this subclause provide a mechanism to inform the P-CSCF about these implicitly registered public user identities.
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