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* * * First Change * * * *

Table 5.1.1-2: Mobility Options in a PBA message for the PMIPv6 PDN Connection Creation procedure
	Information element
	Cat.
	IE Description
	Reference

	Mobile Node Identifier option
	M
	Copied from corresponding field of PBU.
	draft-ietf-netlmm-proxymip6 [4]

	IPv6 Home Network Prefix option
	C
	If it is present in the corresponding PBU, set to the IPv6 Home Network Prefix Allocated for the UE's PDN connection based on the selected PDN corresponding to the EPS Access Point Name for dynamic allocation, or set to the static IPv6 Home Network Prefix received in the PBU for static allocation. In addition, the Interface Identifier (IID) allocated for the UE is encoded in the low order 64 bits of this option, i.e., the IPv6 Home Network Prefix option.
	draft-ietf-netlmm-proxymip6 [4]

	Link-local Address 
	M
	Link-local address to be used by the MAG on the access link shared with the UE.
	draft-ietf-netlmm-proxymip6 [4]

	Handoff Indicator option
	M
	Copied from corresponding field of PBU.
	draft-ietf-netlmm-proxymip6 [4]

	Access Technology Type option
	M
	Copied from corresponding field of PBU.
	draft-ietf-netlmm-proxymip6 [4]

	Timestamp option
	M
	Set to the current time
	draft-ietf-netlmm-proxymip6 [4]

	GRE key option
	M
	Set to the uplink GRE key to be used for uplink GRE encapsulated packets sent over the PDN connection.
	draft-muhanna-netlmm-grekey-option [7]

	 IPv4 Address Acknowledgment option 
	C
	If it is present in the corresponding PBU, set to the IPv4 Home Address allocated for the UE's PDN connection based on the selected PDN corresponding to the EPS Access Point Name for dynamic allocation, or set to the static IPv4 Home Address received in the PBU for static allocation.
	draft-ietf-netlmm-pmip6-ipv4-support [5]

	IPv4 Default Router Address Option
	C
	Set to the UE’s IPv4 default router address. This option shall be present if and only if IPv4 Home Address option is present.
	draft-ietf-netlmm-pmip6-ipv4-support [5]

	Service Selection Mobility Option
	O
	Copied from the corresponding field in the PBU message, formatted as defined in 3GPP TS 23.003 [12]

It is FFS whether this IE could be mandatory 
	IETF RFC 5149[11]

	Vendor Specific Option
	O
	Contain Protocol Configuration Options (see section 12.1.1).
	IETF RFC 5094 [14]


* * * Next Change * * * *

Table 5.2.1.2-2: Mobility Options in a PBA message for the PMIPv6 PDN Connection Lifetime Extension procedure
	Information element
	Cat.
	IE Description
	Reference

	Mobile Node Identifier option
	M
	Copied from corresponding field of PBU.
	draft-ietf-netlmm-proxymip6 [4]

	IPv6 Home Network Prefix option
	C
	If it is present in the corresponding PBU, set to the IPv6 Home Network Prefix allocated to the UE's PDN connection based on the selected PDN.
	draft-ietf-netlmm-proxymip6 [4]

	Link-local Address
	M
	Set to the link-local address already allocated to the MAG (in the previous initial binding registration) for use on the access link shared with the UE.
	draft-ietf-netlmm-proxymip6 [4]

	Handoff Indicator option
	M
	Copied from corresponding field of PBU.
	draft-ietf-netlmm-proxymip6 [4]

	Access Technology Type option
	M
	Copied from corresponding field of PBU.
	draft-ietf-netlmm-proxymip6 [4]

	Timestamp option
	M
	Set to the current time
	draft-ietf-netlmm-proxymip6 [4]

	 IPv4 Address Acknowledgment option


	C
	If it is present in the corresponding PBU, set to the IPv4 Home Address allocated for the UE's PDN connection based on the selected PDN.
	draft-ietf-netlmm-pmip6-ipv4-support [5]

	Service Selection Mobility Option
	O
	Copied from the corresponding field in the PBU message, formatted as defined in 3GPP TS 23.003 [12]

It is FFS whether this IE could be mandatory
	IETF RFC 5149[11]

	Vendor Specific Option
	O
	Contain Protocol Configuration Options (see section 12.1.1).
	IETF RFC 5094 [14]


* * * Next Change * * * *

Table 5.3.1.2-2: Mobility Options in a PBA message for the PMIPv6 PDN Connection Handover procedure
	Information element
	Cat.
	IE Description
	Reference

	Mobile Node Identifier option
	M
	Copied from corresponding field of PBU.
	draft-ietf-netlmm-proxymip6 [4]

	IPv6 Home Network Prefix option
	O
	If it is present in the corresponding PBU, set to the IPv6 Home Network Prefix Allocated for the UE's PDN connection based on the selected PDN corresponding to the EPS Access Point Name for dynamic allocation, or set to the static IPv6 Home Network Prefix received in the PBU for static allocation.
	draft-ietf-netlmm-proxymip6 [4]

	Link-local Address
	M
	Set to the link-local address already allocated to the MAG (in the previous initial binding registration) for use on the access link shared with the UE.
	draft-ietf-netlmm-proxymip6 [4]

	Handoff Indicator option
	M
	Copied from corresponding field of PBU.
	draft-ietf-netlmm-proxymip6 [4]

	Access Technology Type option
	M
	Copied from corresponding field of PBU.
	draft-ietf-netlmm-proxymip6 [4]

	Timestamp option
	M
	Set to the current time
	draft-ietf-netlmm-proxymip6 [4]

	GRE key option
	M
	Set to the uplink GRE key to be used for uplink GRE encapsulated packets sent over the PDN connection. The same uplink GRE key used for the UE's PDN connection with the previous MAG shall be re-assigned.
	draft-muhanna-netlmm-grekey-option [7]

	  IPv4 Address Acknowledgment option
	 C
	If it is present in the corresponding PBU, set to the IPv4 Home Address allocated for the UE's PDN connection based on the selected PDN corresponding to the EPS Access Point Name for dynamic allocation, or set to the static IPv4 Home Address received in the PBU for static allocation.
	draft-ietf-netlmm-pmip6-ipv4-support [5]

	IPv4 Default Router Address Option
	C
	Set to the UE’s IPv4 default router address. This option shall be present if and only if IPv4 Home Address option is present.
	draft-ietf-netlmm-pmip6-ipv4-support [5]

	Service Selection Mobility Option
	O
	Copied from the corresponding field in the PBU message, formatted as defined in 3GPP TS 23.003 [12]

It is FFS whether this IE could be mandatory
	IETF RFC 5149[11]

	Vendor Specific Option
	O
	Contain Protocol Configuration Options (see section 12.1.1).
	IETF RFC 5094 [14]


* * * Next Change * * * *

Table 5.4.1.2-2: Mobility Options in a PBA message for the PMIPv6 MAG Initiated PDN Connection Deletion procedure
	Information element
	Cat.
	IE Description
	Reference

	Mobile Node Identifier option
	M
	Copied from corresponding field of PBU.
	draft-ietf-netlmm-proxymip6 [4]

	IPv6 Home Network Prefix option
	C
	If it is present in the corresponding PBU, set to the IPv6 Home Network Prefix allocated to the UE's PDN connection based on the selected PDN.
	draft-ietf-netlmm-proxymip6 [4]

	Handoff Indicator option
	M
	Copied from corresponding field of PBU.
	draft-ietf-netlmm-proxymip6 [4]

	Access Technology Type option
	M
	Copied from corresponding field of PBU.
	draft-ietf-netlmm-proxymip6 [4]

	Timestamp option
	M
	Set to the current time
	draft-ietf-netlmm-proxymip6 [4]

	 IPv4 Address Acknowledgment option

	C
	If it is present in the corresponding PBU, set to the IPv4 Home Address allocated for the UE's PDN connection based on the selected PDN.
	draft-ietf-netlmm-pmip6-ipv4-support [5]

	Service Selection Mobility Option
	O
	Copied from the corresponding field in the PBU message, formatted as defined in 3GPP TS 23.003 [12]

It is FFS whether this IE could be mandatory
	IETF RFC 5149[11]

	Vendor Specific Option
	O
	Contain Protocol Configuration Options (see section 12.1.1).
	IETF RFC 5094 [14]


* * * Next Change * * * *

Table 5.5.1.2-2: Mobility Options in a BRA message for the PMIPv6 LMA Initiated PDN Connection Deletion
	Information element
	Cat.
	IE Description
	Reference

	Mobile Node Identifier option
	M
	Copied from corresponding field of BRI.
	draft-ietf-netlmm-proxymip6 [4]

	IPv6 Home Network Prefix option
	C
	Set to the IPv6 Home Network Prefix of the UE's PDN connection received in BRI.

	draft-ietf-netlmm-proxymip6 [4]

	 IPv4 Address Acknowledgment option


	C
	Set to the IPv4 home address of the UE's PDN connection received in BRI. 


	draft-ietf-netlmm-pmip6-ipv4-support [5]

	Service Selection Mobility Option
	O
	Copied from the corresponding field in the PBU message, formatted as defined in 3GPP TS 23.003 [12]

It is FFS whether this IE could be mandatory
	IETF RFC 5149[11]
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