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4. The OM usage.

So, it’s useful to address the reason of PCRF initiated IP-CAN session termination in the RAR.
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*** 1st change ***
4.2.3
PCRF-Initiated

This clause is applicable if an IP-CAN Session is being released by the PCRF.
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Figure 4.2.3.1: PCRF-initiated IP-CAN Session Termination
If the AF relies in the VPLMN, the V‑PCRF shall proxy AF session signalling over S9 between the AF and the H‑PCRF.

Editor’s Note:
The case when the AF resides in the VPLMN is not showed in this flow.

In the following procedures, the V-PCRF is included to depict the roaming scenarios. H-PCRF will act as a PCRF for non-roaming UEs.
1.
The H-PCRF detects that the termination of an IP-CAN Session is required.

2.
The H-PCRF sends a Diameter RAR including the Session-Release-Cause AVP to request that the PCEF terminates the IP CAN session.
When the UE is roaming, then steps 2a~2b are executed instead of step 2:
2a. The H-PCRF sends the Diameter RAR message including the Session-Release-Cause AVP to the V-PCRF. 

2b. The V-PCRF sends the Diameter RAR message including the Session-Release-Cause AVP to the PCEF.
3.
The PCEF removes all the PCC Rules which are applied to the IP CAN session.
4.
The PCEF sends RAA to acknowledge the RAR.When the UE is roaming, then steps 4a~4b are executed instead of step 4:
4a. The PCEF sends RAA to the V-PCRF.

4b. The V-PCRF sends RAA to the H-PCRF.
5.
The PCEF shall apply IP CAN specific procedures to terminate the IP CAN session.
6. -17.
Same as Steps 3-14 in figure 4.2.2.1.
Editor’s note: 
Correctness of S9 procedures are still to be confirmed.
*** End of Changes ***
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