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Abstract of document:

Work done against the WID in CP-080495
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The present document specifies the procedures and the SGs Application Part (SGsAP) messages used on the SGs interface between the Mobility Management Entity (MME) in the EPS and the Visitor Location Register (VLR), to allow location management coordination and to relay certain messages related to GSM circuit switched services over the EPS system. The document also specifies the use of Stream Control Transmission Protocol (SCTP) for the transport of SGsAP messages.
The SGs interface is required for the support of CS fallback. Procedures at SGs interface inherit from procedures at Gs interface, as specified in 3GPP TS 29.018.

Changes since last presentation:

This is the first presentation to TSG CT.

Outstanding Issues:

VLR number derivation at the MME: alignment with stage 2 and support of load re-distribution to another VLR (expected completion date CT#43)
Coding for MME name and VLR name (expected completion date CT#43)
Paging procedure: 
- Interaction with access control in E-UTRAN (expected completion date CT#43),
- Paging after MME restart (expected completion date CT#43),
- Some cleanup for CLI handling (expected completion date CT#43).
Procedures for SMS: abnormal cases for tunnelling of NAS messages and some cleanup for service request (expected completion date CT#43)
Contentious Issues:

None
Change history of this document:

1999-11-17: original issue

2007-09-06: removal of references to Working Groups; bring names of TSGs up to date; correction of typo

