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* * * 1st Change * * * *

8.4.1
Operation: StartMessageNotification

Start notifications to the application for a given Message Service activation number and criteria. 

The Message Service activation number is an Address Data item e.g. Shortcode, as defined in 3GPP TS 29.199-1 [6]. 

The correlator provided in the reference must be unique for the application Web Service at the time the notification is initiated, otherwise a ServiceException (SVC0005) will be returned to the application..

If specified, criteria will be used to filter messages that are to be delivered to an application. If criteria are not provided, or are an empty string, then all messages for the MessageServiceActivationNumber will be delivered to the application. The MessageServiceActivationNumber and criteria combination must be unique. If a criteria overlaps then SVC0008 will be returned to the application and the notification will not be set up. Note that the use of criteria will allow different notification endpoints to receive notifications for the same MessageServiceActivationNumber. The combination of MessageServiceActivationNumber and criteria must be unique, so that a notification will be delivered to only one notification endpoint. If no match is found, the message will not be delivered to the application.
8.4.1.1
Input message: StartMessageNotificationRequest

	Part name
	Part type
	Optional
	Description

	Reference
	common:SimpleReference
	No
	Notification endpoint definition

	MessageServiceActivationNumber
	xsd:anyURI  [1…unbounded]
	No
	The destination address or addresses of the multimedia message(s)

	Criteria
	xsd:string 
	Yes
	The text to match against to determine the application to receive the notification. 

This text is matched against the first word, as defined as the initial characters after discarding any leading Whitespace and ending with a Whitespace or end of the string. The matching shall be case-insensitive. 

If the subject of the multimedia message is present it shall be used as the string, if not the string is defined as the first plain/text part of the content (see 3GPP TS 23.140 [8]).


* * * End of Changes * * * *
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