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This document contains 20 CRs on CRs on SAE PCC TS 29.212 that have been agreed by TSG CT WG3, and is forwarded to TSG CT Plenary for approval.
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	C3-081827
	RAA command over Gxx
	29.212
	170
	
	B
	Rel-8
	8.1.0
	SAES-St3-PCC

	C3-081928
	APN-AMBR in Gx and Gxx
	29.212
	155
	2
	B
	Rel-8
	8.1.0
	SAES-St3-PCC

	C3-082014
	New IP-CAN Type 3GPP-EPS and new RAT Type for E-UTRAN.
	29.212
	157
	1
	B
	Rel-8
	8.1.0
	SAES-St3-PCC

	C3-082019
	Tunnel information Handling over Gxx
	29.212
	169
	1
	B
	Rel-8
	8.1.0
	SAES-St3-PCC

	C3-082020
	Support for 3GPP2 BSID in Gx and Gxx
	29.212
	173
	1
	B
	Rel-8
	8.1.0
	SAES-St3-PCC

	C3-082064
	Including QoS-Rules related AVPs in the procedures
	29.212
	159
	2
	B
	Rel-8
	8.1.0
	SAES-St3-PCC

	C3-082266
	Clean-up of QoS handling procedures
	29.212
	193
	
	F
	Rel-8
	8.1.0
	SAES-St3-PCC

	C3-082372
	Gx and Gxx linking session
	29.212
	154
	4
	B
	Rel-8
	8.1.0
	SAES-St3-PCC

	C3-082396
	Event Triggers handling in Gxx
	29.212
	175
	4
	B
	Rel-8
	8.1.0
	SAES-St3-PCC

	C3-082397
	QoS-Rule AVP correction
	29.212
	158
	4
	B
	Rel-8
	8.1.0
	SAES-St3-PCC

	C3-082486
	Clean-up of IP-CAN bearer and session termination procedures
	29.212
	205
	
	B
	Rel-8
	8.1.0
	SAES-St3-PCC

	C3-082518
	New AVP to convey SGW/AGW IP addresses over Gx/Gxx protocols
	29.212
	198
	1
	B
	Rel-8
	8.1.0
	SAES-St3-PCC

	C3-082519
	Additional Event Trigger
	29.212
	199
	1
	B
	Rel-8
	8.1.0
	SAES-St3-PCC

	C3-082544
	PCRF-initiated Gxx session termination (29.212)
	29.212
	187
	2
	B
	Rel-8
	8.1.0
	SAES-St3-PCC

	C3-082545
	IP-CAN session termination initiated by PCRF
	29.212
	165
	5
	F
	Rel-8
	8.1.0
	SAES-St3-PCC

	C3-082547
	Gxx tunnelling information description and use
	29.212
	194
	2
	F
	Rel-8
	8.1.0
	SAES-St3-PCC

	C3-082549
	BCM Selection in Gx and Gxx reference points
	29.212
	192
	2
	B
	Rel-8
	8.1.0
	SAES-St3-PCC

	C3-082590
	Default QoS handling
	29.212
	190
	2
	F
	Rel-8
	8.1.0
	SAES-St3-PCC

	C3-082591
	ARP Setting for Default Bearers
	29.212
	206
	2
	F
	Rel-8
	8.1.0
	SAES-St3-PCC

	C3-082610
	Change the format of ARP AVP
	29.212
	185
	4
	F
	Rel-8
	8.1.0
	SAES-St3-PCC


