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5.1.2
Procedures Description

5.1.2.1
Trusted non-3GPP Access Authentication and Authorization

5.1.2.1.1
General
These procedures are transported over Diameter, the Access (Re-)Authentication and Authorization between the trusted non-3GPP access network and the 3GPP AAA Proxy or Server. The STa interface and Diameter application shall be used for authenticating and authorizing the UE for both PMIPv6 and MIPv4 FA-CoA mode trusted non-3GPP accesses.

When EAP-AKA is used in the trusted non-3GPP access authentication and PMIPv6 is used, the Serving Gateway acting as a MAG shall have also the role of the NAS. During the trusted non-3GPP access authentication the NAS shall serve as pass-through EAP authenticator. 

Diameter usage over the STa interface:

-
When EAP is used, the trusted non-3GPP access authentication and authorization procedure shall be mapped to the Diameter-EAP-Request and Diameter-EAP-Answer command codes specified in IETF RFC 4072 [5].

-
For (re)authentication procedures, the messaging described below shall be reused.

During the Access Authentication and Authorization procedure the trusted non-3GPP GW may provide information on its PMIPv6 capabilities to the 3GPP AAA Server. 

The 3GPP AAA Server may perform IP mobility mode selection. The 3GPP AAA Server may provide to the trusted non-3GPP GW an indication if either PMIPv6 or local IP address assignment shall be used

During the Access Authentication and Authorization procedure the trusted non-3GPP GW shall provide information on the Access Network Identity to the 3GPP AAA Server.

During the Access Authentication and Authorization  procedure the AAA Server may provide a Home Agent IPv6 address (and optionally IPv4 address) or FQDN to the trusted non-3GPP GW. This is needed if the DHCPv6 option for Home Agent address discovery is chosen (see TS 24.303 [13] and IETF Draft draft-ietf-mip6-bootstrapping-integrated [28]). If the Home Agent IPv6 address or FQDN is not included in the Access Authentication and Authorization Answer by the AAA server, the trusted non-3GPP GW shall not assign the Home Agent via DHCPv6.

The User-Name AVP may contain a decorated NAI (as defined in 3GPP TS 23.003 [14]) in a roaming case. In this case the 3GPP AAA Proxy shall process the decorated NAI and support routing of the Diameter request messages based on the decorated NAI as defined in 3GPP TS 23.234 [21] and 3GPP TS 23.003 [14].

For both PMIPv6 and MIPv4 FA-CoA mode trusted non-3GPP accesses, upon mobility between 3GPP and non-3GPP accesses, for the PDNs the UE is already connected, the PDN Gateway identity for each of the already allocated PDN Gateway(s) with the corresponding PDN information is provided to the trusted non-3GPP system. The PDN Gateway identity is a FQDN and/or IP address of the PDN GW. If a FQDN is provided, the trusted non-3GPP system shall derive it to IP address according to the selected mobility management protocol.
Table 5.1.2.1/1: Trusted non-3GPP Access Authentication and Authorization Request

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	User Identity
	User-Name
	M
	This information element contains the identity of the user. The identity is represented in NAI form as specified in IETF RFC 4282 [15], formatted as defined in 3GPP TS 23.003 [14].

	EAP payload
	EAP-payload
	M
	Encapsulated EAP payload used for the UE – 3GPP AAA Server mutual authentication

	Authentication Request Type
	Auth-Request-Type
	M
	Defines whether the user is to be authenticated only, authorized only or both. AUTHORIZE_AUTHENTICATE is required in this case.

	UE Layer-2 address
	Calling-Station-ID
	M
	Carries the Layer-2 address of the UE.

	Supported 3GPP QoS profile
	QoS-Capability
	O
	If the trusted non-3GPP Access supports QoS mechanisms, this information element may be included to contain the access network’s QoS capabilities as defined in IETF Draft draft-ietf-dime-qos-attributes [9].

	Mobility Capabilities
	MIP6-Feature-Vector
	C
	This information element shall contain the mobility capabilities of the trusted non-3GPP access network, if dynamic mobility mode selection is done. The PMIP6_SUPPORTED flag shall be set if the trusted non-3GPP access supports PMIPv6 (see IETF Draft draft-korhonen-dime-pmip6 [2]). The flag MIP6_INTEGRATED shall be set if DHCPv6 based Home Agent address discovery is supported as defined in IETF RFC 5447 [6]. If PMIPv6 is supported, the IP4_HOA_SUPPORTED flag shall be set if the MAG is able to deliver IPv4-HoA to the UE.

	Access Type 
	RAT-Type
	M
	Contains the trusted non-3GPP access network technology type.

	Access Network Identity 
	ANID
	M
	Contains the access network identifier used for key derivation at the HSS. (See 3GPP TS 24.302 [26] for all possible values)

	Visited Network Identifier
	Visited-Network-Identifier
	O
	Identifier that allows the home network to identify the Visited Network. This AVP may be inserted by the non-3GPP GW depending on its local policy and only when it is not connected located to the UE's Home Network.

	APN Id
	Service-Selection
	O
	This information element contains the APN the user wants to connect to (if available).

	Terminal Information
	Terminal-Information
	O
	This information element shall contain information about the user’s mobile equipment. The type of identity carried depends on the access technology type. For HRPD access network, the 3GPP2‑MEID AVP shall be included in this grouped AVP.


* * * Next Change * * * *

5.2
Protocol Specification

5.2.1
General

The STa reference point shall be based on Diameter, as defined in IETF RFC 3588 [7] and contain the following additions and extensions:

-
IETF RFC 4005 [4], which defines a Diameter protocol application used for Authentication, Authorization and Accounting (AAA) services in the Network Access Server (NAS) environment.

-
IETF RFC 4072 [5], which provides a Diameter application to support the transport of EAP (IETF RFC 3748 [8]) frames over Diameter.

-
IETF Draft draft-korhonen-dime-pmip6 [2], which defines a Diameter extensions and application for PMIPv6 MAG to AAA and LMA to AAA interfaces.
-
IETF RFC 5447 [6], which defines Diameter extensions for Mobile IPv6 NAS to AAA interface.

In the case of a trusted non-3GPP IP access where PMIPv6 is used as mobility protocol, the MAG to 3GPP AAA server or the MAG to 3GPP AAA proxy communication shall use the MAG to AAA interface functionality defined in IETF Draft draft-korhonen-dime-pmip6 [2] and the NAS to AAA interface functionality defined in IETF RFC 5447 [6].

The MAG to AAA interface functionality over the STa reference defines a new Application Id:

-
"STa" with value 16777250.
The STa application reuses existing EAP (IETF RFC 4072 [5]) application commands, command ABNFs, and application logic and procedures.

* * * Next Change * * * *

5.2.3
Information Elements

5.2.3.1
General
The following table describes the Diameter AVPs defined for the STa interface protocol in  PMIPv6 mode, their AVP Code values, types, possible flag values and whether or not the AVP may be encrypted.
Table 5.2.3.1/1: Diameter STa AVPs

	
	AVP Flag rules
	

	Attribute Name
	AVP Code
	Section defined
	Value Type
	Must
	May
	Should not
	Must not
	May Encr.

	APN-Configuration
	tbd
	8.2.3.7
	Grouped
	M
	
	
	
	No

	SGW-Address
	tbd
	5.2.3.9
	Address
	M,V
	P
	
	
	No

	MIP6-Feature-Vector
	124
	5.2.3.3
	Unsigned64
	M
	
	
	V
	

	QoS-Capability
	tbd
	5.2.3.4
	
	
	
	
	
	

	RAT-Type
	tbd
	5.2.3.6
	Enumerated
	M,V
	P
	
	
	Y

	Visited-Network-Identifier
	600
	9.2.3.1.3
	UTF8String
	M,V
	
	
	
	No

	ANID
	tbd
	5.2.3.7
	UTF8String
	M, V
	
	
	
	No

	Service-Selection
	tbd
	5.2.3.5
	UTF8String
	M
	P
	
	V
	No

	Mobile-Node-Identifier
	tbd
	5.2.3.2
	UTF8String
	M
	P
	
	V
	No


The following table describes the Diameter AVPs re-used by the STa interface protocol from existing Diameter Applications, including a reference to their respective specifications and when needed, a short description of their use within STa. Other AVPs from existing Diameter Applications, except for the AVPs from Diameter Base Protocol, do not need to be supported. 

Table 5.2.3.1/2: STa re-used Diameter AVPs

	Attribute Name
	Reference
	Comments

	Accounting-Interim-Interval
	IETF RFC 3588 [7]
	

	Auth-Request-Type
	IETF RFC 3588 [7]
	

	Calling-Station-Id
	IETF RFC 4005 [4]
	

	EAP-Master-Session-Key
	IETF RFC 4072 [5]
	

	EAP-Payload
	IETF RFC 4072 [5]
	

	RAT-Type
	3GPP TS 29.212 [23]
	

	Re-Auth-Request-Type
	IETF RFC 3588 [7]
	

	Session-Timeout
	IETF RFC 3588 [7]
	

	User-Name
	IETF RFC 3588 [7]
	

	Terminal-Information
	3GPP TS 29.272 [29]
	


Only those AVP initially defined in this reference point and for this procedure are described in the following subchapters.

* * * Next Change * * * *

5.2.3.3
MIP6-Feature-Vector

The MIP6-Feature-Vector AVP (AVP Code 124) is of type Unsigned64 and contains a 64 bit flags field of supported mobile IP capabilities of the non-3GPP GW (when this AVP is used in the request commands) and the mobile IP capabilities the 3GPP AAA Server has authorized (when this AVP is used in the response commands).

The following capabilities are defined for STa interface:

-
MIP6_INTEGRATED (0x0000000000000001)
This flag is set by the non-3GPP GW and the 3GPP AAA Server. It means that the Mobile IPv6 integrated scenario bootstrapping functionality is supported.

-
PMIP6_SUPPORTED (0x0000010000000000)
When this flag is set by the non-3GPP GW it indicates to the 3GPP AAA Server that it supports PMIPv6.
When this flag is set by the 3GPP AAA Server it indicates to the non-3GPP GW that PMIPv6 shall be used.

-
IP4_HOA_SUPPORTED (0x0000020000000000)
When the non-3GPP GW sets this flag, it indicates that the non-3GPP GW implements a minimal functionality of a DHCP server (and a relay) and is able to deliver IPv4-HoA to the MN. When this flag is set by the 3GPP AAA Server it indicates to the non-3GPP GW that it has authorized the use of IPv4-HoA for the UE.

-
ASSIGN_LOCAL_IP () 
This flag is set by the 3GPP AAA server. When this flag is set by the 3GPP AAA Server it indicates to the non-3GPP GW that the non-3GPP GW shall assign to the user a local IP address. 

Editor’s Note: The value of the ASSIGN_LOCAL_IP flag needs to be assigned by IANA.

* * * Next Change * * * *

6.1.2
Procedures Description

6.1.2.1
Trusted non-3GPP Access / Access Gateway related procedures

6.1.2.1.1
Trusted Non-3GPP Access Authentication and Authorization

When used in connection with the STa interface, the SWd interface shall support the trusted non-3GPP access authentication and authorization procedure defined in clause 5.1.2.1. For this procedure, the 3GPP AAA Proxy shall forward the Diameter commands received from the 3GPP AAA Server and the trusted non-3GPP GW as a stateful Diameter proxy, with the following exceptions:

· The 3GPP AAA Proxy may reject an authentication and authorization request, if roaming is not allowed for the users of the given HPLMN.

· When forwarding an authentication and authorization request, the 3GPP AAA Proxy shall check the presence and value of the visited network identifier. If the AVP was missing, it shall insert it, if the AVP was present, it may overwrite the AVP value before forwarding the request. 

· The 3GPP AAA Proxy may modify the service authorization information in the authentication and authorization answer that it forwards to the trusted non-3GPP access GW, in order to enforce the QoS limitations according to the local policies and the roaming agreement with the home operator.

The 3GPP AAA Proxy shall decide about using the S2a-PMIP based S8 chaining and in case it has selected that option, it shall select the Serving GW to be invoked and it shall add the Serving GW address to the authentication and authorization answer that is sent upon successful completion of the authentication.

Table 6.1.2.1.1/1 describes the trusted non-3GPP access authentication and authorization request forwarded on the SWd interface.

Table 6.1.2.1.1-1: Trusted non-3GPP Access Authentication and Authorization Request on SWd

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	User Identity
	User-Name
	M
	This information element contains the identity of the user. The identity is represented in NAI form as specified in IETF RFC 4282 [15], formatted as defined in 3GPP TS 23.003 [14].

	EAP payload
	EAP-payload
	M
	Encapsulated EAP payload used for the UE – 3GPP AAA Server mutual authentication

	Authentication Request Type
	Auth-Request-Type
	M
	Defines whether the user is to be authenticated only, authorized only or both. AUTHORIZE_AUTHENTICATE is required in this case.

	UE Layer-2 address
	Calling-Station-ID
	M
	Carries the Layer-2 address of the UE.

	Supported 3GPP QoS profile
	QoS-Capability
	O
	If the trusted non-3GPP Access supports QoS mechanisms, this information element may be included to contain the access network’s QoS capabilities as defined in IETF Draft draft-ietf-dime-qos-attributes [9].

	Mobility Capabilities
	MIP6-Feature-Vector
	C
	This information element shall contain the mobility capabilities of the trusted non-3GPP access network, if dynamic mobility mode selection is done. The PMIP6_SUPPORTED flag shall be set if the trusted non-3GPP access supports PMIPv6 (see IETF Draft draft-korhonen-dime-pmip6 [2]). The flag MIP6_INTEGRATED shall be set if DHCPv6 based Home Agent address discovery is supported as defined in IETF RFC 5447 [6]. If PMIPv6 is supported, the IP4_HOA_SUPPORTED flag shall be set if the MAG is able to deliver IPv4-HoA to the UE.

	Access Type 
	RAT-Type
	M
	Contains the trusted non-3GPP access network technology type.

	Access Network Identity 
	ANID
	M
	Contains the access network identifier used for key derivation at the HSS. (See 3GPP TS 24.302 [26] for all possible values)

	Visited Network Identifier
	Visited-Network-Identifier
	M
	Identifier that allows the home network to identify the Visited Network.

	APN Id
	Service-Selection
	O
	This information element contains the APN the user wants to connect to (if available).

	Terminal Information
	Terminal-Information
	O
	This information element shall contain information about the user’s mobile equipment. The type of identity carried depends on the access technology type. For HRPD access network, the 3GPP2‑MEID AVP shall be included in this grouped AVP.


NOTE: 
For more details on the 3GPP AAA Proxy behaviour, refer to clause 5.1.2.1.3. 

* * * Next Change * * * *

6.2
Protocol Specification

6.2.1
General 
The SWd reference point shall be based on Diameter, as defined in IETF RFC 3588 [7] and contain the following additions and extensions:

-
IETF RFC 4005 [4], which defines a Diameter protocol application used for Authentication, Authorization and Accounting (AAA) services in the Network Access Server (NAS) environment.

-
IETF RFC 4072 [5], which provides a Diameter application to support the transport of EAP (IETF RFC 3748 [8]) frames over Diameter.

-
IETF Draft draft-korhonen-dime-pmip6 [2], which defines a Diameter extensions and application for PMIPv6 MAG to AAA and LMA to AAA interfaces.
-
IETF RFC 5447 [6], which defines Diameter extensions for Mobile IPv6 NAS to AAA interface.
There is no separate application ID defined for the SWd interface. The application ID used by the 3GPP AAA Proxy depends on the command sent over SWd.

NOTE: 
Even though the 3GPP AAA Proxy may add new AVPs to the Diameter commands forwarded to/from the 3GPP AAA Server, there is no AVP present in the SWd reference point that would not be present in the interface that is used in connection with it. Therefore, the same Application ID can be used.

* * * Next Change * * * *

7.2
Protocol Specification
7.2.1
General
The SWm reference point shall be based on Diameter, as defined in IETF RFC 3588 [7] and contain the following additions and extensions:

-
IETF RFC 4005 [4], which defines a Diameter protocol application used for Authentication, Authorization and Accounting (AAA) services in the Network Access Server (NAS) environment.

-
IETF RFC 4072 [5], which provides a Diameter application to support the transport of EAP (IETF RFC 3748 [8]) frames over Diameter.

-
IETF Draft draft-korhonen-dime-pmip6 [2], which defines a Diameter extensions and application for PMIPv6 MAG to AAA and LMA to AAA interfaces.
-
IETF RFC 5447 [6], which defines Diameter extensions for Mobile IPv6 NAS to AAA interface.

In the case of an untrusted non-3GPP IP access, the MAG to 3GPP AAA server or the MAG to 3GPP AAA proxy communication shall use the MAG to AAA interface functionality defined in IETF Draft draft-korhonen-dime-pmip6 [2] and the NAS to AAA interface functionality defined in IETF RFC 5447 [6].

The Diameter application for the SWm reference point shall use the Diameter Application Id with value tbd.

Editor’s Note: A new application ID is needed to be applied for to IANA.

The ePDG shall act as a MAG and NAS when the UE attaches to the EPC using the S2b reference point. This information shall be provided by the AAA server via the IP-MMS AVP.

* * * Next Change * * * *

7.2.3
Information Elements

7.2.3.1
General
The following table describes the Diameter AVPs defined for the SWm interface protocol for untrusted non-3GPP access, their AVP Code values, types, possible flag values and whether or not the AVP may be encrypted.
Table 7.2.3.1/1: Diameter SWm AVPs

	
	AVP Flag rules
	

	Attribute Name
	AVP Code
	Section defined
	Value Type
	Must
	May
	Should not
	Must not
	May Encr.

	APN-Configuration
	tbd
	8.2.3.7
	Grouped
	M
	
	
	V
	No

	SGW-Address
	tbd
	5.2.3.9
	Address
	M,V
	P
	
	
	No

	Mobile-Node-Identifier
	tbd
	5.2.3.2
	OctetString
	M
	
	
	V
	

	MIP6-Feature-Vector
	124
	5.2.3.3
	Unsigned64
	M
	
	
	V
	

	QoS-Capability
	tbd
	9.2.3.2.4
	Grouped
	M
	
	
	V
	No

	RAT-Type
	tbd
	5.2.3.6
	Enumerated
	M,V
	P
	
	
	Y

	Visited-Network-Identifier
	600
	9.2.3.1.3
	UTF8String
	M,V
	
	
	
	No


The following table describes the Diameter AVPs re-used by the SWm interface protocol from existing Diameter Applications, including a reference to their respective specifications and when needed, a short description of their use within SWm. Other AVPs from existing Diameter Applications, except for the AVPs from Diameter Base Protocol, do not need to be supported.

Table 7.2.3.1/2: SWm re-used Diameter AVPs

	Attribute Name
	Reference
	Comments

	Auth-Request-Type
	IETF RFC 3588 [7]
	

	Called-Station-Id 
	IETF RFC 4005 [4]
	

	EAP-Master-Session-Key
	IETF RFC 4072 [5]
	

	EAP-Payload
	IETF RFC 4072 [5]
	

	Re-Auth-Request-Type
	IETF RFC 3588 [7]
	

	Session-Timeout
	IETF RFC 3588 [7]
	

	User-Name
	IETF RFC 3588 [7]
	


Only those AVP initially defined in this reference point and for this procedure are described in the following subchapters. 

* * * Next Change * * * *

9.2.3.1
S6b DSMIPv6 procedures

9.2.3.1.1
General

The following table describes the Diameter AVPs defined for the S6b interface protocol in DSMIPv6 mode, their AVP Code values, types, possible flag values and whether or not the AVP may be encrypted.

Table 9.2.3.1.1/1: Diameter S6b AVPs for DSMIPv6

	
	AVP Flag rules
	

	Attribute Name
	AVP Code
	Section defined
	Value Type
	Must
	May
	Should not
	Must not
	May Encr.

	MIP6- Agent-Info
	334
	9.2.3.1.2
	Address
	M
	
	
	V
	No

	MIP6-Feature-Vector
	124
	9.2.3.2.3
	Unsigned64
	M
	
	
	V
	No

	Visited-Network-Identifier
	600
	9.2.3.1.3
	UTF8String
	M, V
	
	
	
	No

	QoS-Capability
	tbd
	9.2.3.2.4
	Grouped
	M
	
	
	V
	

	QoS-Resources
	tbd
	9.2.3.2.5
	Grouped
	M
	
	
	V
	


* * * Next Change * * * *

9.2.3.2
S6b PMIPv6 procedures

9.2.3.2.1
General
The following table describes the Diameter AVPs defined for the S6b interface protocol in PMIPv6 mode, their AVP Code values, types, possible flag values and whether or not the AVP may be encrypted.
Table 9.2.3.2.1/1: Diameter S6b AVPs for PMIPv6

	
	AVP Flag rules
	

	Attribute Name
	AVP Code
	Section defined
	Value Type
	Must
	May
	Should not
	Must not
	May Encr.

	MIP6-Agent-Info
	Tbd
	9.2.3.2.2
	Grouped
	M
	
	
	V
	No

	MIP6-Feature-Vector
	124
	9.2.3.2.3
	Unsigned64
	M
	
	
	V
	No

	QoS-Capability
	Tbd
	9.2.3.2.4
	Grouped
	M
	
	
	V
	No

	QoS-Resources
	Tbd
	9.2.3.2.5
	Grouped
	M
	
	
	V
	No


* * * Next Change * * * *

9.2.3.2.2
MIP6-Agent-Info

The MIP6-Agent-Info AVP contains the PGW address information. This AVP is defined in IETF RFC 5447 [6]. The grouped AVP has the following grammar:

MIP6-Agent-Info ::=



< AVP Header: TBD >

[ MIP-Home-Agent-Address ]

[ MIP-Home-Agent-Host ]

*[ AVP ]

9.2.3.2.3
MIP6-Feature-Vector

The MIP6-Feature-Vector AVP contains a 64 bit flags field of supported mobility capabilities of the NAS. This AVP is defined in IETF RFC 5447 [6]. The NAS may include this AVP in a request message to indicate the mobility capabilities of the NAS to the 3GPP AAA server. Similarly, the Diameter server may include this AVP in an answer message to inform the NAS about which of the NAS indicated capabilities are supported or authorized by the 3GPP AAA Server.

Following capabilities are supported on S6b reference point in PMIPv6 mode:

-
PMIP6_SUPPORTED
-
IP4_HOA_SUPPORTED
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