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7.7
Heartbeat Message
7.7.1
Heartbeat Request

Table 7.7.1-1 specifies the information elements included in the Heartbeat Request message.

Table 7.7.1-1: Fields of a Heartbeat message for the Heartbeat request
	Information element
	IE Description
	Reference

	R flag
	Set to 0 for a request message.
	draft-ietf-netlmm-pmipv6-heartbeat[17]

	Sequence Number
	Set to a locally monotonically increasing value.
	draft-ietf-netlmm-pmipv6-heartbeat [17]

	
	
	


7.7.2
Heartbeat Response

Table 7.7.2-1 and 7.7.2-2 specifies the information elements included in the Heartbeat Response message.

Table 7.7.2-1: Fields of a Heartbeat message for the Heartbeat request
	Information element
	IE Description
	Reference

	R flag
	Set to 1 for a response message.
	draft-ietf-netlmm-pmipv6-heartbeat [17]

	U flag
	Set to 0 if the heartbeat response is sent as an answer to a heartbeat request. Set to 1 otherwise.
	draft-ietf-netlmm-pmipv6-heartbeat [17]

	Sequence Number
	Set to the value received in the corresponding Heartbeat Request message.
	draft-ietf-netlmm-pmipv6-heartbeat [17]

	
	
	


Table 7.7.2-2: Mobility Options in a Heartbeat message for the Heartbeat request
	Information element
	IE Description
	Reference

	Restart Counter
	indicates the current Restart Counter value
	draft-ietf-netlmm-pmipv6-heartbeat [17]
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