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***************** First change begins *****************

5.6.1
Service request procedure

5.6.1.1
General

The purpose of the service request procedure is to transfer the EMM mode from EMM-IDLE to EMM-CONNECTED mode and establish the radio and S1 bearers when uplink user data or signalling is to be sent. Another purpose of this procedure is to invoke MO/MT CS fallback procedures.
This procedure is used when:

-
the network has downlink signalling pending;

-
the UE has uplink signalling pending;

-
the UE or the network has user data pending and the UE is in EMM-IDLE mode;

-
the UE in EMM-IDLE or EMM-CONNECTED mode has requested to perform mobile originating/terminating CS fallback; or
-
the UE has uplink cdma2000® signalling pending.

The service request procedure is initiated by the UE, however, for the downlink transfer of signalling or user data in EMM-IDLE mode, the trigger is given by the network by means of the paging procedure (see subclause 5.6.2).

The UE shall invoke the service request procedure when:

a)
the UE receives a paging request from the network in EMM-IDLE mode;

b)
the UE, in EMM-IDLE mode, has pending user data to be sent;

c)
the UE, in EMM-IDLE mode, has uplink signalling pending;

d)
the UE, in EMM-IDLE or EMM-CONNECTED mode, has a mobile originating CS fallback request;

e)
the UE, in EMM-IDLE or EMM-CONNECTED mode, has a CS fallback response to be sent to the network; or

f)
the UE, in EMM-IDLE mode, has uplink cdma2000® signalling pending.
Editor's note: The interaction of this procedure with other MM procedures is FFS.
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NOTE:
AS indications (indications from lower layers) are results of procedures triggered by MME in Service Request procedure. Triggered procedures could be e.g. RRC Connection Reconfiguration procedure (see 3GPP TS 36.331 [22]) and inter system PS handover to GERAN or UTRAN procedure as a result of CSFB procedure (see 3GPP TS 23.272 [9]).
Figure 5.6.1.1.1: Service Request procedure
5.6.1.2
Service request procedure initiation

If the UE has pending uplink data or uplink signalling in EMM-IDLE mode to be transmitted or it responds to paging with CN domain indicator set to "PS", the UE initiates the service request procedure by sending a SERVICE REQUEST message to the MME, starts the timer T3417, and enters the state EMM-SERVICE-REQUEST-INITIATED.

The UE shall send an EXTENDED SERVICE REQUEST message,

-
regardless of the EMM mode, if the UE has a mobile originating CS fallback request; and

-
regardless of the EMM mode, if the UE has a CS fallback response to be sent as a response to a paging for CS fallback.

5.6.1.3
EMM common procedure initiation

Upon receipt of the SERVICE REQUEST or EXTENDED SERVICE REQUEST message, the MME may initiate the authentication procedure.

5.6.1.4
Service request procedure accepted by the network

For cases a, b and c in subclause 5.6.1.1, the UE shall treat the indication from the lower layers that the user plane radio bearer is set up as successful completion of the procedure.

For cases d and e in subclause 5.6.1.1, the UE shall treat the indication from the lower layers that the inter-system change from S1 mode to A/Gb or Iu mode is completed as successful completion of the procedure.

The EMM sublayer in the UE shall indicate to the MM sublayer that the CS fallback procedure has succeeded.
If the service type information element in the EXTENDED SERVICE REQUEST message indicates "mobile terminating CS fallback" the network initiates CS fallback procedures. 

Upon successful completion of the procedure, the UE shall stop the timer T3417 and enter the state EMM-REGISTERED.

The UE shall locally deactivate the EPS bearer contexts that do not have a user plane radio bearer established after the successful completion of the service request procedure.
When the E-UTRAN fails to establish radio bearers for one or more EPS bearer contexts, then the MME shall locally deactivate the EPS bearer contexts corresponding to the failed radio bearers based on the lower layer indication from the E‑UTRAN, without notifying the UE.

For manual update of the Allowed CSG list, the UE, after a successful completion of the procedure, shall check whether the CSG ID of the cell where the UE has sent the SERVICE REQUEST message is contained in the Allowed CSG list. If not, the UE shall add that CSD ID to the Allowed CSG list.
***************** First change ends *****************
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